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EPDM Boiler Gaskets 

 

EPDM boiler gaskets offer the level of service you expect from high pressure, high temperature 
Handhole and Manhole gaskets. Our highly rated material ensures that EPDM gaskets will 
provide leak proof, continuous operation until your next scheduled shutdown. EPDM Boiler 
Gaskets are made from a proprietary elastomer that is rated to 380º F wet heat and 180 psi based 
on actual field performance. 

EPDM 
Ethylene-propylene compounds are prepared from ethylene and propylene (EPM) and usually a 
third monomer (EPDM). These compounds are used frequently to seal in brake systems, and for 
sealing hot water and steam. Ethylene-propylene compounds have high resistance to mild acids, 
detergents, alkalis, silicone oils and greases, ketones, and alcohols. They are not recommended 
for applications with petroleum oils, mineral oil, diester lubricants, or fuel exposure. Ethylene-
propylene has gained wide seal industry acceptance for its excellent ozone and chemical 
resistance properties and is compatible with many polar fluids that adversely affect other 
elastomers. EPDM compounds are typically developed with a sulfur or peroxide cure system. 
Peroxide-cured compounds are suitable for higher temperature exposure and typically have 
improved compression set performance. There are to be no oil lubricants used on this gasket to 
help the sealing process. If the head and the boiler surface of the Handhole and Manhole are 
properly cleaned from all scale and other substances, the gasket will hold up to the pressure and 
temperature stated above. Our boiler gaskets are for water and steam only. Recommendations for 
use are based on tests and actual field performance. Since their installation and use is beyond our 
control we accept no responsibility for performance problems caused by improper use or 
installation or boiler malfunctions.  

EPDM Specifications 
High Temperature EPDM Rubber 
Polymer: 100% Ethylene Propylene 
Temperature Range: 380° F (Steam) 
Temperature Range: (Dry Heat) 

Low: -40°F 

High: 380° F 
Pressure Range: 185 PSI 
Hardness Shore: A 80, +/- 5 
Tensile: PSI 2800 
Elongation: 150% 


