
EASTWOOD | HATHERSAGE | AMBLESIDE

HACK, PATCH & SEW
In store service for your kit: alpkit.com/stores

For more ideas on how you can extend the life of or donate 
your outdoor products visit: alpkit.com/continuum

EXO-RAIL

SADDLE RAIL

SEAT PACK STRAP

SEAT PACK WEBBING LADDER

FIG 1: CROSS SECTION OF SEAT CLAMP

EXO-RAIL

SADDLE RAIL

SEAT PACK STRAP

SEAT PACK WEBBING LADDER

FIG 2: CROSS SECTION OF SEAT CLAMP

EXO-RAIL

HOW TO FIT EXO-RAIL COMPATIBLE SEAT PACK 
Slide the Exo-rail into the sleeve on your Exo-rail compatible 
seatpack and attach strap as shown.  

If this product does not meet your expectations upon 
delivery or does not live up to the demands placed upon 
it, please return it within 3 years of purchase for repair, 
replacement or refund. If the problem is our fault then we 
will do this to your satisfaction, if it’s your fault we will help 
the best we can! 
 
Email: support@alpkit.com
Phone: 01773 417007
Website: www.alpkit.com/support

KEEP ME SAFE FOR FUTURE REFERENCE

DATE: 19/06/18

EXO-RAIL FITTING INSTRUCTIONS
Clamp the Exo-rail between the seat rail and seatpost. 
Extended M6 bolts are provided.

HOW TO FIT SEAT PACK WITH LUMPA HARNESS
Slide Lumpa harness over Exo-Rail and feed loop around the 
bar as shown and back to attach to seatpack.

CONTINUE THE JOURNEY
When your partnership with this product is over please 
don’t leave it hidden in a cupboard, never to see another 
adventure. Wash it, pass it on, give to a friend, sell it, donate 
it to charity, make it into something else or recycle it and let 
someone else live their dream.

Optional seat post strap, 
when using with dropper 
seatpost this strap may not 
be required.

When packing make sure to 
get the weight as close to 
the seatpost as possible by 
filling the nose of the bag. This 
increases stability.

Lumpa Harness.
Attach to seatpack.

Loop Lumpa strap 
back around Exo-Rail 
bar to pull seat pack 
in tight.

M6 socket 
head bolt.

PACK WEIGHT LIMIT 2.3KG

PACK WEIGHT LIMIT 2.3KG

IMPORTANT: Make sure 
strap is threaded over the 
saddle rails and not just 
over Exo-Rail. (Fig 2)

IMPORTANT: Make sure 
strap is threaded over the 
saddle rails and not just 
over Exo-Rail. (Fig 1)


