
Installation Guide for
Fire Breather Exhaust

Kit



Warning!!
Before you start the installation please make sure you and your car is at safe
location and you have the required PPE for your safety,  
We highly recommend to get this installed by a certified mechanic.
Given installation guide is generic only and different model of cars may require
different ways to install, please contact your car dealer or a certified mechanic if
you are not sure. 
Shock Hazard: Installation of this kit includes electrical wiring in your car, please
disconnect your power source(battery) before starting the installation process. All
the wiring needs to be concealed to prevent shock hazard. 
Please make sure to connect correct terminals of the wires i.e. positive with
positive and negative with negative, failing to do so will result in shot circuit and
can blow up the fuse and wiring of the car. 



Unbox the kit from the packaging and
check everything is included in the
packaging i.e. 

The exhaust kit
3x Screws
3x Metal screw square bolts
1x Fuse
1x Wiring Cable 

We will recommend to check the
exhaust kit by connecting it with a 9V
battery(not included), to make sure its
working 100%.

Step 1:Unboxing



Before starting the installation please
measure the diameter of the exhaust
of your car. It should be less than
63mm.
Cars that has stock mufflers and tips
may need to be taken off because the
fire breather kit may not fit into those
existing mufflers and tips
After  measurement, unscrew all the
screws with a philips head screw
driver(not included) and keep it aside.

Step 2: Setting Up
Screws



Please determine first where you will
be taking the wires for electrical source
and position the kit accordingly.
Please insert the kit into the exhaust
tip fully inside, insert the screws and
tighten it. 
If your exhaust is big or small you may
need a converter socket which can be
found at local hardware store. 
Note: Some exhaust may only need 2
screws. 

Step 3: Installation



Highly Recommended: We advice this
step to be done by a certified Auto-
electrician. 
Please identify the source of electric
power for your exhaust kit. The usual
sources are tail light console. 
Please identify positve and negative
wires and connect red wire to the
positve terminal and black/blue wire to
negative terminal. 
Check the light of the kit is glowing
while the power source is ON. 
Conceal the wires using a electrical
tape to avoid any shot circuit or
hazards. 
An optional fuse is provided in the box
which is highly recommended to use to
protect the device from voltage surge. 

Step 4: Wiring



You are all set to go
and have fun!


