<table>
<thead>
<tr>
<th>BRAND</th>
<th>MODEL</th>
<th>FRONT AXLE</th>
<th>REAR AXLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Vitus</td>
<td>ZX-1 EVO</td>
<td>M12 x 1.5P x 123mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 172mm Length x 14mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Vitesse EVO</td>
<td>M12 x 1.5P x 123mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 172mm Length x 14mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Zenium</td>
<td>M12 x 1.5P x 120mm Length x 12mm Thread Length</td>
<td>M12 x 1.5P x 163mm Length x 12mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Razor</td>
<td>100mm QR</td>
<td>130mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>Razor W</td>
<td>100mm QR</td>
<td>130mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>Razor W Disc</td>
<td>M12 x 1.5P x 120mm Length x 15mm Thread Length</td>
<td>M12 x 1.5P x 161mm Length x 12mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Razor Disc</td>
<td>M12 x 1.5P x 120mm Length x 15mm Thread Length</td>
<td>M12 x 1.5P x 161mm Length x 12mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Substance Carbon</td>
<td>M12 x 1.5P x 120mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 172mm Length x 14mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Substance Alloy</td>
<td>M12 x 1.5P x 120mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 161mm Length x 12mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Substance Steel</td>
<td>M12 x 1.5P x 120mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 163mm Length x 12mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Energie Carbon</td>
<td>M12 x 1.5P x 127mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 172mm Length x 14mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Energie Alloy</td>
<td>M12 x 1.5P x 125mm Length x 15mm Thread Length</td>
<td>M12 x 1.5P x 163mm Length x 12mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Auro</td>
<td>M12 x 1.5P x 120mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 172mm Length x 14mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Mach 3 VR/VRS</td>
<td>100mm QR</td>
<td>135mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>Mach 3 VRX</td>
<td>M12 x 1.5P x 120mm Length x 12mm Thread Length</td>
<td>135mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>Vee</td>
<td>Bolt-on</td>
<td>Bolt-on</td>
</tr>
<tr>
<td>Vitus</td>
<td>Dee</td>
<td>100mm QR</td>
<td>Bolt-on</td>
</tr>
<tr>
<td>Vitus</td>
<td>Mach-E</td>
<td>M12 x 1.5P x 120mm Length x 12mm Thread Length</td>
<td>M12 x 1.5P x 161mm Length x 12mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Emitter Carbon</td>
<td>M12 x 1.5P x 120mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 172mm Length x 14mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Emitter Alloy</td>
<td>M12 x 1.5P x 120mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 160mm Length x 14mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>E-Substance Carbon</td>
<td>M12 x 1.5P x 120mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 172mm Length x 14mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>E-Substance Alloy</td>
<td>M12 x 1.5P x 120mm Length x 14mm Thread Length</td>
<td>M12 x 1.5P x 160mm Length x 14mm Thread Length</td>
</tr>
</tbody>
</table>
## MTB

<table>
<thead>
<tr>
<th>BRAND</th>
<th>MODEL</th>
<th>REAR AXLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Vitus</td>
<td>Sommet</td>
<td>UDH 180mm</td>
</tr>
<tr>
<td>Vitus</td>
<td>Escarpe</td>
<td>UDH 180mm</td>
</tr>
<tr>
<td>Vitus</td>
<td>Mythique</td>
<td>M12 x 1.5P x 181mm Length x 20mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Nucleus</td>
<td>135mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>Sentier</td>
<td>M12 x 1.5P x 181mm Length x 20mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Rapide</td>
<td>M12 x 1.5P x 169mm Length x 12mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>Rapide FS</td>
<td>M12 x 1.5P x 181mm Length x 20mm Thread Length</td>
</tr>
<tr>
<td>Vitus</td>
<td>E-Sommet</td>
<td>UDH 180mm</td>
</tr>
</tbody>
</table>
## KIDS

<table>
<thead>
<tr>
<th>BRAND</th>
<th>MODEL</th>
<th>FRONT AXLE</th>
<th>REAR AXEL</th>
</tr>
</thead>
<tbody>
<tr>
<td>Vitus</td>
<td>14</td>
<td>Bolt-on</td>
<td>Bolt-on</td>
</tr>
<tr>
<td>Vitus</td>
<td>16</td>
<td>Bolt-on</td>
<td>Bolt-on</td>
</tr>
<tr>
<td>Vitus</td>
<td>20</td>
<td>100mm QR</td>
<td>135mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>20+</td>
<td>100mm QR</td>
<td>135mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>24</td>
<td>100mm QR</td>
<td>135mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>24+</td>
<td>100mm QR</td>
<td>135mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>Nucleus 24</td>
<td>100mm QR</td>
<td>135mm QR</td>
</tr>
<tr>
<td>Vitus</td>
<td>Nucleus 26</td>
<td>100mm QR</td>
<td>135mm QR</td>
</tr>
</tbody>
</table>