
Parts Included
a)     Coaster Wheel with brake arm x 1
b)     Coaster brake bracket x 1
c)     Support plate attachment bolt x 1
d)     Support plate attachment washers x 2
e)     Rubber frame protector

Parts required
• 4mm Allen wrench
• 8mm wrench
• 15mm wrench

NOTE: Much of this process is the same as removing the wheel to replace a tyre or inner tube.

FOR REAL RIDERS

VITUS 14 & 16 KIDS BIKE 
COASTER BRAKE ASSEMBLY GUIDE

1. Unclip the brake. Do this by squeezing the brake arms 
together and un-hook the metal pipe from its slot.

2. Remove the axle nut caps by hand and using a 15mm 
wrench loosen both axle nuts.

4. Un-hook the chain from the chainset. Do this by passing 
the chain over the back of the chainguard, and remove the 
chain from the cog on the rear wheel. 

5. Remove the wheel from the bike, and place the new wheel 
on the bike in its place, with the coaster brake arm on the 
opposite side to the chain.

NOTE: When inserting the wheel into the frame please ensure the 
axle nut and washer are outside of the frame on both sides, and 
neither part is on the inside of the frame dropouts. 

3. Push the wheel towards the front of the frame.
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6. Replace the chain onto the rear cog first. Then lift the chain 
onto the front chainset.



FOR REAL RIDERS

7. Take the coaster brake bracket (part b), and bend this 
around the horizontal part of the frame (chainstay) on the 
opposite side to the chain.

8. Rotate the brake arm of the coaster hub (part a) towards 
the bracket. Connect the coaster arm (part a) to the bracket 
(part b) with the M5 Hex Head Bolt and washer, and secure to 
hand-tight with the nut and washer (parts c, d & e).

9. Pull the wheel towards the rear of the bike to tighten the 
chain and then tighten the axle nut on the chain side with a 
15mm wrench. Align the rear wheel to the centre of the frame 
(visually check from directly behind the bike) and tighten the 
axle nut on the opposite side with a 15mm wrench, re-fitting 
the plastic caps if present.

10. Ensure the chain is flat between the chainset and rear cog 
and does not droop. Move the wheel back/forward to adjust 
accordingly.

NOTE: If the chain is too loose it will droop down between the 
chainset and rear cog. If the chain is too tight the pedals will be 
hard to turn.

12. Re-connect the rear brake by squeezing the brake arms 
together and slotting the metal pipe into its slot.  

OPERATION TEST: Perform a test procedure on the wheel. 
Holding the bike away from the ground by the seat, spin the rear 
wheel. Using your hand, turn the pedals in a backwards motion. 
Ensure the wheel comes to a stop. You Coaster brake is now fully 
operational. The original hand brake will now be operational in 
addition to the new coaster brake.

11. Tighten the coaster brake bracket by using the 4mm Hex 
head wrench and 8mm wrench, until it is secured against the 
frame. 


