
 

 

 
 

Oxygen Compa-bility of 
Unipipe Pipe and Fi7ng 

 
 

January 2023 
 
Unipipe Solu2ons LLC cer2fies that the products “Unipipe”, can convey “O” (Oxygen) up to its 
maximum available concentra2on under the following condi2ons: 
 
1. Working pressure and temperature must comply with the limits stated in our standard 

specifica2on documenta2on. 
 
2. All fiNngs and pipes must be professionally cleaned by a 3rd party verified compa2ble 

company and be cer2fied to be without traces of dirt, oil or grease. FiNngs and pipes should 
remain in their packaging from the cer2fied 3rd party un2l they are installed. 

 
3. Installa2on should be completed by installers familiar with the cau2on and best prac2ces 

needed while comple2ng the installa2on of “O” (Oxygen) rated piping systems.  
 
4. A cleaning purge and an accurate test for any leakage must be completed. Pressure tes2ng 

for leakage should be completed with an inert gas such as nitrogen with at least 1.5 2mes 
the expected opera2ng pressure of the Oxygen system.  

 
5. Unipipe fiNngs and pipes are not a filtering and/or purifica2on system. The pipeline will 

only maintain the same quality gas supplied by the bulk storage tanks, generators, 
compressors, filters, separators, driers, and/or other equipment supplied by third par2es. 
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