
PHYSICAL SPECS
Battery Sizing Class: “TX-9” Group 
Length: 5.9” / 149.86 mm
Width: 2.57” / 65.28 mm
Height: 3.58” / 90.94 mm 
Minimum Weight: 2.2 lbs / 1.00 kg
Post Type: Spade connector 

PERFORMANCE 
Voltage:     12 volts 
Full Charge Range:     13.8 volts
Pulse Cranking Amps: Up to 300 PCA
Lead-Acid Equivalent Capacity:        18 Lithium Amp Hour 

                                       
CHARGING                
Alternator or Mag:        Minimum 14.0 volt output, Max 14.8 volt
Battery charger:          Braille Model # 1232L – 2amp Lithium (OE Must have approved Charging)                              

                              Recommended Charge Voltage: 14.4 - 14.8 Volts 
Do Not Exceed Charge Voltage: 14.9 Volts                                  
Minimum Recommended Voltage:     9.0 Volts (Do not charge if below, contact Braille)

WARRANTY
Warranty:       2 Year ProRated Repair/Replacement

•Battery for Kart Starting 
• Formula One Winning Technology
•Bolt-In Performance Upgrade
•Sealed-Safe DOT Approved
•Starter Compatible
• Faster Recharging
•10+ Yr Design Life
•Made in the USA

      2015 Braille Green-Lite Lithium Ion Technology Battery G9K Kart Spec          

           *Performance specifications denote maximum lead-acid equivalents. 
             Actual performance may vary. Pricing, specifications and features current as of 12/14, subject to change without notice. For latest information, contact Braille directly.
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