
 

NOTICE: Power tools and woodworking come with inherent risks. Users of the Massca Pocket Hole Jig and Board at Home 123 Massca Pocket Hole Jig Mounting System do so at their own risk. 
Massca Products, Board at Home 123, nor Creative Tool Company assume any liability for injury or death resulting from the improper use or maintenance of their tools. Your Massca Pocket Hole 
Jig Mounting System has been designed for many years of trouble-free use. However, it is intended for indoor use in a dry environment ONLY. Use in a wet environment may lead to material 
failure of the board, injury, or possible death. If your board has become wet, please discontinue its use immediately, allow the board to dry completely, and inspect to ensure that it is safe for 
continued use upon fully drying. If it has suffered material degradation or failure due to water exposure, this is not warrantable damage, and the board should be discarded and replaced. 

THANK YOU FOR PURCHASING YOUR MASSCA POCKET HOLE JIG MOUNTING SYSTEM! 

Designed in cooperation with Massca Products, this easy-to-use, patent pending mounting system expands the 
functionality of your Massca Pocket Hole Jig by organizing your accessory tools while securing them where they 
will always be within reach when you need them. Using clamps, bench dogs, or screws, the mounting system 
allows you to mount and secure your Jig in a way that fits your shop, your tools, and your workflow! Moreover, it 
gives you a built-in drill depth adjustment system that can replace or complement the Massca Drill Depth Turret 
that was included with your Jig. 

So, let’s get your Mounting System setup and give you some quick pointers on using it. 

SETUP 

1. Using the screws that were supplied with you Massca Pocket Hole Jig (or the screws included in your kit), 
mount your Jig to the four (4) Pocket Hole Jig mounting holes. Be sure to tighten them just enough to 
secure the Jig, but not so tight as to strip out the screw holes. 

2. Secure your tools in the corresponding magnetic tool slots as shown, and mount the Massca Drill Depth 
Turret in the rubber mount (see below). The rubber mount may be tight at first, so you may want to add a 
small drop of light oil (not included) to the inner diameter of the rubber Drill Depth Turret mount. Be 
careful to avoid getting any on the board. 

3. That’s it! You’re ready to go. Now, let’s go to page two and see how to use your Mounting System! 
 

 



 

NOTICE: Power tools and woodworking come with inherent risks. Users of the Massca Pocket Hole Jig and Board at Home 123 Massca Pocket Hole Jig Mounting System do so at their own risk. 
Massca Products, Board at Home 123, nor Creative Tool Company assume any liability for injury or death resulting from the improper use or maintenance of their tools. Your Massca Pocket Hole 
Jig Mounting System has been designed for many years of trouble-free use. However, it is intended for indoor use in a dry environment ONLY. Use in a wet environment may lead to material 
failure of the board, injury, or possible death. If your board has become wet, please discontinue its use immediately, allow the board to dry completely, and inspect to ensure that it is safe for 
continued use upon fully drying. If it has suffered material degradation or failure due to water exposure, this is not warrantable damage, and the board should be discarded and replaced. 

LET’S GET TO WORK! 

1. Always use your pocket hole jig as recommended by the equipment manufacturer (Massca Products). 
2. There are many ways to mount and secure your jig to your work surface. For some suggested mounting 

strategies, watch our Massca Pocket Hole Jig Mounting System introduction video at: 
https://youtu.be/MEqYM_Nb3qs. In the meantime, here are a couple of suggestions: 

a. Clamp to a workbench or sawhorse 
b. Secure using 20mm (3/4” will work, but will be looser) bench dogs 
c. Secure using a Track Clamp (T-Slot Clamp) 
d. Using the Mounting Holes, screw or bolt the Mounting System to your workbench 

3. When using the drill depth adjustment holes at the front of the board, be sure to adjust the depth by 
inserting the tail end of the drill bit, NOT the tip end. Loosen the collar, insert the tail end of the bit into 
the hole that corresponds to your material thickness and Massca Drill Depth Turret (see below), slide the 
collar up the bit until it is flush with the side of the board, and tighten the collar onto the drill bit. The 
holes in the board are configured as shown below. 

 

THANK YOU FOR SUPPORTING BOARD AT HOME 123, MASSCA PRODUCTS, and CREATIVE TOOL COMPANY! 

https://youtu.be/MEqYM_Nb3qs

