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ALUMINIUM
PULLEYS

ALUMINIUM PULLEYS ARE IDEAL FOR
LIGHTWEIGHT DRIVE APPLICATIONS, SUCH
AS COMPRESSORS, GENERATORS,
PACKAGING & PRINTING MACHINERY.

Larger PCD’s and stepped bore pulleys are
available on special request.
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INTRODUCTION
 

F E A T U R E S
All of our aluminium pulleys come with a blank
bore.
Manufactured from 356.1 aluminium alloy.
50mm-300mm pitch circle diameters (PCD).

O U R  R A N G E
Z Section (10mm)
A Section (13mm)
B Section (17mm)



TO FIT AS 
CLAAS

 

 

P U L L E Y S  T Y P E S
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TO FIT AS 
CLAAS

 

 

T E C H N I C A L  S P E C I F I C A T I O N

D2-3
 

_______________________________________________________ A L U M I N I U M  P U L L E Y S  |   

___________________________________________________________________

ALUMINIUM
PULLEYS

Note: *Hub does not protrude pulley wall

S P A  S E C T I O N

S P B  S E C T I O N

S P Z  S E C T I O N



Get in touch
WWW.DISTAG.COM

TULLOW
Distag QCS LTD
Tullow Industrial Estate

Bunclody Rd

Tullow, Co.Carlow

IRELAND

R93 V585

Tel: +353 (0)59 915 1626

Fax: +353 (0)59 915 1264

Email: sales@distag.com

IPSWICH
Distag QCS (UK) LTD
Unit 24

Farthing Road Ind.Est.

Sproughton, Ipswich

Suffolk, UK

IP1 5AP

Tel: +44 (0)1473 744 612

Fax: +44 (0)1473 744 613

Email: info@distag.com

DUNGANNON
Distag QCS (UK) LTD
11 Cookstown Rd

Dungannon

Northern Ireland

BT71 4BB

Tel: +44 (0) 28 92 633380

Fax: +44 (0) 28 92 607231

Email: NIsales@distag.com


