
AQUASPA PRODUCT DOSAGE 100 Litres DOSAGE 500 Litres DOSAGE 1000 Litres DOSAGE 1200 Litres DOSAGE 1400 Litres DOSAGE 1600 Litres
ON START UP

AQUASPA™ Chlorine Remover 1.25ml 6.25ml 12.5ml 15ml 17.5ml 20ml
AQUASPA™ Spa Sanitiser 6ml 30ml 60ml 72ml 84ml 96ml
AQUASPA™ Spa Kleer 6ml 30ml 60ml 72ml 84ml 96ml
AQUASPA™ Spa Shock 2gm 10gm 20gm 24gm 28gm 32gm
AQUASPA™ Alkalinity Enhancer As Required As Required As Required As Required As Required As Required
AQUASPA™ pH Reducer As Required As Required As Required As Required As Required As Required
AQUASPA™ Calcium Enhancer As Required As Required As Required As Required As Required As Required
AQUASPA™ Instant Filter Klenz Spray ON/Hose OFF Spray ON/Hose OFF Spray ON/Hose OFF Spray ON/Hose OFF Spray ON/Hose OFF Spray ON/Hose OFF
AQUASPA™ Pipe Klenz 25ml 125ml 250ml 300ml 350ml 400ml

We recommend the use of AQUASPA Pipe Klenz on  START UP when draining a spa prior to converting to AQUASPA
ADD DAILY OR AFTER EACH USE

AQUASPA™ Alkalinity Enhancer As Required As Required As Required As Required As Required As Required
AQUASPA™ pH Reducer As Required As Required As Required As Required As Required As Required
AQUASPA™ Calcium Enhancer As Required As Required As Required As Required As Required As Required

ADD WEEKLY
AQUASPA™ Spa Sanitiser 6ml 30ml 60ml 72ml 84ml 96ml
AQUASPA™ Spa Kleer 6ml 30ml 60ml 72ml 84ml 96ml
AQUASPA™ Spa Shock 2gm 10gm 20gm 24gm 28gm 32gm

We recommend an additional dose of AQUASPA Spa Shock after each use of spa
ADD FORTNIGHTLY (OR MORE FREQUENTLY IF REQUIRED)

AQUASPA™ Instant Filter Klenz Spray ON/Hose OFF Spray ON/Hose OFF Spray ON/Hose OFF Spray ON/Hose OFF Spray ON/Hose OFF Spray ON/Hose OFF
ADD 3 MONTHLY

AQUASPA™ Pipe Klenz 25ml 125ml 250ml 300ml 350ml 400ml
ADD WHEN REQUIRED

AQUASPA™ Anti-Foam As Required As Required As Required As Required As Required As Required
AQUASPA™ Chlorine Remover 1.25ml 6.25ml 12.5ml 15ml 17.5ml 20ml

DOSAGE CHART

• Dosages indicated are intended only as a guide. 
• Follow dosage instructions on product labels. 
• Products descriptions are in the AQUASPA™  GUIDE.

• Always ensure that the PUMP IS RUNNING.
•  LEAVE THE COVER OFF for  

30 minutes after adding chemicals.
• Add chemicals at 30 MINUTE INTERVALS.

•  Always ADD chemicals to water and  
NOT water to chemicals.

•  NEVER use chemicals containing  
CHLORINE in the spa.

WHEN ADDING CHEMICALS TO THE WATER: 

10 Gram = ONE ROUNDED TEASPOON  30 Gram = ONE TABLESPOON
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