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® Shield™ AVM96

standar

pathogenic microbial intake into the human respiratory system. 

Shield to meet the BS EN 149.2001 regulatory standards.

Standards

fundamentally complies with the requirement of BS EN 149.2001 

in  viruses from passing through the mask. It does not 

1 Vapours generated by petrol, solvents, thinners, paints 
 and varnishes

2 Gases such as chlorine, ammonia and carbon monoxide

3 
 cement dust, silica dust from stone, wood dust, lead dust,   

4 Solids that produce dangerous gases with moisture 
 
 such as phenol

5 

6 
 

 or from tasks such as paint spraying or use of 
 

8 Bacteria, viruses and parasites

Exposure to these substances can cause a wide range of serious 

silica dust – which is found in stone such as concrete – can cause 
silicosis, a disabling lung disease; while lead dust and fumes – 

cause problems such as kidney damage. Meanwhile, exposure to 

certain pain r, grain and wood dust, and resins – can cause 
AVM96 BS EN 149.2001

 6%

following limits:

Product summary
roduct code AVM96

Material Bamboo or Viscose/Elastane blends

 
 
 
 agents or organisms from spreading or kill  
 
 

Standards BS EN 149.2001
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® Shield™ AVM96

Allergies Not recognised as allergenic

 
Disposal 
Transport  Not regulated as a hazardous material
Safety Non-dangerous product in normal   
 

Component and materials

The mask is made from materials Generally Regarded As Safe.

Product is classed as non-toxic in normal use.

First Aid Measures

 
 seek professional medical advice.

Disposal

The fabric is lightweight, single layer and low pressure drop that 
does not impact on increased breathing rates. Breathable by 

Component Material

Fabric  
 or Viscose/Elastane blends

 

Product     Typical weight

 

  AVM96    Pack weight 35g

              

DO NOT machine wash
DO NOT iron
DO NOT tumble dry
DO NOT cut or pierce the fabric
DO NOT use detergents on the Shield
DO NOT use perfumes on the Shield

DO NOT use fresheners on the Shield

Leave to air dry naturally.

humidity of <80%.

Approvals

Class II: The Device complies with the following 
respiratory standard: BS EN 149.2001 and has been 

Health & Safety Requirements (Class II) and provisions 

(EU) 2020/403

conformity 

Requirements (FFP2 R) and provisions 

Class II

The Device complies with the following respiratory 
standar
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Manufactured in the United Kingdom in an ISO 9001:2015, 

®.
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risk assessment.

without detergent.

Hand washing will restore the Shield to its original shape 

product and would not be applied to other products or 

guidelines (safety rules, procedures).

this document which remain external to its decision 

Smile Center
Dammstrasse 68
6922  Wolfurt
Austria
Tel: +43 (0)5574 62890-10

and control.

with the sales contract documents and with the mandatory 
and applicable clause, excluding any other warranty 

Please keep the packaging label, do not throw away.

Please inspect the fabric for damage prior to use.

1. Carefully remove the Shield from the wrapper

2. Discard packaging, recycle where possible

3. Pull the Shield down over you head

4. C

5. 

6. 

7. 

8. 

over mouth, nose and ears

NOT EFFECTIVE unless you have achieved a proper  with 
your mouth and nose fully covered.

DO NOT
mouth and nose covered.

For younger children or persons unable t Shield 

should request assistance from an adult.

Figure 1.

To wear like a balaclava

Pull the shield down 
over your head 

fold the 
shield inside itself

You are now 
fully protected

Pull shield over your head 

Fold the fabric at the front 
down under your chin

Pull the back forward to 
make a hood over your head

® Shield™ AVM96
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Pull shield down to cover 
your whole head and face
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