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350W RMS - 700W MAX

Enclosure Information 
To get the most out of this subwoofer
we recommend a vented enclosure with bass boost
at the tuning frequency. It will also perform 
exceptionally well in a small to medium sized sealed box.

Vented: 1.0 to 1.5 ft³ tuned between 36Hz & 42Hz
Sealed: 0.5 to 1.0 ft³

NEP Warranty
All New England Providore speakers and
subwoofers carry a two year limited 
warranty on workmanship. This does not 
include damage due to misuse, incidental 
damage, improper installations, or 
damaged voice coils. Proof of Purchase is 
required. All NEP speakers and subwoofers 
are tested before shipping to provide 
the highest quality control in the 
industry. Please contact your dealer for
warranty service, or send us an email.

Specifications
T-S Parameter   D2 D4    

Qes    .523 .558
Qms    3.459 5.221
Qts    .464 .504
Fs (Hz)    37.0 37.6
Vas (l)    27.1 27.9
Mms (g)   100.6 99.2
Bl (T-m)   13.71 18.35
Re (Ω)    4.0 8.0
Sd (cm²)   330.0 330.0
SPL (dB)   86.1 86.1

Unit Specs           All Coils       

Coil Diameter (in)  2.0
Xmax (mm)   11.0

Mounting Hole Dia. (in) 9.06
Unit Displacement (ft³) .048 
Unit Weight (lb)  11 

  Certainly a departure from the rest of our line, the light is not a massive driver. 
Do not let this fool you. This 11 pound, 350W RMS driver can deliver the clean, hard hitting 
and responsive NEP sound that you have come to expect! We took a significant amount of 
time to optimize the T-S parameters to produce such a nice sounding & efficient driver. It 
really takes advantage of every watt that it can handle. The Light works well in small sealed 
or vented enclosures with tuning between 36Hz and 44Hz depending on how you would like 
it to sound. This also means that it will sound great in any pre-fab box on the market.

Subwoofer Features
-Strong Steel Basket
-High Temperature Voice Coil
-Dual 2Ω & Dual 4Ω Coil Options
-10mm Magnetic Gap Height
-Y35 Magnet weight: 50 Oz.
-Non-Pressed Paper Cone
-Double Stitched Foam Surround
-Single Damper with Woven Leads
-Under Spider Venting

Subwoofer Dimensions


