
Class 1 Equipment - Internal power supply 
type/Type BF Applied

IPX0

Lithium-ion battery

Lip hook, File holder A,

File holder B, File holder gender

3.6V / 1900mAh(Lithium-ion battery)

90mm x 75mm x74mm

184g (including battery)

Continuous operation

±0.5mm

100~240V~, 50~60Hz

9.0 V d.c.

2.0 A

Protection from 
electric shock

Degree of Protection(IEC60529)

Battery

Applied part

Mainbody

AC/DC Adapter

Rated input

Dimensions

Weight

Operation mode

Accuracy

Input voltage

Output voltage

Output current

Specifications

Accessories

X*- BL(Black), WH(White)
XX*-KR(Korea), EU(Europe), US(United States)

EQ-PEX

Main body

Battery

Lip hook

File holder A

File holder B

Probe code

Power code

AC/DC Adapter

File holder gender

P2901-XX*

A2911

A2912

A2913

A2914

A2915

A2916

A2917-XX*

A2918-X*

A2919

DO-069-0 

043-218-1981

www.meta-biomed.com

www.facebook.com/Metabiomed.Endodontics

Unique D
esig
n

Auto Calibration
● Provides accurate measurements 
regardless of environmental factors

Meta Biomed Co., Ltd-Head Office
270 Osongsaengmyeong1-ro, 
Osong-eup, Heungdeok-gu, 
Cheongju-si, Chungbuk, Korea

Phone: +82 43 218 1981 
info@meta-biomed.com 
www.meta-biomed.com

Meta Biomed Inc.
3015 Advance Ln, Colmar, 
Pa 18915, U.S.A

Phone: +1 267 282 5893 
america@metabiomed-inc.com 
www.buymetabiomedonline.com

Meta Biomed Europe GmbH 
Haus der Wirtschaft, Raum 3.11
Wiesenstraße 35 45473 
Mülheim an der Ruhr, Germany 

Phone: +49 208 309 91910
europe@metabiomed-inc.com 
www.meta-europe.com

10 year proven 
reliable technology
● High performance device 
mirroring the I-Root

High-quality battery
● 6 hours of continuous use 
guaranteed

● Fully charge in 150 minutes

‘Light Guide’ for safe 
 treatment
● 3 different color lights (Blue-Yellow-Red) 
indicate the real-time location of the file 
in the root canal, and allow intuitive 
verification of measurement and 

(It turns on the top of the file holder B, 
and on the main button of the EQ-M 
when interlocked with EQ-M)


