
 
Removal of Stock System: 

 

1.  Apply penetrating lubricant liberally to all exhaust fasteners, hangers and rubber insulators. 

2.  Disconnect all exhaust sensors, lines and/or injectors at their connection points to the vehicle. 

3.  Loosen the original extension pipe (or over-axle pipe) hardware.  Remove the pipe from the Diesel Particulate Filter (DPF).   

4.  Loosen the fasteners on the flange located in front of the DPF.  

5.  Remove the exhaust hangers from the insulator mounts and remove the DPF section from the vehicle (This step will require at least two 

people, as the stock pipe is heavy).  

Installation of Race Pipes: 

 

1.  Install the rubber insulators over the hangers on the Front Pipe. 

2.  Loosely install the Front Pipe onto the factory down pipe using the supplied 7/16” Hardware. 

3.  Using a 4” Clamp loosely install the Muffler Delete Pipe onto the Front Pipe. 

4.  Using a 4” Clamp loosely install the Extension Pipe with Hangers into the Muffler Delete Pipe and the factory rubber insulators.  

5.  Refer to the chart below and cut the Extension Pipe (no Hangers) to the appropriate length and install onto the Extension Pipe with 

Hangers using a 4” Clamp.  NOTE: Regular cab trucks do not use the Extension Pipe (no Hangers). 

 

                                                
 

6.  Install the Over-Axle Pipe into the factory rubber insulators and onto the end of the Extension Pipe using a 4” Clamp.   

7.  Install the Tail Pipe into the factory rubber insulator and onto the end of the Over-Axle Pipe using a 4” Clamp.   

8. Once everything is aligned, tighten all Clamps and Hardware starting at the front and working rearward to secure the system. Check 

along the full length of the exhaust system to ensure there is adequate clearance for fuel lines, brake lines, bodywork, and any wiring, etc. If 

there is any interference detected, relocate or adjust to provide adequate clearance. 

 
 

Congratulations! We know you will enjoy your purchase. 


