
Linear Highbay Installation Instruction

2. Insert the hook into the slotted holes

as shown above.

4. Make wiring connections with terminal cap

 (see wiring instruction below).

Please read this manual carefully before using the product

1. Cut off the power first, then hook the 

chain as above picture.

3. Hook up the chain on the ceiling anchor.

Installation instructions

1.Chain Installation

LED Linear Highbay

CAUTION: PLEASE FOLLOW THIS INSTRUCTION MANUAL CAREFULLY TO  PREVENT 

ANY INJURIES OR COMPLICATIONS THAT MAY ARISE.

WARNING: 1. The installation and maintenance should be completed by qualified electrician.    

2. Turn off power before installation or maintenance.
3. Do not cover fixture with ceiling insulation

4. Please keep away from corrosive substances, keep the fixture dry and clean. 

5. Please keep away from the  working fixture.

6. Working Temperature: -20°C to 45°C, Storage temperature: -30°C to 60°C
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3. Disassemble the terminal block, insert the 

wires L, N,E in the hol low tube into the

terminal block, and see the signs L, N, E. 

Install the terminal block locking screws. 

Reinstall the cover plates at both ends.

4. Cover the two sides of the cover and lock

the M4 screw 1pcs.

5. Check if the assembly is installed and then 

power on.

Trouble shooting

Problem

Light will not 

come on

Possible Cause

1.Light switch is turned off. 

2.Fuse is blown or circuit breaker is 

turned off. 

3.Incorrect circuit wiring.

Solution

1.Turn light switch on. 

2.Replace fuse or turn circuit 

breaker on. 

3.Verify that fixture is wired properly. 
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3.Pipe Connections

2. Lift the screw holes of the fixture to align the 

bracket screws, and then tighten with the 

M5 * 6screws.

1. Thread the 3/4 inch conduit into the hole

of upper box, and screw the nut at end. 

6. Wiring L, N, E into the terminal block. Fasten the 

 two end caps on the ceiling bracket and lock the

 M4 screw 1pcs.
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3. Use the tool to open 4 holes at the top, 

and then fix the ceiling bracket

4. Remove the iron piece for easy wiring.

5. Lift the lamp into the bracket, align  the 

side holes, and lock the M5 screws.

Please read this manual carefully before using the product

5. Insert the terminal cap and wire into

the driver box.

7.Make the fixture at the same level.

Installation complete.

2.Surface Mounted

1. Drill the hole according to the size of the 

bracket and insert the plastic expansion 

tube.

Diagram 2
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6. Insert the wire terminal joint to the

wire entry.

2. Use a hammer to drive the nylon 

expansion tube into the dri l led

hole on the wall. 

Diagram 1
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