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CB-30G

CB-36G

CB-48G

CB-60G

CB-72G

▪ Pegasus Heavy Duty Radiant Charbroilers; Reliable 
and versatile for professional broiling.

▪ Available in 5 sizes (30”-72”) with 82,500 to 205,500 
BTU’s.

▪ Built to last with fully insulated double-walled 
stainless steel body. E-Z tilt top for easy cooking, 
individual front burner controls for precision, and 
stainless steel water pans for cleanliness.

▪ Perfect for busy kitchens or catering businesses, 
these charbroilers elevate your cooking experience.

     FEATURES
▪ Natural or LP gas.

▪ 82,500 - 103,000 - 123,500 - 160,000 - 205,500 total 
BTU’s .

▪ Free floating top grid 1/2” (1.3 cm) steel rods allows 
expansion and contraction without warping.

▪ E-Z Tilt top grid drains grease into front trough.

▪ Round top grid with standard spacing with quick lift 
handle.

▪ Fully Insulated double walled outer cabinet.

▪ Stainless steel on all four sides.

▪ Water Tubs.

▪ 6” (15.2 cm) stainless service shelf with towel bar.

▪ Individual front burner controls for precise regulation.

▪ All stainless steel burners for long life.

▪ One-year limited parts & labor warranty (USA & 
Canada only).

Optional accessories: 
Stand, Flat Plate, Cast Iron, Shish Kebab

HEAVY DUTY  RADIANT CHARBROILER

*Stand is optional
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HEAVY DUTY RADIANT CHARBROILER
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CB-30G CB-36G CB-48G CB-60G CB-72G

TECHNICAL SPECIFICATIONS:

REQUIRED CLEARANCES:

Galaxy Group reserves the right to modify specifications or discontinue
models without incurring obligation. Dimensions are nominal.

Model Dimensions
(W x H x D)

Shipping Dimensions
(W x H x D)

Cubic
Feet

Shipping
Weight

Left

Right

Non-Combustible

0” (00 mm)

Back

Combustible
Construction

1” (25 mm)

0” (00 mm)

2” (51 mm)

3” (76 mm)

3” (76 mm)

BTU Gas
Pressure

CB-30G

CB-36G

32” x 45.2” x 37”
805 x 1147 x 943 mm

36.2” x 45.2” x 37”
920 x 1147 x 943 mm

356 lb
161 kg

400 lb
182 kg

CB-48G 45.5” x 45.2” x 37”
1156 x 1147 x 943 mm

509 lb
231 kg

49.21” x 49.21” x 47.24’’
1250x 1250 x 1200 mm 

35.16” x 49.21” x 47.24’’
816x 1250 x 1200 mm 

41” x 49.21” x 47.24’’
964 x 1250 x 1200 mm 

65.55

CB-60G 60” x 45.2” x 37”
1524 x 1147 x 943 mm

653 lb
301 kg

64.96” x 49.21” x 47.24’’
1650 x 1250 x 1200 mm 86.34

CB-72G 74.2” x 45.2” x 37”
1884 x 1147 x 943 mm

870 lb
370kg

80.70” x 49.21” x 47.24’’
2050 x 1250 x 1200 mm 107.13

82,500

103,000

123,500

160,000

205,500

LP 10”  WC
NG 4” WC

54.36

46.37

LP 10”  WC
NG 4” WC

LP 10”  WC
NG 4” WC

LP 10”  WC
NG 4” WC
LP 10”  WC
NG 4” WC
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CB-30G

 *  Optional Stand is 16.5” [420 mm] high.


