
899 Newark Tpke, Kearny, NJ 07032  
Tel: (908) 315-3222  

www.GalaxyGroupCorp.com
Email: contact@GalaxyGroupCorp.com

SINGLE DECK GAS PIZZA OVEN

MS45G-1

MS56RG-1

MS56DG-1

MS69G-1

▪ The Pegasus Single Deck Ovens are reliable and 
versatile solutions designed for professional baking 
applications. 

▪ Each oven chamber features refractory baking deck 
with an 8” deck height.

▪ Choose from four different deck areas and overall 
oven widths (44”, 56”, or 69”) to suit your needs.

▪ The series is constructed with heavy duty angle iron 
frame, which is fully welded to allow for 
double-stacking.

▪ Oven exteriors are all heavy duty stainless steel and 
are fully insulated for cooler outer temperatures and 
consistent interior temperatures. 

       FEATURES
▪ Natural or LP gas oven with thermostatic temperature      

control.

▪ 55,000, 75,000,  85,000 Total BTU’s. 

▪ Up to: 752 ºF temperature range.

▪ 24” x 24”, 36” x 24”, 36” x 36”, 48” x 36” interior baking 
compartment.

▪ Refractory baking bedplate. 

▪ 8” (203 mm) deck height.

▪ Combination gas controls with valve, regulator, and 
pilot safety.

▪ All stainless steel interior and exteriors. 

▪ Oven door with tempered door .

▪ Rear ¾” NPT gas connection. 

▪ Fully insulated throughout. 

▪ One year limited warranty (USA & Canada only).

MELSTONE
SERIES  
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SINGLE DECK GAS PIZZA OVEN

Galaxy Group reserves the right to modify 
specifications or discontinue models without 
incurring obligation. Dimensions are nominal.

TECHNICAL SPECIFICATIONS:

46.1” x 30.7” x 38.7’’
(1176 x 779 x 983 mm) 

57.8” x 30.7” x 38.4’’
(1468 x 779 x 975 mm) 

57.8” x 30.7” x 50.2’’
(1468 x 779 x 1275 mm) 

55.8” x 28.7” x 36.4”
(1418 x 729 x 925 mm)

55.8” x 28.7” x 48.2”
(1418 x 729 x 1225 mm)

297 lb (135 kg)

44.3” x 28.7” x 36.7”
(1127 x 729 x 932 mm)

Gas Supply (BTU)

Deck Height

Deck Size

Decks

Thermostat Range

Dimensions (W x H x D)

Shipping Dim. (W x H x D)

Ship Wt.

MS45G-1 MS56RG-1 MS56DG-1

55,000 75,00055,000

8” 8” 8”

24.4” x 24.0” x 8.0”
(620 x 610 x 203 mm)

1 1 1

Up to 752 F Up to 752 F Up to 752 F

370 lb (168 kg) 452 lb (205 kg)

70.6” x 31.7” x 51.2’’
(1793 x 805 x 1300 mm) 

68.6” x 29.7” x 49.2”
(1743 x 755 x 1250 mm)

MS69G-1

85,000

8”

1

Up to 752 F

793 lb (360 kg)

27.6” x 27.6” x 8.0”
(700 x 700 x 203 mm)

36.2” x 24.0” x 8.0”
(920 x 610 x 203 mm)

36.2” x 36.2” x 8.0”
(920 x 920 x 203 mm)

TOP VIEW

FRONT VIEW

SIDE VIEW

MS45G-1 MS56RG-1 MS56DG-1 MS69G-1

G

15 kW / 208 V - 3P / 60 Hz

GG: Gas Inlet G: Gas Inlet G: Gas Inlet G: Gas Inlet5,7 kW / 208 V - 3P / 60 Hz
G

7,5 kW / 208 V - 3P / 60 Hz
G

7,5 kW / 208 V - 3P / 60 Hz
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REQUIRED CLEARANCES:

Left

Right

Non-Combustible

Back

Combustible

0” (00 mm)

0” (00 mm)

2” (51 mm)

1” (25 mm)

3” (76 mm)

3” (76 mm)


