
899 Newark Tpke, Kearny, NJ 07032  
Tel: (908) 315-3222  

www.GalaxyGroupCorp.com
Email: contact@GalaxyGroupCorp.com

▪ Pegasus Vega Series Heavy Duty Electric Vertical 
Broilers are culinary champions, constructed entirely 
from 304 stainless steel. 

▪ Featuring heavy duty powerful electric elements, 
these broilers ensure precise heat distribution for 
perfect gyros, doner kebab, shawarma, and al 
pastor. 

▪ Whether you're a professional chef or a cooking 
enthusiast, this gas gyro machine is your go-to 
solution for achieving mouthwatering results every 
time. 

▪ Elevate your cooking experience with this robust and 
innovative appliance, bringing the authentic flavors 
of street food into your kitchen effortlessly.

     FEATURES
▪ Electric 208V-240V.

▪ 3 Phase  (Field convertible to 1P).

▪ Heavy duty electric elements.

▪ Adjustable stainless steel shields.

▪ Catch pan and skewer set included.

▪ Burner structure moves back and forth on a rail.

▪ Large grease pan.

▪ Heavy-gauge stainless steel body.

▪ Dual-direction powerful 120V motor.

▪ One year limited warranty (USA & Canada only).

ELECTRIC VERTICAL BROILERSVEGA
SERIES

V2C-3KE
(80 LB)

V2C-4KE
(100 LB)

V2C-5KE
(130 LB)
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ELECTRIC VERTICAL BROILERS

Galaxy Group reserves the right to modify specifications or discontinue 
models without incurring obligation. Dimensions are nominal.

19.4” x 29.7” x 23.6”
492 x 753 x 598 mm

21.9” x 36.3” x 25.6’’
556 x 922 x 649 mm 

69 lb
31 kg

19.4” x 25.1” x 23.6”
492 x 887 x 598 mm

21.9” x 41.6” x 25.6’’
556 x 1057 x 649 mm 

75 lb
34 kg

19.4” x 40.5” x 23.6”
492 x 1027 x 598 mm

21.9” x 41.6” x 25.6’’
556 x 1057 x 649 mm 

83 lb
37 kg

TOP VIEW FRONT VIEW SIDE VIEW
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REQUIRED CLEARANCES:

Left

Right

Non-Combustible

0” (00 mm)

Back

Combustible

0” (00 mm)

0” (00 mm)

1” (25 mm)

3” (76 mm)

3” (76 mm)

3 kW

5 kW

TECHNICAL SPECIFICATIONS:
Dimensions
(W x H x D)

Shipping Dimensions
(W x H x D)

Shipping
Weight

Power Voltage Phase
Nominal Amps 208V - 3P

208 V 
3P 

(field convertible to 1P)

208 V 
3P 

(field convertible to 1P)

X Y Z

Nominal
Amps

208V - 1P

12.5

20.83

6.25

10.41

6.25

10.41

14.42

24.03

V2C-3KE

V2C-4KE

V2C-5KE

80 lb

Meat
Capacity

100 lb

130 lb6 kW 208 V 
3P 

(field convertible to 1P) 25 12.5 12.5 28.84


