
INSTALLATION GUIDE
LEVER BASIN SET

IMPORTANT
• Prior to installation, thoroughly inspect all parts for damage or defects. Warranty will be void if product is 

installed with pre-existing defects.
• Ensure that installation of this product is in accordance with local, state and national building codes 

and regulations.

INSTALLATION
1. Assemble the T-piece into the basin bodies. Check the hole alignments with the basin/bench top. 

Disassemble and cut the T-piece ends down to correct size if required.
2. Remove the top basin nuts and washers from the basin bodies.
3. Remove the plastic back nut and washer from the basin spout and place them loosely over the T-piece 

nipple (washer on top).
4. Position the basin tee assembly into the vanity basin/bench top so the top threads of the basin bodies 

are accessible through the top. Bottom lock nuts can be lowered to suit.
5. Place the washer and lock nuts on the installed bodies and tighten. Tighten the bottom lock nuts up to 

bench level.
6. Push the basin spout down with a swivelling motion, locating it onto the T-piece nipple. Once fully down 

be sure to centre the spout before tightening the plastic back nut. 
Note: The copper T-piece can be bent up or down (within reason) to ensure the nipple is at the correct 
position inside the spout base.

7. Install the basin flanges by threading them onto the spindle and tightening them by hand.
8. Install the handles onto the spindles, then tighten the grub screws with the provided Allen key.
9. Connect the hot and cold water lines to the basin bodies. If using flexible connectors, the bottom nuts 

and nylon olive fitted to the basin bodies will not be required.
10. Remove the aerator from the basin spout. Turn on the taps to flush the supply lines. Reinstall the aerator. 

The aerator contains a water reducing flow device and must be retightened to prevent removal by hand.
11. Check for leaks above and below the bench.

OPERATING SPECIFICATIONS
Pressure: min 150 kPa – max 500 kPa
Temperature: min 2 °C – max 50 °C

CARE AND MAINTENANCE
• Clean with a soft cloth and warm 

soapy water. 
• Do not use harsh detergents, 

corrosive chemicals or 
abrasive cleaners.
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