
A P P L I A N C E S

L I F E M A D E S M A R T

IMPORTANT: Read these instructions fully before using the appliance. 

    Retain these instructions for future reference.

INSTRUCTION MANUAL

2-IN-1
GAS HEATER



SAFETY PRECAUTIONS

1. Always use heater in accordance with     
   instructions supplied with each heater. 
   Keep instructions in a safe place.

3. DO NOT position the heater close to
    furniture, walls, curtains etc

6. If a leak is suspected, turn the gas 
    off at the cylinder. DO NOT 
    disconnect the regulator. 
    Check all connections. Slowly turn 
    the gas on and brush the connections
    with soapy water or liquid detergents 
    a gas leak will form bubbles. If a 
    leak is found, turn the gas off. 
    DO NOT use the heater again until 
    it has been checked by a competent 
    person

5. DO NOT position heater close to 
    walls, furniture, net curtains, bed linen 
    or any other inflammable materials 
    as this could result in the risk of fire.  
    The following minimum distances should 
    be strictly followed; 50cm from side, 
    100 cm from front. ALWAYS face heater 
    towards centre of room. The heater
    should be positioned on a level surface 
    at all times.

4. DO NOT move heater from room to 
    room when lit.

2. DO NOT place clothes or other 
    materials on the heater. This could 
    cause a fire risk and/or affect the 
    efficiency of the appliance.



KNOW YOUR HEATER

USING ENVIRONMENT
Your heater consumes oxygen while functioning. For that reason, adequate ventilation 
should be provided in rooms in which the heater is used. This ensures the removal of
products of combustion and allows the entry of fresh air.

Adequate ventilation can considerably reduce the possibility of condensation occurring.

1. Ignitor
2. Selector knob
3. Gas burner safety guard
4. ODS System
5. Side cover
6. Quartz Element switch
7. Quartz Heating Elements

1. Ignitor
2. Selector knob
3. Gas burner safety guard
4. ODS System
5. Side cover
6. Quartz Element switch
7. Quartz Heating Elements



WARNING

CONNECTING THE CYLINDER

GAS HEATER LIGHTING INSTRUCTIONS

Lighting instruction

This heater is not to be used by the physically weak, children and infirm persons.
Children should be monitored to ensure they do not play with this heater.
Use an appropriate regulator.
Never attempt to light if the hose is loose or damaged in any way.
Do not press the ignition button for more than 20 seconds at a time.
Never disconnect the regulator while regulator valve is open.
Do not change cylinders in areas in which open fire exists.
Do not expose your cylinder to extreme heat.
Do not store any other cylinders in the room in which your heater is used.
Do not insert your finger or any other material through the front panel of the heater.
Do not let un-authorised persons tamper with your heater.
Do not place appliance under electrical sockets.
Do not use the heater in bathrooms and other wet areas.
After use turn off the heater from the regulator valve.
Only use in a well ventilated area.

1. Place the gas filled cylinder into the back of the heater
2. Clip on the gas regulator to the gas cylinder (Fit the back clamp to securely 
    fit the cylinder)
3. Turn the regulator on.
4. To avoid of twisting the hose, please make sure to connect the hose with regulator 
    and heater smoothly
5. The length of hose should not be less than 50cm and should confirm to safety 
    standards prescribed.
6. The hose should be checked regularly and replaced at regular intervals to maintain 
    safety.

A. The selector knob has four positions. Off/Ignition (Pos.1) and Low (Pos.2); 
     Medium (Pos.3) and  Maximum (Pos.4)
B. The gas heater has 3 heat settings - Low (1.4Kw), Medium (2.8Kw) and High (4.2Kw).

(Low)

(Medium) (High)



Lighting 

Heat settings

To turn off the Heater

Press the selector button at Position 1, at the same time press the igniter button with 
the other hand. The pilot light should ignite and the centre ceramic should light up. 
If the pilot light does not ignite press the ignitor button again till ignition happens. 
Then turn the knob to position 2 (Low Power Setting).

To change from low to medium to high, gently press the selector knob and turn it to 
position 3/position 4.

Turn off heater by closing the cylinder regulator valve. 

HOW TO CHANGE THE CYLINDER

QUARTZ HEATER OPERATING INSTRUCTIONS

CAUTION

1. Unplug the heater before taking out the cylinder.
2. Turn off at the regulator and allow the heater to cool fully before removing and 
    replacing the cylinder. Do not attempt to replace the cylinder while the heater 
    is still running.
3. Cylinders must be replaced in a flame free environment.
4. Do not smoke while changing the cylinder.
5. When you need to replace your empty cylinder, turn the gas off at the valve 
    or regulator of the cylinder and take the empty cylinder out of the heater.
6. Remove the regulator from the empty cylinder.
7. To connect a new cylinder, follow the instructions in “Connecting the cylinder”.

(A)  Plug the heater to a socket.
(B) It's better not to use the same electric outlet with other high wattage electrical 
     appliances in order to avoid overloading your circuit.

     RIGHT SWITCH - 500W
     LEFT SWITCH - 500W
     BOTH SWITCHES - 1500W

Do not cover the heater when using. Do not touch the heater with WET HAND. 



STORAGE

CLEANING

MAINTENANCE

1. Disconnect cylinder.

2. Store cylinder in a well-ventilated area away from combustible material.
 
3. The heater should be covered in a dry, dust-free area in its original packaging.

1. Make sure to unplug the heater before cleaning.

2. Turn of your gas supply at the regulator.

3. Use a damp soapy wrong cloth to clean the exterior and cylinder storage area 
    of your heater.

4. Make sure that no water gets onto the burners or pilot/light area. Wipe the heater 
    dry before use.

5. Don't use abrasive cleaners as they may damage the paint finish.

1. Check flexible tubing between regulator and heater regularly and replace if worn out
    or damaged. In any case replace tubing taking into consideration the expiration date.

2. If any parts need replacing, they should be replaced only with the correct parts 
    supplied by the original manufacturer.  



Warranty Card

 CLEARLINE CUSTOMER SERVICE

This product carries a warranty of 12 months from the date of purchase against 
defects caused by faulty workmanship and materials. The warranty excludes 
defects caused by the product not being used in accordance with instructions, mis-
use, accidental damage and tampering with by in-authorised persons. In the event 
of any defect arising during warranty period, the same should be taken to your 
nearest dealer or wholesaler. It will then be taken care of as per the discretion of 
the company’s representative. The warranty does not cover damage/defects 
caused by the events beyond control like acts of god, lightning, abnormal power 
supply, voltage fluctuations.




