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AND REVIEW THE STEP-BY-STEP INSTRUCTIONAL VIDEO ANYTIME AT: 
https://diyconcrete.com/collections/turn-my-concrete-a-uniform-color Review the Step-By-Step Instructional Video Anytime at: 

https://diyconcrete.com/collections/turn-my-concrete-a-uniform-color

BEFORE BEGINNING ANY PROJECT 
Please review the enclosed training and 

materials packet in full, including:

INSTRUCTION SHEETINSTRUCTION SHEET

TECH DATA SHEETTECH DATA SHEET

SAFETY DATA SHEETSAFETY DATA SHEET 1-2-3 

THANK YOU  

for choosing
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turn my concrete
a uniform color
Concrete may be one of the sleekest and strongest surfaces on the 
planet, but even it can eventually become dirty or discolored. And 
when exposed to areas subjected to water, grease/oil or heavy use, the 
unsightly blemishes only become worse. 

Stress no more! With this system you can revamp old, boring or 
mismatched concrete into uniformly colored surfaces that are striking 
and cohesive in both form and function.

INSTRUCTION SHEETINSTRUCTION SHEET

DIFFICULTY RATING

MATERIALS
 □ (1) SCR CLEANER/DEGREASER (1 gallon)
 □ (2) COLORTEC ACRYLIC WB (1 gallon)

TOOLS
 □ (1) Extendable Brush/Roller/Broom Handle
 □ (1) 1-Gallon Plastic Pump-Up Sprayer
 □ (1) 9" Paint Tray
 □ (1) 4" Roller Frame/Cover
 □ (1) 9" Roller Frame/Cover
 □ (1) 2" Painter’s Tape
 □ (1) 48" Masking Film
 □ (1) Stiff Bristle Brush
 □ (1) Gloves
 □ (1) Safety Glasses

BEFORE YOU BEGIN THIS PROJECT  
Please review all of the materials and tools required to 
ensure you have everything needed for the project.
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INSTRUCTION SHEETINSTRUCTION SHEET

STEP 1: PREP
1. Remove any leaves, twigs, rock or other loose particles 

from the surface with a leaf blower or broom.

2. Consider protecting any finish surfaces near the project 
by using 48” masking film and blue painter’s tape to 
secure the film to surrounding surfaces.

3. Clean the surface using a pressure washer (3000 psi), 
or a garden hose and stiff bristle brush, to remove any 
dirt or accumulated grime. saturate the surface with 
water before moving on to the next step. 

SCR CLEANER/DEGREASER 
(1 GALLON)
1. Mix 1 part SCR : 2 parts water 

and pour into a pump-up sprayer.

2. Spray across entire surface 
and use a stiff bristle brush to 
work the material down into the 
substrate.

3. Ensure the surface remains partially damp during the 
process to allow for good penetration.

4. Neutralize the surface with water and allow to dry 
before moving on to step 2.

STEP 2: COLOR AND SEAL
COLORTEC ACRYLIC WB  
(2 x 1 GALLON)
1. Mechanically mix with “Jiffy” style 

mixer blade for 3 minutes at medium 
speed for complete dispersal of 
pigments.

2. cut in edges using a small roller or brush to create a clean 
line and avoid getting material onto surrounding surfaces. 

3. Use a traditional 9” roller to apply a coat across the entire 
area. roll and back roll as necessary to eliminate roller 
marks and create a uniform coat. Do not allow puddling.

4. When first coat is able to be walked on (24 hours), it may 
receive a second coat. To accomplish complete and even 
color coverage apply a second coat. Customarily two thin 
coats achieve best performance.

5. Allow 24 hours of curing time before foot traffic.

NEED MORE HELP?
Review the step-by-step instructional video anytime at: 
https://diyconcrete.com/collections/ 
turn-my-concrete-a-uniform-color

https://diyconcrete.com/collections/turn-my-concrete-a-uniform-color

