
Brewing Element Installation / Removal
At some point in time, you’ll want to remove your brewing element for a good cleaning, or you 
may have dry fired it and need to replace it.  Fortunately, this is a simple task and can be 
achieved in under 15 minutes.

Tools Required:
1. Adjustable Wrench
2. Element Wrench (can be purchased on amazon)
3. Philips and a Robertson screwdriver.

Parts:
1. Element                                            
2. Silicone O ring                                   
3. Lock Nut
4. Enclosure Lid
5. 5. Power Cord
6. Enclosure body

Step 1:
Slip the Enclosure Lid over the threads
 of the element facing in the direction shown.



Step 2:
Insert the element into the punched hole in the
kettle.  It may require you to twist the element 
with the threads in order for it to thread in.  
Remember, righty tighty!

Step 3:
Slip the silicone o-ring over the threads of the 
element.

Step 4:
Thread the lock nut onto the element threads.  
Pay attention to face the groove of the lock nut 
towards the silicone o-ring.  Hand tighten the 
lock nut.



Step 5.
Now this part takes a bit of coordination.  Fit 
the hex end of the element wrench over the 
hex end of the element.  Using the adjustable 
pliers, grip the lock nut on the inside of the kettle.  
Twist the element wrench until it’s hand tight while 
gripping the pliers.  I find it easier to tighten from 
the outside and only using the pliers as a grip. 

Step 6.
Finally to get it water tight, slide a screwdriver 
through the 2 holes at the end of the element 
wrench and tighten it until it stops while still 
gripping the inside of the kettle with your pliers.  

Step 7.
Slide the power cord into the strain relief 

of the element enclosure body. 

Do not tighten yet! 




Step 8.
Remove the nut and washer from the bolt inside 
the element enclosure body, and slip the green 
ground wire spade connector over the bolt.  Slip 
the stainless washer over the bolt and re-tighten 
the nut.  Use a plier and your robertson screw 
driver to firmly tighten the ground to the element 
enclosure.

Step 9.
Unscrew the bolts from the element. Attach the 
positive and negative leads to the bolts and re-
attach to the element.  Ensure that the leads are 
not contacting the enclosure sides.  Polarity is 
unimportant.

Step 10.
Screw the element enclosure together. Ensure that 
you are not twisting  
the power wires, and thereby causing strain to the 
electrical connection. Use  
caution! 

Step 11. 
Tighten the cord grip nut.


