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① Make sure that the flame 
control valves is in the off position. 

② Have the fuel canister 
connector face up and attach to 
fuel canister joint. Slowly turn fuel 
canister in a counter clockwise 
motion, making sure that the 
canister is tightening. Confirm gas 
is not escaping from connector by 
noise or smell. 

1. Igniting the lantern
Light lighter or match beforehand 
and put it closer to Ignition Port. 
Turn Flame Valve counter 
clockwise (left) when looking 
directly at the control. Turn Flame 
Valve clockwise (right) when you 
see the control from Ignition Port. 
If the unit does not light, turn off 
the gas once before trying again.

2. Flame Adjusting (changing 
brightness)
To make flame bigger, turn the 
Flame Adjuster dial counter 
clockwise when you see the dial 
from top. To make flame smaller, 
turn the dial clockwise.

3. Extinguishing the Flame
Slowly turn Flame Control Valve clockwise (right) until the flame 
disappears. Make sure that the flame has completely gone out.

1. Make sure that the flame has completely gone out and lamp has 
cooled off enough.
2. Put canister and lantern on a level plane. When looking at the fuel 
canister from above, turn clockwise to remove. 

The globe is locked by press fitting it into the lens base O-ring. To 
remove, slowly turning globe instead forcibly pulling upwards. When 
installing the globe, install it by the same way; slowly turns 
downward. 

Failure to follow all instructions can result in 
property damage or serious injury.

Failure to follow all warnings can result in 
serious injury or death.
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Carry out routine periodic inspections and care before and after 
every use
1. Before every use, make sure that there are no abnormalities at 
the bolt of connecting parts with fuel canister and O ring. If there 
is a malfunction, contact Snow Peak. 
2. Turn the flame control valve clockwise and confirm the gas is 
completely cut off. 
3. Before use, confirm that there are no cracks at the globe. It is 
dangerous, as the lamp will break if it used with cracks. 
4. If burner head gets dirty, use clean cloth to clean it. Pay 
attention for dusts do not go into the burner head. 
5. In case soot sticks to the globe, wipe with a damp cloth, then 
dry lamp immediately. 

normal.
6. The flame condition (how the flame will look or heat power) will 
differ according to outside temperature and temperature of the fuel 
canister. 
7. Do not store gas canisters on hot (over 104℉) places. Otherwise it 
may lead to explosion of fuel canisters. Also, store in a place that is 
out of reach of children. 
8. Strong wind can cause the lamp going out. Always keep close 
watch of lamp when in use. 
9. If abnormal combustion occurs, immediately extinguish flame and 
stop using. 
10. Metal areas that come into contact with the flame or are near it 
will scorch and change color. 
11. If rain hits the globe while using or immediately after use, globe 
may cause cracks. Pay careful attention to not let the globe get wet. 
12. Do not use except for accessories of this lamp or products 
designated
13. While the lamp is in use and immediately after use, the unit will be 
hot. Do not touch to avoid getting burned. 
14. Do not keep this product wet. It may cause rust. 
15. Remove soils from product after use. In particular, keep the 
burner head clean. If there are some dusts at the burner head, this 
can lead to malfunction or abnormal combustion. 

Never use a lamp that leaks gas, had had damage upon it, or does 
not work properly. 
1. Do not use other than for its intended use of lighting. 
2. Do not use within 1m upward and 30cm around of the flammable 
stuffs. 
3. Use only at the place where is stable and level with the ground. 
4. Before using, make sure that there is no dust or particles in the fuel 
canister. 
5. While using, frequently confirm that burning condition of flame is 

Control the size of flame as figure below. DO NOT 
let flame poke out of glove.
Flame bigger than glove can cause fire or burn 
injury. Bigger flames generate soot.
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Snow Peak guarantees its products against manufacturer defects. 
We have made every effort to insure our products are free from 
any defect or flaws. In the rare event that you feel this product has 
a defect or needs repair please contact the Snow Peak customer 
service or go to your local Snow Peak dealer where you 
purchased this product. Snow Peak will replace or repair any 
defect that may have been caused due to manufacturing. Snow 
Peak will not be able to replace this product if any damages 
occurred due to any of the following: 

1. Material quality has changed due to aging of product.
2. Damage by altering or careless handling.
3. Damaged due to improper handling which is prohibited as 

shown in instruction.
4. Product failure due to user accidents. 
5. Any damage except with product defects due to 

manufacturing.
6. Damage by dirt and rust.
7. Damage by dismantling.
8. Deformation and failure of parts damaged by dropping or 

other similar incidents.
9. Product failure due to wear and tear by user.
10. Damage caused by improper use with other products.

Please check through the above symptoms and causes, and if 
malfunctions persist or the cause is not clear, contact the retailer 
where you purchased the product or Snow Peak. 
In case flame does not extinguish, keep burning until gas runs out 
after confirm the safety around. 
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Mini Flame Nocturne

Thank you for purchasing this Snow Peak product. This gas lamp 
has been developed for the outdoors and should be used in the 
outdoors. For long-term safe use, read manual before using the 
lamp. Also, store manual in a safe place after reading. If you have 
any questions or cannot understand what is written in the manual, 
contact Snow Peak before use. All Snow Peak’s burning 
appliances are tested by igniting them before shipping. Be aware 
that there may be some fire marks or other discoloration on the 
burner head, globe guard or ignition port. 

This gas lamp has been developed for the outdoors and should 
be used outside. Do not use indoors, in vehicles, or in tents, as 
there is a danger of carbon monoxide poisoning. When using 
the lamp outside in confined spaces, ensure that there is 
sufficient ventilation. While the lamp is in use and immediately 
after use, the unit will be hot. Take care not to be burned. Store 
in a place that is out of reach of children. 
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Installing Fuel Canister

Warning

Caution

Before installing, please confirm that there are 
no abnormalities the valve, canister, lamp
(connector with canister), or O ring. If you find any 
abnormalities, do not installing fuel. 

When installing and removing canister, there will 
be some gas that escapes. Only install or remove 
canister in a well-ventilated area, as there is a 
chance of fire. 
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● Fuel Consumption and burn time was tested and calculated in 
our laboratory
● This product can only be used with Snow Peak’s fuel.
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Material
Size
Weight
Consumption
Fuel

Aluminum, brass, rubber, glass, stainless steel
42 x 40 x (h)105mm
102g
7 grams/hour
GP-110G / GP-250G / GP-500G
GP-110S / GP-250S / GP-500S
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How to solve the problem
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Warning

Warning

DO NOT hunch over lantern when ignition
It can cause burn injury.

Counter
Clockwise
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Operation

① Turn the Flame Control Valve 
until it becomes horizontal.
② Fold down the Flame Control 
Valve towards globe, and put the 
lamp into case. Please be careful 
as the valve may turn back 
suddenly. 

Precaution
Make sure that the Flame Control Valve is in
the off position when attaching the lamp to 
canister.

Precaution
The globe may break if it is pulled upwards 
forcibly. Contact Snow Peak dealer for 
repairing if you find a crack or chip instead 
of removing the glove. 

Outdoor Use Only

Causes

Symptoms


