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CMI is an active partner in our local community.  
Over the last year we have provided major 
sponsorship for:

	Retiling the town 
pool and buying a 
new diving board  
 

	As well as being a gold 
sponsor for the local 
Treasure Mountain Festival, 
we are the key sponsor for 
the main concert during the 
festival

	The 4th of July fireworks 
celebration for the town of 
Franklin

	Travel fund for local all star girls fast pitch 
team

	Major sign sponsor for local 
grade school sign

	Annual memorial golf 
tournament

	Monetary donations to 
local fire, EMS and police 
services

	And numerous donations to 
local schools, sports, and recreational events 
and facilities

Community Involvement



Heavy Duty Runners (A). A heavy duty 
twist to our ever popular regular sewn 
runners. Continuous loops of 1” heavy duty 
webbing. Available in 15”, 24”, 36” and 48” 
sizes. MBS 14,000 pounds.

Ultrabrake (B). Crafted 
from an ultra high strength 
polymer designed to outwear 
some metals, nylons, and 
urethanes. Designed for hard 
use and maximum UV resistance, the 
material has a low friction coefficient and is self-
lubricating with a non-adherent surface. Its black color 
blends in with forest surroundings and galvanized hardware 
prevents rust for a long service life. Available in two different sizes 
to accommodate a wide range of cables. ULTBRK1.2 for ⅜”-½” 
cables and ULTBRK7.8 for ⅝”-⅞” cables.

Trolley 7/8 (C). The CMI 
classic trolley now has a 
big brother. Introducing 
the TROLLEY7/8. Dual 
hardened stainless steel 
sheaves turn on 4 sealed 
ball bearings for a smooth, 
wobble-free ride. Oversized 
stainless steel sideplates 

extend well beyond the 
sheaves to protect them from 

hard usage. A rear slot allows a steel carabiner 
to surround the cable, allowing redundancy from 
the cable to the harness. An aluminum bumper 
rounds out the package on the front of the trolley 
for increased wear. 
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8:1 Haul System (I). We have done it again. After extensive testing, we have 
developed the new, pint-sized 8:1 haul system. Now, hauling becomes much easier 
in this pre-rigged system utilizing 8 sheaves that turn on sealed ball bearings. The 
lower quad sheave pulley is mated to the upper, quad sheaved, remotely triggered 
retractable brake. The cam can be locked in the open position to allow freedom of 
movement up and down or it can be closed so that the user can pull the load and 
simply let go of the rope, stopping the load in the current position. We chose to 
use brand new NER VPC hybrid performance braid 8mm rope. VPC has a strong, 
lightweight core of Vectran and polyolefin surrounded by a durable UV-resistant 
polyester cover. VPC rope has a low elongation and provides excellent hand/grip.

Location MBS(lbs) Capacity Side Sheaves Mech Axles Size(in) Weight
Upper Pulley  11,000 3/8” rope AA 1½” Alum (4) Bear SS 5½x4¼” 1.20lbs
Lower Pulley 11,000 3/8” rope AA 1½” Alum (4) Bear SS 4¼x3¼” 1.05lbs

Ropes Course Pulley (E). 
CMI’s newest belay pulleys, the 
RP147 (for ⅜” cable) and RP148 
(for ½” cable) are designed to 
be snapped onto a cable with 
just one hand. The sideplate de-
sign allows the user to clip the 
pulley onto the cable one hand-
ed which allows for freedom of 
rigging. All stainless steel con-
struction and a 1” diameter tie-in 
hole round out the package.

I

E

D

ComTrolley 5/8 (F), Trolley 
5/8 (G) and MicroTrolley 5/8 
(H). You asked for them....
here they are. The new 5/8” 
series trolleys. We already 
have trolleys that work on ca-
ble sizes from 3/8”–7/8” but in 
that range, there was no hap-
py medium. Now, we have 
three different cable trolleys 

specifically for 5/8” cable. All stainless steel construction ensures a long life and 
to top it off, both the MICRO TROLLEY 5/8 and COMTROLLEY 5/8 now spin on 
4 bearings instead of two which should effectively increase the life of the trolleys.

CMI’s latest addition to our expansive pulley line now includes the RP122SS and RP123SS (D). These 
pulleys feature a 4” stainless steel sheave and will work on cable applications up to 5/8”. The pulleys fea-
ture stainless steel sideplates, stainless steel axle and have an MBS of 20,000 pounds.

H

G

F

Model MBS(lbs) Capacity Sideplts Sheaves Mech Axles Size(in) Weight
F. ComTrolley 5/8 14,000 ⅝” cable SS 1½” SS Bear(4) SS 5x2½ 12.8oz
G. Trolley 5/8 14,000 ⅝” cable SS 2” SS Bear(2) SS 6x6½ 2.15lbs
H. MicroTrolley 5/8 14,000 ⅝” cable SS 1½” SS Bear(4) SS 5x3 13.6oz



More than anything else we have ever made, 
we are best known for our almost legendary 
Figure ‘8’ Rings. CMI burst onto the descender 
scene in 1974 with the introduction of the first 
forged aluminum hardcoated ‘8’-ring. 
Now, nearly a million eights later, our 
lightweight, versatile designs, backed 
by their flawless track record, continue 
to win new followers.
Our eights are hot forged out of aircraft-
grade 6061-T6 aluminum alloy. Why 
aluminum, when many others use steel? Aluminum keeps our eights 
light and produces excellent friction, while maintaining the safety 
margins demanded by today’s tough standards. Our 
exclusive hardcoat guarantees an exceptionally 
long life and produces smooth, even friction. 
The Standard ‘8’-Ring (A)  is quite possibly 
the simplest rappel device ever created. 
Versatile and easy to use, excellent for 
the casual climber or rappeller. Program 
users love the extended useful life.  Also 
available polished without hardcoating (B). Our  
Rescue ‘8’-Ring (C)  is built big enough to handle the 
largest rescue ropes—two of them. Extended horns on the 
upper ring make tying off a snap by preventing the rope from 
sliding up and locking off. Dual holes on the tie-in end allow the 
8-Ring to remain attached to the harness while threading the rope, 
preventing loss of the device in extreme conditions. 
Our largest racks, the Sport Racks (D,E)  and Rescue Racks (F,G), 
are framed with 3/8-inch stainless steel and feature open stainless steel 
bars. The open bar design not only dissipates heat more quickly on long 
rappels, it also makes improper rigging almost impossible to miss. The bars 
have a full one-inch diameter to overcome the decreased friction inherent 
in stainless steel. These racks are available with or without bars, and the 
Sport Rack is available with the eye flat or rotated 90° from the rack.
Our MiniRack (H), HyperRack (I), HyperRack NFPA (J)  and 
HyperRack Extreme (K)  make great alternatives for shorter drops 
or lighter loads, and are adored by cavers and rescuers concerned about 
weight. Crafted from 5/16-inch stainless, prerigged with solid aluminum bars. 
When sliding down a rope, the natural instinct is to squeeze the rope 
to slow or stop the descent. We took this natural instinct and built it 
into the Quick eXcape Device (M) . Unlike other devices, the QXD 
is designed to be used with a gloved hand and the natural instinct of 
squeezing the rope stops or slows the descent. This pays off in additional 
safety under trying conditions. Guillotine (L) follows the same concept, 
but allows each user to adjust the device’s friction to suit their needs.
The HyperBar, an option on all of our racks, makes tying off the rack 
safer and easier than ever. Dual Hyper Bars on the HyperRack Extreme 
make it impossible for the tie-off to come undone, giving you added 
confidence during critical operations.
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Angle-Slotted 
Brakebar, SS. 
Standard equipment 
on the Sport racks. 
BRKBAR2

Straight Slotted 
Brakebar, SS. 
Standard equipment 
on the Rescue racks. 
BRKBAR3

HyperBar for Sport 
rack, SS. Allows 
users of older racks 
to upgrade for easier 
tie-offs. BRKBAR7

Solid round top bar 
for Rescue Rack. 
Red AA. BRKBAR4

 indicates NFPA labeled product; exceeds all tests; not certified

Model Material Bars Length (in) Weight* MBS (pounds)
A.Standard Hardcoated 8 6061-T6 n/a 5.3 4oz 10,000
B.Standard Polished 8 6061-T6 n/a 5.3 4oz 10,000
C.Rescue 8 6061-T6 n/a 6.5 8oz 10,000
D.Sport Rack (90°) 5/16” SS 6 open SS 16.5 1lb 13oz 10,000
E.Sport Rack (standard) 5/16” SS 6 open SS 16.5 1lb 13oz 10,000
F.Rescue Rack 3/8” SS 5 open + 1 round AA 15 2lb 1oz 19,000
G.Rescue Rack w/HyperBar 3/8” SS 5 open + 1 SS HyperBar 15 2lb 6oz 19,000
H.Mini Rack 5/16” SS 4 soild AA 8.3 10.5oz 14,000
I.HyperRack  (J. NFPA ) 5/16” SS 3 solid AA + 1 AA HyperBar 8.3 10.5oz 14,000
K.HyperRack Extreme 5/16” SS 2 solid AA + 2 AA HyperBars 8.3 10.5oz 14,000
L.Guillotine 6061/7075 n/a 6.8 5oz 5,700
M.QXD 6061-T6 n/a 6 3oz 11,500
*with bars as pictured.  AA=Anodized Aluminum. SS=Stainless Steel. Rescue Rack and Sport Racks also available without bars.
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Designed with the most 
serious of users and the 
extremes of inhospitability 
in mind, CMI Ascenders 
are chosen by envelope-
pushing explorers and 
demanding professionals 
alike. Our ascender bodies 
are extruded from aircraft-
g r a d e  a l u m i n u m  a n d 
stainless steel, and finished 
with a hard powder coat to 
permanently protect them 
from the elements. The 
cams are cast from chrome-
moly steel and finished 
with a non-metallic finish 
that gives them the same 
corrosion resistance as 
stainless steel. Our springs 
are tested to over a million 
cycles, simulating lifetimes 
of the most demanding 
use. All of our ascenders 
easily accommodate 5/8-
inch rope. We guarantee our 
cams, springs and safeties 
for life. If you can break or 
wear one out, we’ll replace 
it for free!
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Small Ultrascender (A). A shorter version of the Large Ultrascender, excellent as 
a mechanical safety in lifting rigs.
Large Ultrascender (B, C)  An ergonomic safety mechanism and thumb notch 
on the cam make this an easy ascender to operate. Available in red (B) and in 
black (C).
Ropewalker Ascender (E, F). Offers the first updates to the classic Gibbs design 
in years. Our enhancements include adjustable spring tension, a reversible cable 
and pin and “mud vents” to help prevent caked dirt from degrading ascender 
performance. Available with red anodized aluminum (E) or stainless steel (F) 
bodies, and in an Arborist Version (D) which has a bolt for fixed application on 
arborists’ lanyards.
Foot Ascender (G). Affixes to the instep of each foot with its specially designed 
harness (included, not pictured) to build a simple, efficient climbing system ideal 
for cavers and arborists.
Expedition Ascender (H)  A beefy ascender that features the most comfortable 
handgrip we’ve ever built, this versatile ascender is designed with the cold and 
inhospitable in mind. The large opening and beefy handgrip easily accommodate a 
gloved hand and provide a substantial handhold.  The Double-
Handled Expedition Ascender (I) lets you get both hands in 
on the climbing action.
Ascender Slings (J). Designed around the Texas or “inchworm” 
ascending system. Slings run from the upper ascender to the 
chest and seat harness, and from the lower ascender to both 
feet. Multiple tie-in points for easy adjustment.

 indicates NFPA labeled product; exceeds all tests; not certified

Ascender MBS(lbs) Size Weight
Large Ultra 4,600 7.4x3 9.5oz
Small Ultra 3,500 5.1x3 6oz
Ropewalker-AA 6,000 4x3 7oz
Ropewalker-SS 6,000 4x3 11oz
Foot 800 3.1x2.2 11oz
Expedition 3,400 8x3.8 1lb 1oz
Expedition-Double 3,400 8x7.2 13 oz
Expedition-Twin 3,300 8x3.8 1lb

H 
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The CMI EXPTWIN is a single 
handle, twin cam ascender for use on 
one or two ropes at the same time. 
Although the twins cams grab rope 
independently, they are tethered 
together by a cable and ring that allows 
the operator to disengage both cams 
from the rope at once using a single 
finger. This works especially well for 
some rope walking systems where a 
downward motion is necessary. This 
ascender works equally well in single, 
double or doubled rope techniques.
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Carabiners.  
Perhaps the most 
p r a c t i c a l  t o o l 
e v e r  i n v e n t e d ! 
Absolutely essential 
f o r  c o n n e c t i n g 
everything, f rom 
eight rings to key 
chains,  you can 
never have enough 
carabiners! Check 
out these options 
from our friends at 
Liberty Mountain 
and Omega Pacific.

Model Material/Shape
MBS(pounds)
major/minor

Size/Gate
(inches)

Weight
(oz)

BINER1 Alum D 6,000 / 2,000 4¼x2¼ / 11/16 2.4
BINER2 Alum locking D 6,000 / 2,000 4¼x2¼ / ⅝ 2.6
BINER3 Alum oval 4,500 / 2,000 4¼x2¼ / 11/16 2.3
BINER4 Alum oval screw gate 4,500 / 2,000 4¼x2¼ / 9/16 2.6
BINER5 Steel modified D screw gate 11,200 / n/r 4¼x2⅜ / ⅞ 6.2
BINER6 Steel modified D autolock 14,600 / 2,600 4¼x2⅜ / 13/16 6.9
BINER7 Steel oval screw gate 6,700/ 2,000 4¼x2¼ / 13/16 6.4
*MBS along Major and Minor axes. Gate=gate opening size. Carabiners listed as pictured, left to right

The Axis Rescue Swivel (A) works to eliminate twisting and tangling in critical 
lines when their loads rotate. Its 9,000-pound MBS gives peace of mind when 

moving the heaviest of loads, and the permanently lubricated and sealed 
ball bearing ensures years of smooth operation. At just 5½ ounces 

and 4¼ inches in length, the Axis is a compact, lightweight 
addition that should find its way into every rescuer’s pack.

Our Bolt Hanger (B) is based on other popular models, 
but we took our materials expertise and produced a less 
expensive version with an MBS of 10,000 pounds. Crafted 
from 1/4” thick high-strength steel, then zinc plated and 
powder coated in neutral grey or high-visibility orange for 
excellent corrosion resistance. 
Cable Drop Plate (C). A 5/16-inch cable clamp attaches 
the drop plate to the cable, and the lower 1-inch tie-in 
hole allows easy attachment of a carabiner or quicklinks. 
Hot dip galvanized for lasting durability. Length: 4 inches
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Model MBS(lbs) Capacity Sideplts Sheaves Mech Axles Size(in) Weight
G. Professional Canopy Trolley 14,000 ½” cable SS 2” SS Bear SS 6x15¾ 4lb 8oz
H. Canopy Trolley 14,000 ½” cable SS 2” SS Bear SS 6x9¼ 2lb 6oz
I. Trolley 7/8 14,000 ⅞” rope SS 2¾” SS Bear SS 9½x7½ 5.3lb
J. Classic Trolley 14,000 ½” cable SS 2” SS Bear SS 6x6½ 2lb
K. Velocity Micro Trolley 14,000 ½” cable SS 1½” SS Bear SS 5x3 13oz
L. Trolley Lanyard 6,500 - - - - - 42” 6oz
M. Trolley Lanyard HD 6,500 - - - - - 42” 10oz
N. RT Trolley 14,000 ⅜”-½” cable SS 2” SS Bear SS 5⅝x3¾ 1.4lb
O. Pro Canopy Tour Trolley 7/8 14,000 ⅞” cable SS 2¾” SS Bear(4) SS 9½x16½” 8.15lbs
P. CMI Companion Trolley 14,000 ¼-½” SS 1½” SS Bear(2) SS 5x2¼” 0.65lb
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Uplift (A) . Our years 
of expertise in pulleys 
and ascenders come 
together in this 
one revolutionary 
p r o d u c t .  A 
double pulley 
is  mated to 
a  r e m o t e l y 
t r i g g e r e d 
r e t r a c t a b l e 
brake. When 
rigged with the 
matching color-
coded companion 
p u l l e y  ( B , C )  i t 
serves as the core 
of a simple four-
to-one mechanical 
advantage system. 
Ideal for use with a 
tripod rig in confined 
space applications.
Micro Haulers (D,E). 
T h e  U p l i f t ’ s  l i t t l e 
b ro thers  take se l f -
contained hauling systems 
where they’ve never been before. 
Measuring only 6 inches end-to-end and weighing 
less than a half pound, they can be mated with 
our RP110 or RP110D Micro pulleys for a 2- or  
4-to-1 lifting system that will fit in a pocket and weigh 
less than 12 ounces!
Uplift Kits. These all-inclusive packages have everything 
you need to assemble a 4:1 lifting system built around 
the Uplift: the Uplift and companion pulley, locking steel 
carabiners, New England KM-III 1/2” static rope and a Cordura 
storage bag. Rope lengths include generous allowances for knots. Available for 30-, 65-, 
and 140-foot lifts, or your custom length.
Mechanical Advantage Kits. Kits include the pulleys and locking steel carabiners 
necessary to set up a 2:1, 3:1 or 4:1 system based on 2” or 4” pulleys. Rope is not 
included.  See website for details.
Model MBS(lbs) Capacity Side Sheaves Mech Axles Size(in) Weight
A.UpLift  12,000 1/2” rope AA 3” Alum (2) Bush SS 10x4 2lb 6oz
B.UL Comp UP101 12,000 1/2” rope AA 3” Alum (2) Bush SS 7¼x3¾ 1lb10oz
C.UL Comp UP102 12,000 1/2” rope AA 3” Alum (2) Bush SS 5¾x3¾ 1lb 9oz
D.Micro Hauler - Double 7,000 1/2” rope AA 1¼” Alum (2) Bush AA 6¼x2¼ 8oz
E.Micro Hauler - Single 7,000 1/2” rope AA 1¼” Alum Bush SS 6¼x2¼ 7oz

M
e

c
h

a
n

ic
a

l
 A

d
v

a
n

ta
g

e A B C 

D E

 indicates NFPA labeled product; exceeds all tests; not certified



CMI. Tools for the serious outdoor adventurist. 15

Odds & Ends
Ice Cleats (F). Great for negotiating treacherous snow-
lined sidewalks and harrowing ice-covered parking lots. 
Just as useful on the trail, and less cumbersome than 
more traditional crampons when the surface changes 
to bare earth or rock. Steel with polypro straps and a 
quick-release buckle.

Chalk (G). Domestically produced white calcium 
carbonate. Available in 4-ounce packages.

Micro Belay Plate (H, I).  An original CMI innovation, 
these belay plates bring new meaning to the word 
micro. Hot forged from 7075-T6 aircraft aluminum and 
finished with our legendary hardcoat. This compact, 
lightweight product has a substantial safety margin. 
Available in double configuration for 9mm ropes or 
single for 11mm ropes.

Bottle Opener (J). Just as handy on game day as it 
is relaxing after a hard day climbing. Assorted colors, 
embossed with the CMI logo. 

CMI T-shirt (K). The CMI throwback T’s are here! 
Check out the original CMI logo design from the early 
days of our company. We have only run a limited 
number of shirts so get them while you still can because 
once they are gone, they are gone. Now is your chance 
to own a little piece of CMI’s history. Shirt sizes are 
available in small, medium, large, X-Large, 2X-Large, 
and 4X-Large. Assorted colors.

Rappel Gloves (L). Crafted from tough cowhide for 
maximum protection and flexibility. Supple leather in 
the palm and finger area gives an excellent feel. Cinch 
strap across the wrist snugs to make sure they stay 
put. S, M, L and XL.

Model Rope Diam Size Weight MBS
H.MBP101 11mm 1x1.8in 0.3oz 6,000lbs
I.MBP102 9mm 1.6x1.6in 0.4oz 6,000lbs

H
I

Model MBS(lbs) Capacity Side Sheaves Mech Axles Size(in) Weight
A.UpLift  12,000 1/2” rope AA 3” Alum (2) Bush SS 10x4 2lb 6oz
B.UL Comp UP101 12,000 1/2” rope AA 3” Alum (2) Bush SS 7¼x3¾ 1lb10oz
C.UL Comp UP102 12,000 1/2” rope AA 3” Alum (2) Bush SS 5¾x3¾ 1lb 9oz
D.Micro Hauler - Double 7,000 1/2” rope AA 1¼” Alum (2) Bush AA 6¼x2¼ 8oz
E.Micro Hauler - Single 7,000 1/2” rope AA 1¼” Alum Bush SS 6¼x2¼ 7oz
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Whether you’re working a tough job or performing a daring rescue, the 
last thing you want to think about is an uncomfortable or overweight 
harness. Built with the needs of professional users seeking the ultimate 
in rugged dependability in mind, our “Performance” Series harnesses—
Infinity, Conquest and Vindicator—are built to achieve maximum 
performance and flexibility for industrial, 
rescue and program users. They offer 
the multiple tie-in points, sizing flexibility 
and increased strength that professional 
users value most, and the comfort users’ 
bodies value most. These harnesses are 
fully adjustable and will accommodate 
users of nearly all sizes. Our full-body 
harnesses meet all applicable NFPA, 
OSHA and ANSI standards.
Webbing. We select the finest flat nylon 
webbing to provide a good balance in 
strength, weight and comfort. Extra wide 
legloops and waistband distribute weight 
more evenly, reducing “pinch points” 
and making the harness as comfortable 
at the end of the day as it was at the 
beginning.
Buckles. Made exclusively for our 
harnesses. Our buckles have built in 
safety features that prevent incorrect 
threading, and are sealed with a hard 
coat to keep them looking good for 
years.
Construction. Our harnesses are sewn in-
house by our team of experienced seamstresses 
on state-of-the-art computerized bartackers. Our 
TQM system ensures that each harness built 
maintains the reputation of quality earned by 
every harness before it.
Packaging. Many manufacturers pack their 
harness for sale in disposable plastic packaging. 
We package ours for use in durable mesh bags. You can 
use the mesh bag to store and wash your harness or 
any of your other necessities. Lightweight and versatile, 
our packaging is a value-added feature we know you’ll 
appreciate!
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Our Spreader Bar is designed to be used for vertical 
lifting and lowering with any full body harness that 
has shoulder attachment points. Any standard locking 
carabiner can be used to attach spreader bar to harness. 
The spreader bar is machined from aluminum and has 
extra webbing reinforcements at critical wear points.
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Quick (A) and Stealth (B). A smart upgrade to the Infinity harness. Quick 
Tension™ buckles are the same design used in parachute harnesses, binding 
quickly and securely with no need for rethreading. The Quick has a bright 
red tie-in point for maximum safety in rigging; the Stealth is constructed of all 
black webbing.
Infinity (C) and Tactical Infinity (D). A great alternative to stocking sized 
harness, especially for rescue, military, law enforcement and recreational 
programs with a large number of users. Two-inch webbing throughout, with 
fully adjustable leg loops and removable elastic backstays. Standard version 
has contrasting tie-in point, Tactical version uses olive drab. Leg padding is 
also available separately.
Vindicator (E). A full-featured full-body rescue harness. Constructed entirely 
from 2” webbing, with 3” wide padding at the waist and legs, a fixed D-ring 
main tie-in point and adjustable D-rings on the dorsum and shoulders. 
Shoulder and leg feature quick adjusting buckles for easy donning and 
removal. A reinforced gear loop and contrasting purple thread for easy 
inspection round out the package. Exceeds NFPA Class III requirements.
Chest Harness (F). Designed as an adjunct to any of our seat harnesses 
to form a full-body harness. Not to be used without a sit harness. Adjustable up to 42” chest.
SRT Duty Belt (G). A perfect complement to any fire, rescue or tactical uniform. 1¾” webbing is the perfect 
compromise between strength and flexibility, and fits in standard beltloops. The steel D-ring is secured out of 
the way with velcro until you need it. Fits up to 52” waist.
Rascal (H) children’s harness is a smaller version of our Quick harness; fits most little scramblers ages 6 to 
12 years. Warning: Introducing children to climbing may result in a lifetime of listlessness and vagabondism.
Cavemaster (I). Low profile and high endurance, built with a new coated webbing which provides the best 

wear and abrasion resistance of any cave harness on the market today. The 
harness closes with a Maillon-Rapide half-moon screw link (not included, see 
website for details), and its low position works well with Frog climbing systems. 
The three webbing gear loops won’t catch on rocks while crawling like metal 
D-rings will. Fits waists to 42-inches. Meets ASTM specs.

Weight Strength
A. Quick 1lb 8oz 3,600 lb
B. Stealth 1lb 8oz 3,600 lb
C/D. Infinity 15oz 3,600 lb
E. Vindicator 3lb 15oz 3,600 lb
F. Chest 6oz 2,250 lb
G. Duty Belt 7oz 3,300 lb
H. Rascal 1lb 5oz 3,600 lb
I. Cavemaster 1lb 7oz 3,600 lb

H
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 indicates NFPA certified New England Ropes products

New England Ropes
New England has been a leading manufacturer of high-quality, specialized 
rope designs for the climbing and rescue markets for more than thirty 
years. New England was the first American rope manufacturer to earn 
UIAA and CE approval. 
CMI is a full-line distributor of New England Ropes products. For the most 
accurate information on other New England Ropes products or complete 
specifications, please visit their website at www.NewEnglandRopes.com.

Maxim Ropes
The New England Maxim series of ropes takes performance to a new 
level. These tightly woven polyester and nylon products are more abrasion 
and spin resistant than any rope before them, while maintaining the 
controlled stretch, moisture resistance, knotability and smooth handling 
you’ve come to expect from a New England rope.
KM-III Static Kernmantle Ropes  The 
choice of rescuers worldwide, this is an 
exceptional static rope for any purpose. 
New England’s unique polyester sheath/
nylon core construction yields a rope that 
absorbs less moisture and stretches less 
with less spin, more abrasion resistance 
and better handling and knotability.
KM-III Max Static Kernmantle Ropes  
KM-III Max uses a twill sheath construction 
to create 17% greater abrasion resistance 
than standard KM-III. It suffers very little degradation from sunlight or UV, and can be used 
outdoors for long periods if inspected regularly.  Available in black with gold tracer.

Maxim Dynamic Climbing Rope
A 100% nylon product with continuous strand core yarns. Excellent strength to weight 
ratio and flexible handling. Available in a variety of colors, lengths and sizes, call our sales 
department or check our website for availability and complete specifications.

New England Arborist Ropes
Premium high quality fibers and proprietary finishes that enhance abrasion resistance 
combine to provide the strength, safety and performance arborist operations require. We 
carry the full line of New England Arborist Ropes, please call or see our website for complete 
specifications and availability.
Multiline. A flexible rope with low elongation. Polyester yarns wrapped tightly around a 
polypro core. Maximized strength to weight ratio allows higher working loads or increased 
safety factors without increased weight. 
Treeline. High quality 12-strand rope for the economy minded professional. Firm, flexible, 
and easy handling; suitable for both wet and dry conditions.
Braided Safety Blue. The arborist industry standard. A white sheath over a blue core draws 
immediate attention to breaks or excessive wear in the sheath. Sixteen-strand construction 
produces a firmer, more abrasion-resistant rope that remains round and flexible under 
load. Also available with a patterned orange and white colored sheath to allow immediate 
identification of critical lines.

Diam
Weight

(lbs/100ft)
MBS
(lbs)

Elongation
@300lbs   @600lbs

KM
-II

I 3/8” 4.6 6,000 3.6% 6.5%
7/16” 6.2 8,000 2.9% 5.1%
1/2” 8.0 10,000 2.7% 4.6%
5/8” 10.3 11,000 2.0% 3.6%

Ma
x 3/8” 4.6 6,000 3.6% 6.5%

7/16” 6.2 8,000 2.9% 5.1%
1/2” 8.0 10,000 2.7% 4.6%

All specifications as reported by NER
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Accessory Cord and Tech Cord. Accessory cord available in a variety of sizes and 
colors to meet all your needs, see the price list for current availability. Tech cord replaces 
New England’s Spectra A-cord. Built around a Technora core, features the same sheath 
and similar characteristics as the Spectra product.

Rope Care and Storage
Classic Rope Bags. Our classically-styled 
rope bags keep your valuable rope clean and 
protected, and ready to use. Tough Cordura® 
nylon is double-stitched for durability. A 5/8” 
grommet in the bottom of the bag allows 
for easy deployment, large 1½” handles 
loop over the knees to make loading a 
breeze. XL rope bag features two shoulder 
straps and large rope bag has one 
shoulder strap for easy carrying. 
A drawstring closure on 

top keeps everything secure. Available in Orange, Yellow, and Black. 
For 1/2” rope, Medium holds 150 feet, Large 300 feet, and Extra Large 
600 feet; approximately 1/3 less for 5/8” ropes.
Rope Guard (near right) and Rope Pad (far right). Don’t let rough edges 
destroy your ropes and threaten your safety! Constructed of heavy canvas, 
designed to take the abuse of rough edges so your rope doesn’t have to, 
both are equipped with corner grommets and accessory cord to secure in 
place. The Rope Guard is designed to encircle rope to provide protection at 
crucial points. Size: 12”x18”, closes with 1½” Velcro. The larger Rope Pad 

covers sharp edges or wraps around trees. Size 12”x36”.
Rope Washer. The unique flow pattern created by our 
exclusive ducting creates a high pressure spiraling flow 
pattern that lifts dirt and contaminants out of rope better than 
conventional designs. Constructed from tough PVC. RWASHER1 handles 
up to ½” ropes, RWASHER2 handles up to ¾” ropes.

Whip End Dip. Forms a permanent, flexible coating which resists abrasion and weathering. 
Excellent for use on all types and sizes of 
rope. Available in red, green, white and clear.
Edge Roller. Our low-profile Edge Roller 
is nothing short of revolutionary. No longer 
limited to easing rope around 90-degree 
edges, the 22-inch chain of five articulated 
sections wraps cleanly over boulders and 
cliff edges, rooftops, even steel beams or 
any other obstacle you can find. It is the first 

to use sealed ball bearings for an incredibly smooth and low 
friction rope pulls, and its low profile allows litters to be easily 
raised over the edge. Constructed of high-strength aluminum 
alloy sideplates, aluminum sheaves, sealed ball bearings and 
stainless steel bolt axles. The edge roller measures in at 22¼” 
x 5½” x 2¼” and folds into a compact 7” cube for storage, 
and at a featherweight 4lb 2oz it barely tips the scale. For 
added flexibility, additional double roller units may be added 
to increase the length by 10”.

Diameter MBS*
Tech Cord

3mm 3,000lbs
5mm 5,000lbs
Accessory Cord

3mm 480lbs
4mm 720lbs
5mm 1,125lbs
6mm 1,650lbs
7mm 2,300lbs
8mm 2,900lbs

*as reported by NER

Pictured left to right: XL, large and medium 
sized rope bags.
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Our custom built 
in-house harness 
test rig allows us 
to test all types 
of harnesses in a 
variety of positions.

of every product 
m a t c h e s  o u r 
standard of quality.

The NFPA. CMI of-
fers NFPA versions 
of many pulleys, 
descenders, as-
cenders and other 
products.  These 

products are manufactured side-by-side with 
their civilian counterparts; the  only differ-
ence between them is extra documentation 
and packaging required by the NFPA stan-
dard, and a slight cost premium associated 
with that packaging.
Compliance vs. Certification
Traditionally, after developing a system 
that ensures compliance with a standard 
like the NFPA 1983, ISO 9001 or UIAA 
127, a manufacturer contracts an outside 
auditor to review the procedures and 
issue a certification. This process can be 
quite lengthy and prohibitively expensive. 
Certifications by third parties add nothing 
but cost to our products. It does not affect 
the quality in any way. We pass the savings 
along to you … our customer.
All our procedures were developed with 
certification in mind, and the system runs as 
though it might be audited at any time. After 
the TQM system was fully implemented, 
an extensive internal review verified each 
element against the standards and found our 
systems to be 100% compliant. Therefore, 
CMI’s TQM system is advertised as being 
ISO 9001 Compliant and our NFPA products 
are labeled and packaged as exceeding all 
applicable NFPA test requirements but are 
not third-party certified. (The UIAA standards 
do not allow for self-auditing, thus all of 
CMI’s UIAA-certified products have been 
certified by an outside agency.)
What the Numbers Mean
CMI’s product certification begins with 

The new CMI ropes 
course pulley pulled to 
17,000 pounds before 

complete failure. We 
rated it conservatively at 

14,000 pounds.

Quality...Not Just Job One
When your life is on the line, you need to 
know that you can trust, without question, 
the gear supporting you. CMI has provided 
gear of unquestionable quality for over forty-
five years. But it’s not enough to rest on the 
laurels of the flawless track record set by the 
hundreds of thousands of eight rings and 
pulleys we’ve shipped. We spend every day 
working to ensure that every product leaving 
our factory meets the high standard set by 
those that came before it.

The only way to be absolutely certain of 
the quality of each product leaving our 
factory is to test each one to destruction, 
a strategy that is obviously not possible. 
The next best way is to develop a quality 
management system that ensures each 
item manufactured is exactly like the one 
before it and the one after it, then subject 
a random sample to destructive testing. 
Data derived from closely monitored testing 
procedures can then be applied to all 
products manufactured under that system.
CMI has chosen to benchmark its products 
and manufacturing systems against three 
world-class standards:
The ISO. To that end, CMI has developed 
a Total Quality Management (TQM) system 
compliant with the widely recognized ISO 
9001:2000 standard. ISO 9001 defines 
what procedures must be in place to ensure 
consistent quality, how those procedures are 
developed and implemented, and how and 
when we may deviate from them.

It is important to note that the ISO standard 
attests to the TQM system, not the products 
manufactured under it. 
Each of our designs is 
developed to exceed 
applicable industry or 
governmental standards. 
The TQM system ensures 
that each individual copy 
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private labeling, and our in-house  capabilities allow us 
to produce stencils or develop laser-marking programs 
to add your company or organization’s name or logo.
About CMI
Headquartered in Franklin, WV, CMI has been family 
owned and operated since 1978. We believe that 
unquestionable quality, fair pricing, fast shipping 
and accessible customer support are imperative to 
maintaining your satisfaction. 
Your business is important to us. Although we try our 
hardest, occasionally we may overlook something. If 
you ever have a problem with any of our products or 
the service you have received, please tell us about 
it—we will do everything possible to make it right.
Ordering
For complete pricing and ordering information refer 
to the price list that accompanies this catalog. If you 
did not receive a price list, please download one from 
our website (http://www.cmi-gear.com/downloads). All 
items appearing in this catalog are available on-line 
or at a retail location near you. Our sales department 
is available 8:30am-4pm ET Monday through Friday 
to assist you in ordering or product selection. 

North America: 800-247-5901 
Internationally: +1 304 358-7041

Dealers: Please contact our sales department or 
visit the dealers area of our website for wholesale 
information and pricing packets.

rigorous in-house testing of every component and 
finished product. A random sample is subjected to 
destructive testing on our Tinius-Olsen 60,000-pound 
testing machine, using an assortment of custom 
designed and built testing rigs to determine its failure 
load. The individual breaking strengths are recorded, 
and then the statistical mean and standard deviation 
are calculated. The Minimum Breaking Strength 
(MBS) is calculated by subtracting three standard 
deviations from the mean, and then rounding down to 
the nearest hundred pounds. This procedure ensures 
that 100% of our products will perform up to their rated 
MBS without failure.
Products are marked with the MBS in both pounds and 
kilonewtons, in accordance with different standards. 
We use pounds throughout this catalog in order to 
maintain a clarity and usefulness for our users; the 
equivalent in kilonewtons can be calculated by dividing 
the MBS in pounds by 224.9. Please remember that 
the MBS is not a ‘safe working load;’ it is up to each 
individual user to determine an adequate safety 
margin for their particular application.
Ascender springs are subjected to repeated flexion 
and extension on our spring testing machine to 
simulate several lifetimes of normal use. The test is 
terminated after a million cycles have been completed.
We test pulley efficiency by building a lifting rig of 
identical pulleys in a configuration consistent with 
their intended use, then winch a 600 pound mass 
while taking continuous measurements with a Dillon 
Electronic Dynamometer. The efficiency number 
we report represents the actual ratio of output force 
to input force under real-world conditions, not a 
calculated ideal. 
Special Services
Testing. CMI can perform tensile and compressive 
strength testing in accordance with national standards. 
Our testing equipment is maintained in a state of 
accurate calibration which is verified regularly by an 
outside agency.  Custom rigs allow us to test hardware, 
soft goods, and harnesses in accordance with  
ASTM 1772-97.
Design and Production. Don’t see a product that 
fits your needs? Dozens of products in this catalog 
started as an idea from one of our customers. We can 
reconfigure existing products or start from scratch, 
working from your drawings or importing your files 
into our CAD system to develop a product tailored to 
meet your specific needs. 
Private Labeling. Many CMI products are available for 

In Memory
Edward Waggy    1984-2011

At CMI, we mourn the 
loss of our friend, em-
ployee, climbing partner 
and caving buddy, 
Edward Waggy. Ed was 
an avid outdoorsman 
and he continually 
amazed us with his 
endless enthusiasm and 
boundless knowledge, 
inventiveness and 
practicality. After leaving 
CMI, Ed attended the 
University of Wyoming and worked as a Wildland 
Firefighter for the U.S. Forest Service. From his 
home here in the Appalachian Mountains to the 
Rocky Mountains, he will be forever with us.
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