
 
K&S International Print Art Requirements  
 
The best quality and fastest turnaround times are obtained by submitting a high-resolution PDF 
file with properly defined trim and bleed. 
 
Formatting your files: 
We strongly recommend PDF files, but we accept a wide range of formats. 
Our automated work-flow decreases turnaround by one day with PDF files. 
Add .25 inch, or .5 inch for fabric, of image bleed on all four sides. 
150-100 PPI resolution for most images, 100-75 PPI for most banners. 
Work in either RGB or CMYK color space - don't mix color spaces in the document. 
Convert text to paths when possible. 
 
Guidelines for setting up PDFs: 
Follow all applicable instructions when building your native file. 
Make sure the trim and bleed are properly defined in Illustrator or InDesign. 
When generating the PDF, be sure any compression is set to maximum quality. 
If creating your PDF directly from Illustrator, make sure to preserve editing capabilities. 
Lay out your graphics. 
 
Proportionate Sizes: 
Please build all documents to the same size that you need the final print. If the final print needs 
to be larger than the document size, then please build the document in a size proportionate to 
the final print. For example: a 117.5” x 90.5” graphic set up at 50% scale would create a 58.75” 
x 45.25” document. At 10% scale, it would create an 11.75” x 9.05” document. 
 
Multiples: 
When printing multiple graphics of the same size, create one document with separate pages for 
each graphic. 
If you have files that are different sizes, then create a separate document for each file. 
 
Include with order: 
A hard or soft (PDF proof Files) copy of the files. 
Any embedded raster or vector linked files. 
Fonts. 
 
Software Supported: 
Adobe Illustrator Creative Cloud. 
Adobe Photoshop Creative Cloud. 
Adobe Acrobat Creative Cloud. 
Adobe InDesign Creative Cloud - Package all files submitted for printing. 


