
OWNER’S MANUAL FOR PROPANE BURNER ATTACHMENT

WARNING: THIS GRILL IS INTENDED ONLY FOR ADULTS; PLEASE KEEP AWAY FROM 
CHILDREN AND PETS. DO NOT USE GRILL INDOORS. DO NOT OPERATE ON A FLAMMABLE 
SURFACE. ENSURE THE GRILL IS USED ON A SECURE AND STABLE SURFACE. USE ONLY IN 
AN OPEN OUTDOOR AREA AND NOT IN A CONFINED SPACE. DO NOT LEAVE BURNING 
COALS, WOOD CHIPS, WOOD LOGS, OR PROPANE UNATTENDED. DO NOT TOUCH THE 
GRILL UNTIL IT HAS TIME TO COOL DOWN AFTER EACH USE. DO NOT STORE OR 
TRANSPORT WHILE METAL IS HOT. MAXIMUM COOKING SURFACE LOAD IS 6.0 LBS. 
BEWARE OF DEBRIS THAT MAY SPARK. NEVER LEAVE GRILL UNATTENDED. DO NOT STORE 
FOOD INSIDE THE GRILL. ALWAYS PRACTICE GENERAL FIRE SAFETY.



1. Damage to property or harm may result through improper 
installation, adjustment, change, service, or maintenance.

2. Before installing or maintaining this equipment, carefully 
read the installation, operation, and maintenance 
instructions.

3. If you don't follow these instructions, there could be a fire 
or explosion, which could lead to property damage, injuries, 
or even fatalities.

4. This instruction manual includes crucial details required for 
the appliance's correct assembly and safe operation.

5. Before assembling and using the appliance, read and heed 
all instructions and warnings.

6. When using the appliance, follow all directions and 
warnings.

7. Save this guide for later use.

1. You must use this grill outdoors; it is not intended for 
interior, building, garage, or other enclosed use.

2. This device MUST NOT be used, lit, or operated within ten 
feet (3.05 m) of any walls, buildings, or other structures.

3. Only liquid propane (LP) gas should be used with this 
adapter. It is hazardous and perhaps harmful to try to utilize 
natural gas instead of LP gas in this attachment.

4. The properties of LP gas

A. If handled improperly, LP gas is combustible and harmful. 
Before utilizing any LP gas product, familiarize yourself with 
its features.

B. LP gas pools and settles in low regions because it is 
explosive under pressure and heavier than air.

C. There is no smell to LP gas in its pure form. An odorant that 
smells like rotting cabbage is introduced for your safety.

D. Freeze burns to the skin might result from contact with LP 
gas.

5. An operating LP gas cylinder is required. Only propane 
cylinders may be used.

6. Only use the connection-equipped LP gas cylinders with 
outdoor cooking appliances.

7. To protect the cylinder valve, the LP gas cylinder must have 
a cylinder collar.

8. LP gas cylinders with damaged bodies, valves, collars, or 
footing should never be used.

9. Your LP gas supplier should inspect any dented or rusty LP 
gas cylinders before using them since they could be 
dangerous.

SAFETY IMPORTANT

IMPORTANT

10. It's important to avoid dropping or handling the LP gas 
cylinder harshly.

11. LP gas cylinders cannot be stored inside a structure, a 
garage, or any other enclosed space; they must be kept 
outdoors and out of children's reach. Never store your 
cylinder in an area where the temperature can rise above 
125°F.

12. Avoid inserting any tools or foreign objects into the safety 
relief valve or valve outlet. You run the risk of leaking and 
damaging the valve. A propane leak could cause an explosion, 
a fire, serious physical injuries, or even death.

13. Never leave an LP gas cylinder in a warm vehicle or trunk. 
Heat will raise the gas pressure, which could lead to the relief 
valve opening and letting gas out. 

14. When the cylinder is not in use, put a dust cap on the valve 
outlet. On the cylinder valve outlet, only use the kind of dust 
cap that came with the cylinder valve. Leakage of propane 
could occur from many kinds of caps or plugs.

15. The gas must be disconnected and switched off at the 
supply cylinder when the grill is not in use.

16. Never try to connect this grill to a camper trailer, motor 
home, or home's self-contained LP gas system.

17. Never use this attachment and charcoal, wood, or pellets 
simultaneously.

18. Even if your equipment was put together for you by 
someone else, check for leaks.

19. If there is a gas leak, DO NOT USE. Explosions or fires 
could result from gas leaks.

20. Before using, you must adhere to all the directions in the 
"LEAK DETECTION" section. When checking for leaks, avoid 
any potential for fire or explosion:

A. Before lighting the grill and each time the cylinder is 
connected for usage, always conduct a leak test.

B. No smoking, While doing a leak test, DO NOT utilize or 
ALLOW sources of ignition in the vicinity.

C. Perform the leak test outside, in an area with good 
ventilation.

D. Never check for leaks using matches, lighters, or a flame.

E. Consuming alcohol or drugs with or without a prescription 
may make it more difficult for the user to install or use the 
appliance safely.

F. Persistent scents, colds, sinus congestion, etc. could make 
it difficult to notice propane. When checking for leaks, 
exercise prudence and common sense.

G. Use of this attachment should be postponed until all leaks 
have been fixed. Disconnect the LP gas source if you can't get 
the leak under control. Contact a gas appliance repairman or 
an LP gas distributor in your area.

21. Within 25 feet (7.62 m) of this device, do not store or use 
gasoline or other flammable substances or vapors.

22. DO NOT use it in a volatile environment. Keep all 
flammable substances, such as gasoline and other flammable 
fumes and liquids, away from the grill area.

23. There must be 36 inches of space between the unit's sides 
and the back of any combustible construction (91.4 cm). Use 
of this item is NOT permitted under any overhangs or roofs.

24. The regulator, burner, and circulating air passageways 
must all be kept clean.

25. Before every usage, check the grill.

26. Do not use the grill until it has been fully built and all 
fasteners have been tightened. 

27. Never install this grill in a built-in or slide-in construction. 
Ignoring this warning could result in an explosion or fire that 
damages nearby property and threatens lives or seriously 
injures people.

28. This attachment needs to be meticulously cleaned and 
inspected frequently.

29. Before each usage, clean and check the burner. The 
burner must be replaced before use if there are signs of 
abrasion, wear, wounds, or leaks.

30. Before using this appliance, read the section under 
"OPERATION" in this handbook.

31. To prevent burns, wait until the metal pieces of the grill 
have completely cooled before touching them.

32. Fire extinguisher equipment should be available when 
cooking. Avoid attempting to use water to put out an oil or 
grease fire. Use a dry chemical fire extinguisher of type BC, or 
smother with baking soda, sand, or dirt.

33. DO NOT use this attachment in strong winds, .

34. When lighting, never stoop over the grill.

35. A lit grill should never be left unattended. Always keep 
animals and kids away from the barbecue.

36. When the grill is preheating or being used to burn off food 
residue on high, DO NOT LEAVE IT UNATTENDED. A grease 
fire that starts on a dirty grill could endanger the product.

37. Never put empty cooking containers on an operating 
appliance.

38. Use caution when putting anything on the grill while the 
attachment is running.

39. Never try to relocate the grill while it is in use. Before 
transporting or storing the grill, let it cool.

40. Before relocating this grill, the LP gas cylinder must be 
properly detached and taken out.

41. While the grill is in operation, do not attempt to unplug 
the gas regulator from the cylinder or any other gas fitting. 

42. Gas hoses should be moved as far away from hot surfaces 
and leaking hot grease as feasible.

43. Avoid placing any electrical cords near a hot grill.

44. Check for leaks, burner blockages, and any abrasion, 
wear, or cuts to the burner after a period of storage and/or 
nonuse.

45. An intense flame-up could arise from failing to wait 5 
minutes for the gas to clear.

46. Intended exclusively for residencial use. Commercial 
usage of this grill is NOT permitted.

47. Using this grill as a heater is never recommended and is 
not intended for it. Asphyxiation can result from an 
accumulation of toxic gases.

48. Only use of this grill is authorized in the United States 
and/or Canada. Don't change it to use it anywhere else. A 
modification will provide a risk to safety.

49. If you live in an apartment building, ask the management 
what the rules and fire regulations are for utilizing an LP gas 
barbecue there. Use outside on the ground floor, if 
permitted, and keep a ten-foot (3.05 m) distance from any 
buildings. Use NOT on or beneath balconies.

50. The LP gas cylinder must be built and marked in 
accordance with the National Standard of Canada, 
CAN/CSA-B338, or the Specifications for LP-gas Cylinders of 
the U.S. Department of Transportation (D.O.T.), Cylinders, 
Spheres and Tubes for the Transportation of Dangerous 
Goods.

51. A LP gas cylinder needs to be set up for vapor extraction.

52. A listed overfilling prevention device must be installed on 
the LP gas cylinder (OPD).

53. The grill's sides holes should not be blocked.

54. Avoid placing a spare LP gas cylinder next to, under, or 
around this equipment.

55. Make no alterations to the grill in any way.

56. Use only the given regulator.

57. The use of any component that has not been 
factory-approved can be hazardous.

58. Install or use in or on boats or other recreational vehicles 
is NOT permitted.

59. Ensure that your grill is set up on a level, hard surface that 
is free from flames. A surface made of asphalt or blacktop 
might not be suitable for this use.

60. Avoid pressing parts together because doing so could 
lead to property damage or personal injury.

61. Never completely enclose the cooking area in aluminum 
foil.

62. If the instructions are not strictly followed, deaths, severe 
injuries, or property damage may result.
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31. To prevent burns, wait until the metal pieces of the grill 
have completely cooled before touching them.

32. Fire extinguisher equipment should be available when 
cooking. Avoid attempting to use water to put out an oil or 
grease fire. Use a dry chemical fire extinguisher of type BC, or 
smother with baking soda, sand, or dirt.

33. DO NOT use this attachment in strong winds, .

34. When lighting, never stoop over the grill.

35. A lit grill should never be left unattended. Always keep 
animals and kids away from the barbecue.

36. When the grill is preheating or being used to burn off food 
residue on high, DO NOT LEAVE IT UNATTENDED. A grease 
fire that starts on a dirty grill could endanger the product.

37. Never put empty cooking containers on an operating 
appliance.

38. Use caution when putting anything on the grill while the 
attachment is running.

39. Never try to relocate the grill while it is in use. Before 
transporting or storing the grill, let it cool.

40. Before relocating this grill, the LP gas cylinder must be 
properly detached and taken out.

41. While the grill is in operation, do not attempt to unplug 
the gas regulator from the cylinder or any other gas fitting. 

42. Gas hoses should be moved as far away from hot surfaces 
and leaking hot grease as feasible.

43. Avoid placing any electrical cords near a hot grill.

44. Check for leaks, burner blockages, and any abrasion, 
wear, or cuts to the burner after a period of storage and/or 
nonuse.

45. An intense flame-up could arise from failing to wait 5 
minutes for the gas to clear.

46. Intended exclusively for residencial use. Commercial 
usage of this grill is NOT permitted.

47. Using this grill as a heater is never recommended and is 
not intended for it. Asphyxiation can result from an 
accumulation of toxic gases.

48. Only use of this grill is authorized in the United States 
and/or Canada. Don't change it to use it anywhere else. A 
modification will provide a risk to safety.

49. If you live in an apartment building, ask the management 
what the rules and fire regulations are for utilizing an LP gas 
barbecue there. Use outside on the ground floor, if 
permitted, and keep a ten-foot (3.05 m) distance from any 
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51. A LP gas cylinder needs to be set up for vapor extraction.

52. A listed overfilling prevention device must be installed on 
the LP gas cylinder (OPD).

53. The grill's sides holes should not be blocked.

54. Avoid placing a spare LP gas cylinder next to, under, or 
around this equipment.

55. Make no alterations to the grill in any way.

56. Use only the given regulator.

57. The use of any component that has not been 
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injuries, or property damage may result.



1. SLIDE PANEL (B) INTO PANEL (A).

2. INSERT PANELS (C) INTO PANEL SLOTS, PRESS INWARD TO 
SECURE INTO PLACE.

BE SURE SIDE PANELS ARE FULLY SEATED WHILE 
COOKING AND MAINTAIN INWARD PRESSURE ON SIDES 
WHILE CARRYING

3. INSERT BURNER (E) STARTING WITH THREADED SIDE BY 
SLIDING INTO PANEL (C) AS SHOWN IN THE ILLUSTRATION 
AND MAKE SURE THE GUIDE IS FULLY SEATED ON THE EDGE. 

4. PLACE THE OTHER SIDE OF THE BURNER INTO LEFT SIDE 
AND MAKE SURE IT IS FULLY SEATED ON THE EDGE. 

5. ATTACH THE REGULATOR TO THE BURNER AND ROTATE 
THE BRASS NUT TO SET UP THE PROPANE GAS TANK. HAND 
TIGHTEN ONLY!

6. TO COMPLETE YOUR SETUP, KEEP READING THE GRILL'S 
INSTRUCTIONS.

THIS PRODUCT DOES NOT INCLUDE PANELS A,B AND C.

POSITIONATE THE TANK AS SHOWN BY THE 
ILLUSTRATION ON THE RIGHT. DO NOT PLACE THE 

TANK STANDING UP.
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4. Verify that the regulator knob is set to "OFF."

5. Carefully place the barbecue or torch lighter near the 
burner.

6. Set the control to the HIGH position.

7. Repeat the lighting procedure if the ignition does not 
start within 5 seconds after the regulator knob is 
turned to the "OFF" position.

CAUTION: If the burner flame burns out while it is 
operating, shut off the regulator immediately and wait 
5 minutes before lighting it again.

TURNING OFF 
 
1. Set the regulator's knob to "OFF."

2. Unplug the propane tank in accordance with the 
"INSTRUCTIONS TO DISCONNECT THE PROPANE TANK" 
section.

CAUTION: 

1. The grill should be cleaned and maintained at a cool 
temperature with the fuel supply turned off.

2. DO NOT clean any component in a self-cleaning 
oven. The finish will be harmed by the intense heat.

3. When cleaning the burner, DO NOT increase the 
valve orifices or the burner ports. 

NOTICES 

This attachment needs to be meticulously cleaned and 
inspected frequently.

This product will be damaged by abrasive cleaners.

Never clean any part of this attachment with oven 
cleaner.

BEFORE EACH USE
 
1. Keep the area around the grill clear of all 
combustibles, including gasoline and other flammable 
substances and fumes.

2. Keep air ventilation and propane combustion from 
being obstructed.

3. Keep any debris away from the burner area and 
propane tank ventilation.
4. Examine the burner flames visually to confirm that 
the attachment is in good operating order.

INSTRUCTIONS TO CONNECT THE PROPANE TANK 
 
Only "propane" cylinders may be used.
Note: When cylinder is almost empty, frost may form. 
 
1. Ensure that the regulator knob is set to "OFF."

2. Insert the LP gas tank and turn it clockwise until they 
are securely fastened. ONLY HAND TIGHTEN. When 
screwing in the tank, be careful not to cross thread.

3. Check for leaks in the threads of the bottle, burner, 
and regulator.
 
INSTRUCTIONS TO DISCONNECT THE PROPANE TANK 

1. Position the regulator knob to "OFF."

2. To remove the propane tank, turn it counterclockwise.

3. Keep the propane gas tank in the proper area.

BURNER CONNECTIONS 

Verify that the burner is firmly secured to the regulator 
knob.

Be aware that the brass nut needs to be ¼ to ½ turn 
beyond tight. Even after the brass nut is tightened, the 
regulator can still turn 360 degrees. If your appliance 
was installed for you, visually inspect the burner and 
regulator connection.
WARNING: If you don't check this connection or heed 

This attachment is designed to 
work with a 1lb propane gas tank.

DO NOT TRY TO 
REFILL ANY 1 lb 
PROPANE TANK.

OPERATION

16 oz
453 g
1 lb

CAUTION

these directions, there could be a fire or explosion that 
results in death, significant physical harm, or property 
damage.

LEAK DETECTION 

1. To create a 2-3 oz. leak detection solution, combine 
three parts water with one part liquid dishwashing 
soap.

2. Verify that the regulator is set to "OFF."

3. Adjust the regulator knob to "ON."

4. Apply all threats using the leak detection check 
solution.

A. If any bubbles emerge, disconnect the propane tank 
as instructed in "INSTRUCTIONS TO DISCONNECT THE 
PROPANE TANK" section, then reconnect.
Double-check the connection to make sure it is secure.

B. Remove the LP gas tank in accordance with the 
"INSTRUCTIONS TO DISCONNECT THE PROPANE TANK" 
section if bubbles persist despite repeated attempts.

C. Turn the regulator knob to the "OFF" position, wipe 
away the solution, and continue if no bubbles occur 
after 20 seconds.

 FIRST USE 
 
1. Ensure that this attachment is free of labels, 
packaging, and protective coverings.

2. Before using this attachment for the first time to 
cook, drain off any manufacturing oils by running the 
grill for at least 15 minutes on high. This will eliminate 
odors and "heat clean" the inside components.

LIGHTING INSTRUCTIONS 
 
CAUTION: Keep the area around outdoor gas cooking 
appliance clear and free of anything that could catch 
fire, including gasoline and other flammable substances 
and fumes.

CAUTION: Do not restrict the ventilation and 
combustion airflow.

CAUTION: Burner tubes should be checked and 
cleaned for insects and their nests. A fire could start 
from a clogged tube.
 
1. Remove lid.

2. Inspect the burners for airflow obstacles. Webs, 
spiders, and other insects may clog the burner tube. A 
fire could start from a clogged burner tube.

3. Connect the propane tank as directed in the section 
"INSTRUCTIONS TO CONNECT THE PROPANE TANK."

5. Follow cleaning guidelines.

6. Inspect the burners for airflow obstacles. The burner 
tube might become blocked by spiders, bugs, and 
webs. A fire could start from a clogged burner tube.

CLEANING SURFACES 
 
Use baking soda and water or a mild dish detergent to 
clean surfaces.

Use a nylon scrub brush and a citrus-based degreaser 
on tough surfaces.

Wash well with water.

Let it dry naturally.

CLEANING MAIN BURNER 

1. Position the regulator's knob to "OFF"

2. Unplug the propane tank in accordance with the 
"INSTRUCTIONS TO DISCONNECT THE PROPANE TANK" 
section.

3. Remove the regulator knob.

4. Remove the cooking surface.

5. Remove the burner.

6. Scrub the burner surface clean of all food residue 
and debris.

7. Use a small bottle brush or pressurized air to clean 
the burner's inlet.

8. Use a strong wire to clear out any blocked ports 
(such as an opened paper Clip).

9. Check for damage to the burner (cracks or holes). 
Replace it with a new burner from the manufacturer if 
damage is discovered.

10. Reinstall the regulator and burner.

11. Reinstall the cooking surface.
 
12. Attach the LP gas tank in accordance with the 
"INSTRUCTIONS TO CONNECT THE PROPANE TANK" 
section.

13. Carry out the leak test in accordance with the "LEAK 
DETECTION" section.



4. Verify that the regulator knob is set to "OFF."
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burner.

6. Set the control to the HIGH position.

7. Repeat the lighting procedure if the ignition does not 
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turned to the "OFF" position.

CAUTION: If the burner flame burns out while it is 
operating, shut off the regulator immediately and wait 
5 minutes before lighting it again.
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"INSTRUCTIONS TO DISCONNECT THE PROPANE TANK" 
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valve orifices or the burner ports. 

NOTICES 

This attachment needs to be meticulously cleaned and 
inspected frequently.

This product will be damaged by abrasive cleaners.

Never clean any part of this attachment with oven 
cleaner.

BEFORE EACH USE
 
1. Keep the area around the grill clear of all 
combustibles, including gasoline and other flammable 
substances and fumes.

2. Keep air ventilation and propane combustion from 
being obstructed.

3. Keep any debris away from the burner area and 
propane tank ventilation.
4. Examine the burner flames visually to confirm that 
the attachment is in good operating order.

OPERATION
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CLEANING

INSTRUCTIONS TO CONNECT THE PROPANE TANK 
 
Only "propane" cylinders may be used.
Note: When cylinder is almost empty, frost may form. 
 
1. Ensure that the regulator knob is set to "OFF."

2. Insert the LP gas tank and turn it clockwise until they 
are securely fastened. ONLY HAND TIGHTEN. When 
screwing in the tank, be careful not to cross thread.

3. Check for leaks in the threads of the bottle, burner, 
and regulator.
 
INSTRUCTIONS TO DISCONNECT THE PROPANE TANK 

1. Position the regulator knob to "OFF."

2. To remove the propane tank, turn it counterclockwise.

3. Keep the propane gas tank in the proper area.

BURNER CONNECTIONS 

Verify that the burner is firmly secured to the regulator 
knob.

Be aware that the brass nut needs to be ¼ to ½ turn 
beyond tight. Even after the brass nut is tightened, the 
regulator can still turn 360 degrees. If your appliance 
was installed for you, visually inspect the burner and 
regulator connection.
WARNING: If you don't check this connection or heed 

these directions, there could be a fire or explosion that 
results in death, significant physical harm, or property 
damage.

LEAK DETECTION 

1. To create a 2-3 oz. leak detection solution, combine 
three parts water with one part liquid dishwashing 
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2. Verify that the regulator is set to "OFF."

3. Adjust the regulator knob to "ON."

4. Apply all threats using the leak detection check 
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A. If any bubbles emerge, disconnect the propane tank 
as instructed in "INSTRUCTIONS TO DISCONNECT THE 
PROPANE TANK" section, then reconnect.
Double-check the connection to make sure it is secure.

B. Remove the LP gas tank in accordance with the 
"INSTRUCTIONS TO DISCONNECT THE PROPANE TANK" 
section if bubbles persist despite repeated attempts.

C. Turn the regulator knob to the "OFF" position, wipe 
away the solution, and continue if no bubbles occur 
after 20 seconds.

 FIRST USE 
 
1. Ensure that this attachment is free of labels, 
packaging, and protective coverings.

2. Before using this attachment for the first time to 
cook, drain off any manufacturing oils by running the 
grill for at least 15 minutes on high. This will eliminate 
odors and "heat clean" the inside components.

LIGHTING INSTRUCTIONS 
 
CAUTION: Keep the area around outdoor gas cooking 
appliance clear and free of anything that could catch 
fire, including gasoline and other flammable substances 
and fumes.

CAUTION: Do not restrict the ventilation and 
combustion airflow.

CAUTION: Burner tubes should be checked and 
cleaned for insects and their nests. A fire could start 
from a clogged tube.
 
1. Remove lid.

2. Inspect the burners for airflow obstacles. Webs, 
spiders, and other insects may clog the burner tube. A 
fire could start from a clogged burner tube.

3. Connect the propane tank as directed in the section 
"INSTRUCTIONS TO CONNECT THE PROPANE TANK."

5. Follow cleaning guidelines.

6. Inspect the burners for airflow obstacles. The burner 
tube might become blocked by spiders, bugs, and 
webs. A fire could start from a clogged burner tube.

CLEANING SURFACES 
 
Use baking soda and water or a mild dish detergent to 
clean surfaces.

Use a nylon scrub brush and a citrus-based degreaser 
on tough surfaces.

Wash well with water.

Let it dry naturally.

CLEANING MAIN BURNER 

1. Position the regulator's knob to "OFF"

2. Unplug the propane tank in accordance with the 
"INSTRUCTIONS TO DISCONNECT THE PROPANE TANK" 
section.

3. Remove the regulator knob.

4. Remove the cooking surface.

5. Remove the burner.

6. Scrub the burner surface clean of all food residue 
and debris.

7. Use a small bottle brush or pressurized air to clean 
the burner's inlet.

8. Use a strong wire to clear out any blocked ports 
(such as an opened paper Clip).

9. Check for damage to the burner (cracks or holes). 
Replace it with a new burner from the manufacturer if 
damage is discovered.

10. Reinstall the regulator and burner.

11. Reinstall the cooking surface.
 
12. Attach the LP gas tank in accordance with the 
"INSTRUCTIONS TO CONNECT THE PROPANE TANK" 
section.

13. Carry out the leak test in accordance with the "LEAK 
DETECTION" section.


