
Instructions for the H59 H.D. Sax and Bass Clarinet Tenon Expander 
The H59 Sax / Bass Clarinet Neck Tenon expander is really so simple that in-
structions are close to being unnecessary.  However, a few CAUTIONS are: 
1.) DO NOT tighten with great pressure at any one time. 
2.) First try tightening 1/6 (one flat) of a turn and then work the tool over the 
entire area before tightening any further.  Of course, check for fit BEFORE tight-
ening any further.  This can be done by hand fitting or by measuring with dial 
calipers for an indication of how much progress you are making and to get a 
feel of how to proceed. 
3.) The H59 was designed to use on saxophone tenons and on the thicker alto 
and bass clarinet tenons, as well as on the thinner flute tenons.  This tool gives 
a more precise feel and finish than that of theH60, H61 and H62 internal ex-
panding type tools. 
4.) The upper roller is spring loaded to maintain roller separation for easier use. 
5.) Place the subject tenon over the small roller which will also put it between 
the rollers and then lightly tighten the rollers together using the Allen wrench 
that is provided. Once metal to metal contact is achieved, tighten approximate-
ly 1/6 turn and start working your way around and slightly across the tenon, 
DO NOT rush or hurry this process. 
6.) Be sure You are overlapping the path so that you don't get ridges, which is 
the only thing you can do wrong, other than over tightening or over expanding. 
7.) Go slowly and measure your progress often.  It is easier to expand up to the 
proper size that to go too far and have to shrink it to reduce the size. 
 

As always, the Folks at Ferree's will be happy  
to answer any questions you may have. 


