
Rubber Flexx Liquid Rubber Coating is a tough synthetic rubber coating that is designed to seal and waterproof roofs, walls, 
gutters, interior and exterior foundations, and below grade applications. Creates a water, moisture and air barrier on whatever 
surface it is applied to. This extra tough finish will not peel or crack, and bonds to metal, masonry, wood, painted surfaces and most 
building products. The reflective finish stays cooler in hot weather and is excellent at weathering harsh weather conditions. There 
are so many uses for this coating to form a seamless layer of waterproofing protection that will stretch and deliver lasting protection.
NOTE: Product is not paintable. 
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CLEAN & PREP: All surfaces must be clean. Treat rust with a proper primer. If mildew is present, clean with a bleach solution (one 
part bleach to 2 parts water). For large areas, power wash all surfaces before applying this coating.

REPAIRS: Use Rubber Flexx Clear Sealant or Waterproofing Seam Tape on all damaged areas. 

APPLICATION: Must apply to a dry roof. Surface and air temperatures must be between 40 °F and 99 °F. Apply on a clear day with 
a max humidity level of 70%. Use a quality 3/4” nap paint roller. Apply this in two coats, at a 90° angle for the second coat. DO 
NOT apply if heavy dew or rain is expected within 2 to 4 hours. DO NOT thin. Slip Warning: This product creates a slick surface. 
Use extreme caution when walking or working on coated surfaces, as it is extremely slippery and can create a fall hazard resulting 
in injury or death. 

COVERAGE (approximate): 65 square feet on a smooth surface, or 50 sq./ft. on a rough surface. 

CLEAN-UP: Clean tools immediately with mineral spirits. 

PRECAUTIONS: Once opened, use the full container, as it will begin to harden over time. DO NOT allow product to freeze. Protective 
clothing, gloves and eyewear should be used during application of these products. When transporting this product, ensure that lid is 
tight and pail secure and upright. DO NOT allow pail to tumble as this may cause lid to loosen and leakage to occur. Do not transport 
on passenger seats or inside the passenger compartment of any vehicle. Store product in the cargo area of vehicle, and secure over 
protective cloths to prevent damage due to accidental spills. For longest life, store in controlled environment, 45 °F - 80 °F. DO NOT 
store in direct sunlight. DO NOT store at temperatures above 99 °F. DO NOT reuse empty containers. 

WARRANTY AND DISCLAIMER: Rubber Flexx Liquid Rubber Coating. This product is warranted to give satisfactory results 
when our directions are followed in its use and application, for a period of twelve (12) months from the date of purchase. In no event 
however shall the manufacturer be liable for an amount in excess of the purchase price of the product used. If not satisfied, return 
to place of purchase for a refund.

Rubber Flexx Colors*
Liquid Rubber Coating

5578

• 100% flexible seal
• Brush • Roll • Dip • Pour
• Interior/Exterior

*Available in White, Gray or Clear
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AVAILABLE SIZES
 PRODUCT CODE                COLOR               UNIT SIZE                 UNIT DIMENSIONS                   FILL LEVEL           UNIT WEIGHT  PACK  UPC 
 5578-1-02             White              1 qt.                 4.3” x 4.3” x 4.9”         28 oz. / 828 mL        2.73 lbs 6 ea. 025056557841
 5578-1-20              White             1 gal.           6.75” x 6.75” x 7.75”         3.6 qt. / 3.4 L        10.92 lbs 4 ea. 025056557810
 5578-7-02               Gray               1 qt.                4.3” x 4.3” x 4.9”          28 oz. / 828 mL        2.73 lbs 6 ea. 025056578747 
 5578-7-20               Gray               1 gal.          6.75” x 6.75” x 7.75”         3.6 qt. / 3.4 L        10.92 lbs 4 ea. 025056578716
 5578-0-02             Clear              1 qt.                 4.3” x 4.3” x 4.9”         28 oz. / 828 mL        2.09 lbs 6 ea. 025056578044


