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Simpson Strong-Tie will be obsoleting our ET-HP® and SET-XP® offering in 2023 and AT-XP® in early 2024. 
The below tables and information will help with transitioning from these products to their closest direct 
replacements.

ET-3G™, which launched in September 2023, is code listed for cracked and uncracked concrete, and 
post-installed reinforcing-bar connections (ESR-5334), cracked and uncracked masonry (ESR-5309) and 
unreinforced brick masonry (ER-870) applications. With increased bond strength and extended working 
time at elevated temperatures, ET-3G is ideal for general doweling or threaded rod and rebar anchoring. 
ET-3G is available in single-coaxial and side-by-side cartridges that fit the current Simpson Strong-Tie® 
dispensing tools and accessories.

ET-HP to ET-3G Cross Reference Table
ET-HP  

Model No.
ET-3G  

Model No.
Cartridge  

Size
UPC  

(Cartridge)
UPC  

(Carton)
Carton  

Qty.
Compatible 

Mixer
Compatible  

Dispenser Tools

— ET3G10 8.5 oz. single cartridge 707392023463 10707392023460 12 EMN22i CDT10S

ET-HP22-N ET3G22-N 22 oz. side-by-side cartridge 707392023470 20707392023474 8 EMN22i EDT22S, EDTA22P,  
EDTA22CKT

— ET3G56 56 oz. side-by-side cartridge 707392023487 10707392023484 6 EMN22i EDTA56P

SET-3G™, which launched in 2017, is code listed for cracked and uncracked concrete and post-installed 
reinforcing bar connections (ESR-4057) and cracked and uncracked masonry (ESR-4844) applications. 
With some of the highest bond strengths in the market, SET-3G installs and performs in a variety of 
environmental conditions and temperature extremes. SET-3G is available in single-coaxial and side-by-
side cartridges that fit the current Simpson Strong-Tie dispensing tools and accessories.

SET-XP to SET-3G Cross Reference Table
SET-XP  

Model No.
SET-3G  

Model No.
Cartridge  

Size
UPC  

(Cartridge)
UPC  

(Carton)
Carton  

Qty.
Compatible 

Mixer
Compatible  

Dispenser Tools

SET-XP10 SET3G10 8.5 oz single cartridge 707392587262 10707392587269 12 EMN22i CDT10S

SET-XP22-N SET3G22-N 22 oz side-by-side cartridge 707392247999 10707392247996 10 EMN22i EDT22S, EDTA22P, 
EDTA22CKT

SET-XP56 SET3G56 56 oz side-by-side cartridge 707392706137 10707392706134 6 EMN22i EDTA56P

AT-3G™, which launched in July 2023, is code listed for cracked and uncracked concrete and post-
installed reinforcing bar connections (ESR-5026). Ideal for cold weather and wet concrete applications, 
AT-3G dispenses easily and offers a fast curing time for same-day bolt up. AT-3G is available in single-
coaxial and side-by-side cartridges that fit the current Simpson Strong-Tie dispensing tools  
and accessories.

AT-XP to AT-3G Cross Reference Table
AT-XP  

Model No.
AT-3G  

Model No.
Cartridge  

Size
UPC  

(Cartridge)
UPC  

(Carton)
Carton  

Qty.
Compatible 

Mixer
Compatible  

Dispenser Tools

AT-XP10 AT3G10 9.5 oz. single cartridge 707392019565 10707392019562 6 AMN19Q CDT10S

AT-XP13 — — — — — — —

AT-XP30 AT3G30* 28 oz. side-by-side cartridge 707392019572 10707392019579 5 AMN19Q ADT30S, ADTA30P, 
ADTA30CKT

*AT3G30 available early 2024.

Product Conversion

Transition to the 3G  
Adhesive Family


