


Dear Customer, 
We thank you for choosing our product. 
MGS Solid Stainless Steel faucets are manufactured in
Italy by expert artisans. The product has been assembled,
inspected and packaged with maximum attention and care. 
The Matte and Polished finishes are obtained by hand
polishing: a skilled touch to enhance the natural beauty of
this noble metal. 
All products are therefore alike, but not identical: 
a synonym of exclusivity. 
We use high grade AISI316L marine stainless steel that
does not require any protective finish to be applied to the
surface. Following the simple care instructions will allow
you to keep your MGS faucet beautiful for a lifetime. 



OPERATING WARNING 

1. Do not use these accessories as grabbers. 
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CARE & MAINTENANCE

Matte and Polished Stainless steel
In order to preserve the finish of your product, we recommend regular cleaning with a
soft wet cloth. For regular cleaning it is not necessary to use detergents. In case of need,
we recommend the use of a mild detergent or even better, a specific stainless steel
detergent. In this case, please follow the specific instructions of the detergent manufacturer.
When using a detergent rinse well with water immediately after cleaning, until all detergent is
removed from the surface. Dry with a soft cloth. 

PVD finishes (Black Steel / Titanium / Rose Gold / Gold)
PVD technology is used to create a smooth, resistant and long lasting finish. A soft wet
cloth is sufficient for daily cleaning. 
For resistant stains and fingerprints we recommend the use of a diluted mild soap and
water solution to be applied using a soft cloth. Rinse thoroughly after cleaning. In order
to avoid water stains we recommend to dry the surface with a soft cloth.
As it is not a coating but the result of a chemical reaction, a characteristic of PVD is that
objects of different shapes and dimensions can absorb color differently, resulting in slight
color variations. These are not to be considered defects. 

All finishes: 
DO NOT use bleach, caustic, ammonia or acid based cleaning materials or detergents
containing chloride, or any other strong household cleaning products, even if organic.
Even vapors of such products could damage the chemical balance of the stainless steel
surface. When using strong chemical products in the room, we recommend to air it out. 
DO NOT use abrasive materials, cleaning pads, scouring sponges, files or other hard objects.
DO NOT use oily rags or greasy cloths when wiping the product surface.

Cleaning the aerator 
Depending on the hardness and quality of water in your household, the aerator may
become clogged. We recommend to clean the aerator the first time a few days after the
installation, then every six to twelve months depending on the water quality. 
To clean the aerator proceed by thoroughly rinsing it under running water until all debris
is removed. In case of persistent limescale or debris, we recommend to immerse the
aerator for several hours in a water and vinegar solution, or in anti-limescale solution. 

Outdoor installation
Marine grade stainless steel is ideal for outdoor installation and it is extremely resistant
to oxidation. Nevertheless, it is not oxidation proof or stain proof.
In order to maintain the long lasting beauty of the stainless steel surface it is necessary
to regularly clean it. This is particularly important in marine environment where saline
deposits over time will affect the surface and cause oxidation. In such conditions the 
surface must be cleaned more frequently in order to be preserved. 




