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FluorN 561 TECHNICAL DATA SHEET 

OVERVIEW 
FluorN 561 is a non-ionic, VOC-free, APOE-free, fluorosurfactant compatible with aqueous and most polar solvent-

based inks, coatings, resists, and emulsions.  FluorN 561 is an excellent wetting, leveling, and spreading agent for a 

variety of waterborne and polar, high-solids and radiation curable organic coatings.  FluorN is a fluorochemical 

surfactant which provides low surface tension. FluorN 561 has four pendant groups (two perfluoro and two 

polyethylene glycol groups) on a polypropylene glycol backbone.  FluorN 561 reduces the aqueous/organic interfacial 

tension and remain surface active in the organic portion of a coating.  It delivers excellent wetting power at extremely 

low concentrations. FluorN is stable in hard-water, acidic, basic, and brine conditions. FluorN 561 may replace 

Fluorad FC430, Fluorad FC4430, and Capstone FS-3100. 

APPLICATIONS: 
Waxes, Polishes, Finishes, and Conditioners 
-  Improves wetting and leveling 
-  Reduces cratering and other coating defects 
-  Increases surface water and oil repellency 
-  Good with solvent-based hydrocarbon surfactants 
-  Excellent rewetting characteristics for multicoats 
 
Metals and Electronics 
-  Inhibitor for battery scale 
-  Photoresist striper low foamer 
-  Plating bath aid 
-  Improves etching efficiency 
-  Excellent wetting agent 

Cleaning Solutions 
-  Low use rates of 0.01 to 0.1% of active ingredient 
-  Improves penetration and wetting of soils 
-  Improve clean strength by reducing surface tension  
 
Coatings and Paints  
-  Water and solvent based paint compatible 
-  Good in UV curable coatings 
-  Compatible in 2K polyurethane paints  
-  Improves wetting in wood coatings 
-  Use rates as low as 0.01 to 0.1% 
-  Great wetting and leveling 
-  Reduce orange peel and pin holes 
-  Extend open time  

 

PROPERTIES  

Concentration 100% (or 25% in water)  

Appearance  Viscous yellow to amber liquid  
Ionic character   Non-ionic fluorosurfactant  

Density  1.36 g/ml  

Flammability Nonflammable   

Solvent compatibility Water and organic solvents  

Shelf life 5 years  

Freeze thaw stability Stable   

PH 7-8  

Regulatory Compliance REACH and TSCA  

Foaming Properties Low foamer  

Package options 

 
- 100 grams in 125 ml can 

- 8 pounds in 1-gallon can 

- 35 pounds in 5-gallon pail 

 

 

 


