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FluorN S83 TECHNICAL DATA SHEET 

OVERVIEW 
FluorN S83 is a surfactant used to reduce the surface tension of solvent-based paints and polymers. FluorN makes 

paints hydrophobic and oleophobic.  S83 also improves leveling properties of cured films. It is compatible with most 

organic solvent-based systems. The low surface tension improves wetting, spreading, and leveling that corrects 

coating defects including fisheyes, craters, pinholes, and orange peel. When cured into coatings, it provides chemical 

resistance and water and oil repellency. S83 delivers great performance at exceptionally low and broad use rates 

(0.05 to 5%). S83 is a possible replacement for Protective Material PM-5805 from 3M. 

FEATURES 
Fluoropolymer and PTFE or Teflon Dispersions: 
- Improves dispersion stability 
 
Paints and Coatings 

- Chemically resistance 

-  Improves wetting 

-  Improve leveling to eliminate craters pinholes, fisheyes, and orange peel 

-   Improves water and oil repellency 

-   Excellent wetting for coating applications 

-   Compatible solvent-based paints including alkyd, 1K, and 2K polyurethane systems 

-   Cost effective alternative to traditional surfactants 

 
Waxes, Varnishes and Conditioners 
-  Improves wetting and leveling 
-  Reduces cratering and other coating defects 
-  Increases surface water and oil repellency 
-  Compatible with many solvent-based conditioners, waxes, and polishes 

 

TECHNICAL DATA  

Concentration 35% solids 

Appearance  Clear to yellow liquid 
Ionic character and structure   Non-ionic partially fluorinated acrylic copolymer 

Density  ~0.98 g/ml 

Flammability Flammable 

Flash point ~30°C 

Solvent options Butyl Acetate, Tert Butyl Acetate, Acetone, MEK, MIBK, Isopar-H, Odorless 
mineral spirits, Kerosine, Naphtha, or Mineral Oil 

Shelf life 2 years 

Freeze thaw stability Gels below 10°C, warming to 25°C will reverse gelling. Product is  
freeze-thaw stable.  

Dry film toxicity and flammability Non-toxic and non-flammable 

Package options 
 

100 grams in 4 oz. bottle; 8 pounds in 1-gallon can; 33 pounds in 5-gallon pail 
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