
  
  
  
  

Str   pLock Tiedown Anchor 

Parts	  Included:	  
•  StrapLock	  Loop	  (x4)	  
•  Carriage	  Bolt	  (x8)	  
•  Nylon	  Nutlock	  (x8)	  
•  Tiedown	  Plate	  (x4)	  
•  Compression	  Bracket	  (x4)	  

Step	  1:	   Step	  2:	  
•  Insert	  each	  of	  the	  

Tiedown	  Plates	  into	  
the	  Straplock	  Loops	  

•  Determine	  orientaDon	  
and	  locaDon	  of	  each	  
StrapLock.	  Mark	  each	  
hole	  in	  desired	  locaDon.	  	  

Have a question? Please call Customer Service—801-710-8942  



•  Drill	  a	  5/16”	  hole	  all	  the	  
way	  through	  the	  trailer	  
decking	  at	  each	  mark.	  	  

•  Insert	  carriage	  bolts	  
through	  the	  Tiedown	  
plates	  and	  put	  the	  
compression	  plate	  on	  
the	  boMom	  side	  of	  the	  
trailer.	  Tighten	  Nylon	  
Nuts.	  	  This	  completes	  
the	  assembly	  process.	  	  

Step:	  3	  

STEP:	  4-‐5	  

**	  Note**	  
Once	  installed,	  the	  
flexible	  tab	  on	  the	  
Straplock	  will	  hold	  
hooks	  in	  place.	  This	  
makes	  securing	  the	  
load	  a	  breeze	  and	  
reduces	  the	  risk	  of	  
loosing	  a	  strap	  in	  
transit.	  


