
	  
	  

Fawn	  Lake	  Fountains	  Light	  Kit	  Installation	  Instructions	  

(3)	  50	  Watt	  underwater	  rated	  lights	  
100’	  power	  cord	  

Stainless	  Steel	  hardware	  
200	  Watt	  Transformer	  (45	  Watt	  For	  LED	  kit)	  

	  

First	  secure	  the	  three	  lights	  as	  shown	  to	  the	  bottom	  of	  your	  fountain	  float	  with	  the	  
provided	  stainless	  steel	  bolts,	  split	  washers	  and	  flat	  washers.	  	  Do	  not	  over	  tighten!	  

	  

	  



	  
Attach	  stainless	  eyebolt	  to	  one	  of	  the	  internal	  threaded	  inserts	  and	  secure	  with	  nut	  

	  

Use	  provided	  zip-‐tie	  to	  secure	  light	  power	  cable	  to	  eyebolt.	  	  The	  power	  cable	  should	  
not	  have	  any	  stress	  on	  the	  first	  light	  fixture.	  	  Connect	  the	  end	  of	  the	  power	  cable	  to	  
the	  supplied	  transformer	  and	  enjoy	  the	  show.	  

	  

Notes:	  

• Light	  kit	  should	  be	  installed	  while	  fountain	  is	  on	  land.	  
• Double	  check	  that	  all	  bulbs	  are	  secure	  before	  returning	  the	  fountain	  to	  your	  

lake/pond.	  	  These	  can	  sometime	  come	  loose	  during	  shipping/installation	  


