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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. JULY 2007

1450 / 2900
CENTRIFUGAL PUMP PERFORMANCE DATA

SELECTION CHART

R.
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M
.

VOLUMETRIC FLOW RATE
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L/SEC  3       4      5    6        8     10                   20         30     40    50       70       100       150
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(Nominal
Speed)

MEA
50x32-160
2.2-5.5kW MEB

65x50-160
4-7.5kW

MED
100x80-160
11-18.5kW

MEC
80x65-160
5.5-15kW

MFA
50x32-200
5.5-11kW

MFB
        65x40
               -200
               7.5-15
                  kW

MFC
80x50-200
11-22kW

MFD
100x65-200
18.5-37kW        MFE

     125x80
-     200
   22-45
     kW

MGB
65x40-250
11-30kW

MGC
80x50-250
22-45kW

MGD
100x65-250

30-75kW MGE
125x80

-250
 45-90
  kW

       MFF
     125x100
        -200
        30-
     75kW

  MGF
 125x100

 -250
    55-
 110
  kW

MHB
65x40-315
22-45kW

MHC
80x50-315
30-75kW

MHD
100x65-315
55-110kW

MHF
125x100-315

90-132kW

MHE
125x80-315
75-132kW

VOLUMETRIC FLOW RATE
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(Nominal Speed)

MHH
    200
   x150-

 315
  22-
 45

  kW

 MJH
       200x
        150-400
       45-110kW

MKH
200x150
    -500
        90-200
             kW

   MHJ
250x 200
   -315
37-75kW

MKG
    150x
     125-500
   75-132kW

MKF
125x100-500

55-110kW

MEA
50x32-160

0.55-0.75kW

MFA
50x32-200

0.75—1.5kW

MGB
65x40-250
1.5-3kW

MHB
65x40-315
3-5.5kW

MEB
65x50-160

0.55-1.1
kW

MFB
        65x40
               -200
               1.1-2.2
                      kW

MEC
80x65-160

0.75-1.5
kW

MFC
80x50-200
1.5-3kW

    MGC
80x50-250

        3-5.5kW

MHC
80x50-

315

MED
100x80-160

1.1-3kW

MFD
100x65-200
2.2-5.5kW

MGD
100x65-250

4-7.5kW

MHD
100x65-315
  7.5-15kW

MJE
125x80-400

15-30kW

        MFE
     125x80
-     200
     3-7.5
      kW

MGE
125x80

-250
  5.5-11
   kW

MFF
  125x
     100
    -200
     4-
    7.5
  kW

 MGF
 125x100

 -250
   7.5-

15

MHF
     125x
          100
            -315
            11-22
             kW

MJF
  125x100

-400
22-45kW

MGG
 150x125

-250
11-22
kW

MHG
    150x125
          -315
             18.5-45
                    kW

     MJG
150x125-400

37-55kW
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. JULY 2007

970
CENTRIFUGAL PUMP PERFORMANCE DATA

SELECTION CHART

R.P.M.
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L/SEC  3       4      5    6        8     10                   20         30     40    50       70       100       150    200

M3/HR  10                   20         30             50                  100        150           250                 500

USGPM     50                  100        150           250                 500               1,000     1,500        2,500
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        MHH
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    MHJ
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    11-22
       kW

MKF
125x100-500
18.5-37kW970 R.P.M.

(Nominal Speed)

MKG
150x125-500

22-37kW

MKH
     200
      x150
    -      500
             30-55
                 kW

       MJH
200x150-400
    15-30kW



CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

50x32-160

33

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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0.55kW MOTOR
SPEED: 1395 R.P.M.

INLET DIA.: 50 mm

DISCH DIA.: 32 mm

MAXIMUM POWER 0.55 kW

2
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6
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metres

PUMP MODEL

50x32-160

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 11-04-05 ISSUE 2
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0.75kW MOTOR
SPEED: 1400 R.P.M.

INLET DIA.: 50 mm

DISCH DIA.: 32 mm

MAXIMUM POWER 0.62 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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0.55kW MOTOR
SPEED: 1395 R.P.M.

INLET DIA.: 50 mm

DISCH DIA.: 32 mm

MAXIMUM POWER 0.55 kW
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50x32-160

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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0.75kW MOTOR
SPEED: 1400 R.P.M.

INLET DIA.: 50 mm

DISCH DIA.: 32 mm

MAXIMUM POWER 0.62 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

50x32-160
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

50 x 32-160

0 1 2 3 4 5 6 7 8 9 10

0 2.5 5 7.5 10 12.5 15 17.5 20 22.5 25 27.5

0 10 20 30 40 50 60 70 80 90 100
0 20 40 60 80 100 120

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

17.5

20

22.5

25

27.5

30

32.5

35

37.5

40

42.5

45

47.5

50

52.5

60

80

100

120

140

160
4.0kW MOTOR
SPEED: 2880 R.P.M.
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MAXIMUM POWER 3.97 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SEA507

174

164

155

146

IMPELLER DIA. - mm

3.5 kW

3 kW

2.5 kW

2 kW

30% 40%
50%

50%

55%

55%

58%

58%

60%

60%

61%

61%

62%

62%

174mm

NPSHR 146mm

T
O
T
A
L

H
E
A
D

~

M
E
T
R
E
S

T
O
T
A
L

H
E
A
D

~

F
E
E
T

0 1 2 3 4 5 6 7 8 9 10

0 4 8 12 16 20 24 28 32

0 10 20 30 40 50 60 70 80 90 100 110 120
0 20 40 60 80 100 120 140

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

17.5

20

22.5

25

27.5

30

32.5

35

37.5

40

42.5

45

47.5

50

52.5

60

70

80

90

100

110

120

130

140

150

160

170
5.5kW MOTOR
SPEED: 2915 R.P.M.

INLET DIA.: 50 mm

DISCH DIA.: 32 mm

MAXIMUM POWER 4.75 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2880 R.P.M.
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SPEED: 2915 R.P.M.
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

50x32-160
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2825 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA
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50x32-200

77

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

50x32-200
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA
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MODEL
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2915 R.P.M.
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DISCH DIA.: 32 mm
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2915 R.P.M.
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

50x32-200

1010

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1400 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 50 mm
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SPEED: 1390 R.P.M.
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2
4
6
8NPSHR

metres

PUMP MODEL

65x50-160

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1400 R.P.M.
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DISCH DIA.: 50 mm

MAXIMUM POWER 0.74 kW
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x50-160

1212

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1395 R.P.M.

INLET DIA.: 65 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x50-160

1313

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2915 R.P.M.
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SPEED: 2915 R.P.M.
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DISCH DIA.: 50 mm

MAXIMUM POWER 6.72 kW
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1313

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2915 R.P.M.
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x50-160

1414

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2880 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 3.97 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-200

1515

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1390 R.P.M.
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DISCH DIA.: 40 mm

MAXIMUM POWER 1.5 kW
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2.2kW MOTOR
SPEED: 1425 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 1.75 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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1515

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1390 R.P.M.
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DISCH DIA.: 40 mm
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SPEED: 1425 R.P.M.
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-200

1616

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1390 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 1.09 kW
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PUMP MODEL

65x40-200

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 12-04-05 ISSUE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-200

1717

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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24011kW MOTOR
SPEED: 2940 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 10.93 kW
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PUMP MODEL

65x40-200

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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15kW MOTOR
SPEED: 2935 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 13.13 kW
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PUMP MODEL

65x40-200

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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1717

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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24011kW MOTOR
SPEED: 2940 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 10.93 kW
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PUMP MODEL

65x40-200

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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15kW MOTOR
SPEED: 2935 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 13.13 kW
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PUMP MODEL

65x40-200

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-200

1818

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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7.5kW MOTOR
SPEED: 2915 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 7.44 kW
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PUMP MODEL

65x40-200

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 12-04-05 ISSUE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-250

1919

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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802.2kW MOTOR
SPEED: 1425 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 2.19 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 19-04-05 ISSUE 2
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3.0kW MOTOR
SPEED: 1430 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 2.84 kW
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PUMP MODEL

65x40-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 19-04-05 ISSUE 2
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1919

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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802.2kW MOTOR
SPEED: 1425 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 2.19 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1430 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 2.84 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-250

2020

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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1.5kW MOTOR
SPEED: 1390 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 1.5 kW
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metres

PUMP MODEL

65x40-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 19-04-05 ISSUE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-250

2121

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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22kW MOTOR
SPEED: 2950 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 21.94 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.
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SPEED: 2955 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 23.1 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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2121

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2950 R.P.M.
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DISCH DIA.: 40 mm

MAXIMUM POWER 21.94 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2955 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 23.1 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-250

2222

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2935 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 15.02 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2940 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 18.5 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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2222

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2935 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 15.02 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-250

2323

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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11kW MOTOR
SPEED: 2940 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 11.04 kW
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PUMP MODEL

65x40-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-315

2525

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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4.0kW MOTOR
SPEED: 1440 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 4.0 kW
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PUMP MODEL

65x40-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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1605.5kW MOTOR
SPEED: 1450 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 4.97 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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2525

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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4.0kW MOTOR
SPEED: 1440 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 4.0 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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1605.5kW MOTOR
SPEED: 1450 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-315

2626

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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3.0kW MOTOR
SPEED: 1430 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 3.0 kW
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-315

2727

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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37kW MOTOR
SPEED: 2955 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 37.09 kW
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SPEED: 2970 R.P.M.
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2970 R.P.M.
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MAXIMUM POWER 40.42 kW
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

65x40-315

2828

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2950 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 21.96 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2955 R.P.M.

INLET DIA.: 65 mm

DISCH DIA.: 40 mm

MAXIMUM POWER 30.01 kW
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2828

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

80x65-160

2929

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1390 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

80x65-160

3030

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1400 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 0.75 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.
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MOTORPUMPS

50Hz PERFORMANCE

MODEL

80x65-160

3131

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2940 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 10.97 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2935 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 11.68 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2940 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 10.97 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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15kW MOTOR
SPEED: 2935 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 11.68 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

80x65-160

3232

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2915 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 5.48 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2915 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 7.43 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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3232

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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5.5kW MOTOR
SPEED: 2915 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 5.48 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2915 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

80x50-200

3333

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1425 R.P.M.
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MAXIMUM POWER 2.19 kW
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3.0kW MOTOR
SPEED: 1430 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 2.55 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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3333

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1425 R.P.M.
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3.0kW MOTOR
SPEED: 1430 R.P.M.

INLET DIA.: 80 mm
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

MODEL

80x50-200

3434

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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481.5kW MOTOR
SPEED: 1390 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 1.49 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.
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50Hz PERFORMANCE

MODEL

80x50-200

3535

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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18.5kW MOTOR
SPEED: 2940 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 18.41 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 12-04-05 ISSUE 2

SFC513

219

205

194

182

IMPELLER DIA. - mm

15 kW

12 kW9 kW

40% 50% 60% 65%
70%

70%

72%

72%

74%

74%

75%

75%

219mmNPSHR 182mm

T
O
T
A
L

H
E
A
D

~

M
E
T
R
E
S

T
O
T
A
L

H
E
A
D

~

F
E
E
T

0 2.5 5 7.5 10 12.5 15 17.5 20 22.5 25 27.5 30

0 10 20 30 40 50 60 70 80 90 100

0 40 80 120 160 200 240 280 320 360
0 40 80 120 160 200 240 280 320 360 400 440

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

35

40

45

50

55

60

65

70

75

80

85

100

120

140

160

180

200

220

240

260

22kW MOTOR
SPEED: 2950 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 21.27 kW

2
4
6
8NPSHR

metres

PUMP MODEL

80x50-200

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2940 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 18.41 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2950 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 21.27 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

3636

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2940 R.P.M.
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MAXIMUM POWER 11.1 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2935 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 14.96 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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3636

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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MAXIMUM POWER 11.1 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2935 R.P.M.

INLET DIA.: 80 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

3737

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

80 x 50-250

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18

0 5 10 15 20 25 30 35 40 45 50 55 60

0 20 40 60 80 100 120 140 160 180 200 220
0 25 50 75 100 125 150 175 200 225 250

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

7.5

10

12.5

15

17.5

20

22.5

25

27.5

20

30

40

50

60

70

80

90

4.0kW MOTOR
SPEED: 1440 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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3737

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1440 R.P.M.
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DISCH DIA.: 50 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1450 R.P.M.
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2

4

6

8NPSHR

metres

PUMP MODEL

80x50-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

3838

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

80 x 50-250

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

0 5 10 15 20 25 30 35 40 45 50

0 20 40 60 80 100 120 140 160 180
0 20 40 60 80 100 120 140 160 180 200 220

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

20

30

40

50

60

703.0kW MOTOR
SPEED: 1430 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 2.99 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

3939

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2955 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 36.85 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2970 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 39.6 kW
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PUMP MODEL

80x50-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 18-04-05 ISSUE 2
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80x50-250

3939

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2955 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 36.85 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 18-04-05 ISSUE 2
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38045kW MOTOR
SPEED: 2970 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 39.6 kW
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PUMP MODEL

80x50-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 18-04-05 ISSUE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4040

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2950 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 22.04 kW
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PUMP MODEL

80x50-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 18-04-05 ISSUE 2
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SPEED: 2955 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 30.11 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 18-04-05 ISSUE 2
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MODEL

80x50-250

4040

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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22kW MOTOR
SPEED: 2950 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 22.04 kW
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PUMP MODEL

80x50-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 18-04-05 ISSUE 2
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SPEED: 2955 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 30.11 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 18-04-05 ISSUE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4141

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1450 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 5.49 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1450 R.P.M.
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DISCH DIA.: 50 mm

MAXIMUM POWER 7.49 kW

2

4

6

8NPSHR

metres

PUMP MODEL

80x50-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 26-04-05 ISSUE 2
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MODEL

80x50-315

4141

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1450 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 5.49 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1450 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 7.49 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4242

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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4.0kW MOTOR
SPEED: 1440 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 4.01 kW

2

4

6

8NPSHR

metres

PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4343

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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55kW MOTOR
SPEED: 2970 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 54.81 kW
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PUMP MODEL

80x50-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2975 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 62.22 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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MODEL

80x50-315

4343

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

80 x 50-315

0 2.5 5 7.5 10 12.5 15 17.5 20 22.5 25 27.5 30

0 10 20 30 40 50 60 70 80 90 100

0 40 80 120 160 200 240 280 320 360
0 40 80 120 160 200 240 280 320 360 400 440

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

80

90

100

110

120

130

140

150

160

170

180

280

320

360

400

440

480

520

560
55kW MOTOR
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2975 R.P.M.

INLET DIA.: 80 mm

DISCH DIA.: 50 mm

MAXIMUM POWER 62.22 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4444

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 26-04-05 ISSUE 2
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80x50-315

4444

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4545

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DISCH DIA.: 50 mm

MAXIMUM POWER 29.89 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 26-04-05 ISSUE 2

SHC515

277
274

265

257

IMPELLER DIA. - mm

25 kW

20 kW

15 kW

30%
40%

45%
50%

53%
55%

57%

57%

58%

58%

59%

59%

NPSHR
274mm

T
O
T
A
L

H
E
A
D

~

M
E
T
R
E
S

T
O
T
A
L

H
E
A
D

~

F
E
E
T

MODEL

80x50-315

TO
TA

L 
H

EA
D

 - 
FE

ET

TO
TA

L 
H

EA
D

 - 
M

ET
R

ES



Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4747

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1425 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 2.18 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 11-04-05 ISSUE 2
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SPEED: 1430 R.P.M.
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MAXIMUM POWER 2.31 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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MODEL

100x80-160

4747

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1430 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4848

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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100x80-160

4848

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

4949

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2935 R.P.M.
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MAXIMUM POWER 14.85 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2940 R.P.M.

INLET DIA.: 100 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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MODEL

100x80-160

4949

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

100 x 80-160

0 5 10 15 20 25 30 35 40 45 50

0 20 40 60 80 100 120 140 160 180

0 100 200 300 400 500 600
0 100 200 300 400 500 600 700

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

15

20

25

30

35

40

45

40

60

80

100

120

14015kW MOTOR
SPEED: 2935 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 14.85 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2940 R.P.M.
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MAXIMUM POWER 18.23 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

5050

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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11kW MOTOR
SPEED: 2940 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 10.99 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

5151

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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604.0kW MOTOR
SPEED: 1440 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 4.0 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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645.5kW MOTOR
SPEED: 1450 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 4.67 kW
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100x65-200

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 12-04-05 ISSUE 2
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100x65-200

5151

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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604.0kW MOTOR
SPEED: 1440 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 4.0 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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645.5kW MOTOR
SPEED: 1450 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 4.67 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

5252

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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5252

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

5656

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

5757

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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INLET DIA.: 100 mm

DISCH DIA.: 65 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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MAXIMUM POWER 55.23 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2975 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 59.19 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

5858

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2955 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2970 R.P.M.
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DISCH DIA.: 65 mm

MAXIMUM POWER 45.16 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SGD517

254

250

236

222

IMPELLER DIA. - mm

40 kW

30 kW

20 kW

40% 50% 60% 65%
70%

73%
75%

75%

77%

77%

78%

78%

78.5%

78.5%

254mmNPSHR
222mm

T
O
T
A
L

H
E
A
D

~

M
E
T
R
E
S

T
O
T
A
L

H
E
A
D

~

F
E
E
T

MODEL

100x65-250

5858

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2955 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2970 R.P.M.
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

5959

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2955 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 29.79 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

6161

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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11kW MOTOR
SPEED: 1465 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 11.0 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1460 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 13.49 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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6161

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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11kW MOTOR
SPEED: 1465 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 11.0 kW
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PUMP MODEL

100x65-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

6262

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1450 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

6363

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CURVE No.

DATE 26-04-05 ISSUE 2

SHD521

342

325

308

291

274

IMPELLER DIA. - mm
90 kW

70 kW
50 kW

100 kW

80 kW

60 kW

30% 40% 50% 55%
60%

60%

63%

63%

65%

65%

67%

67%

68%68%

342mm

NPSHR
274mm

T
O
T
A
L

H
E
A
D

~

M
E
T
R
E
S

T
O
T
A
L

H
E
A
D

~

F
E
E
T

MODEL

100x65-315

6363

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

6464

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

100 x 65-315

0 5 10 15 20 25 30 35 40 45 50

0 20 40 60 80 100 120 140 160 180

0 50 100 150 200 250 300 350 400 450 500 550 600
0 100 200 300 400 500 600 700

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

60

70

80

90

100

110

120

200

225

250

275

300

325

350

375
55kW MOTOR
SPEED: 2970 R.P.M.

INLET DIA.: 100 mm

DISCH DIA.: 65 mm

MAXIMUM POWER 55.16 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2975 R.P.M.
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DISCH DIA.: 65 mm

MAXIMUM POWER 74.63 kW
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6464

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2970 R.P.M.
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

6565

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-200
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1451 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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6565

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-200
CENTRIFUGAL PUMP PERFORMANCE DATA
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

6767

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

6868

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

6969

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1456 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 10.42 kW
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PUMP MODEL

125x80-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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6969

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-250
CENTRIFUGAL PUMP PERFORMANCE DATA
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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SPEED: 1456 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 10.42 kW

2
4
6
8NPSHR

metres

PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7070

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1451 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 5.44 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7171

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-250
CENTRIFUGAL PUMP PERFORMANCE DATA
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75kW MOTOR
SPEED: 2974 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 74.82 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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SPEED: 2970 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 77.38 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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MODEL

125x80-250

7171

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-250
CENTRIFUGAL PUMP PERFORMANCE DATA

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

0 10 20 30 40 50 60 70 80
0 25 50 75 100 125 150 175 200 225 250 275

0 100 200 300 400 500 600 700 800 900 1000
0 100 200 300 400 500 600 700 800 900 1000 1100 1200

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

20

30

40

50

60

70

80

90

100

110

120

80

120

160

200

240

280

320

360
75kW MOTOR
SPEED: 2974 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 74.82 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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37590kW MOTOR
SPEED: 2970 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 77.38 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7272

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2953 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 45.04 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 17-12-03 ISSUE  1 

SGE517

231

222

208
IMPELLER DIA. - mm

37 kW
30 kW

22 kW

53%

53%

60%

60%

66%

66%

70%

70%

72%

72%

73%

73%

 222mm

T
O
T
A
L

H
E
A
D

~

M
E
T
R
E
S

T
O
T
A
L

H
E
A
D

~

F
E
E
T

0 10 20 30 40 50 60 70 80
0 25 50 75 100 125 150 175 200 225 250 275

0 100 200 300 400 500 600 700 800 900 1000
0 100 200 300 400 500 600 700 800 900 1000 1100 1200

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

20

30

40

50

60

70

80

90

100

80

120

160

200

240

280

32055kW MOTOR
SPEED: 2965 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 54.9 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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125x80-250

7272

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2953 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 45.04 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2965 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 54.9 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7373

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-315
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1457 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 14.99 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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SPEED: 1471 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 17.76 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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7373

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-315
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1457 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 14.99 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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SPEED: 1471 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 17.76 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7474

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-315
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11kW MOTOR
SPEED: 1456 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 11.01 kW
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PUMP MODEL

125x80-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7575

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-315
CENTRIFUGAL PUMP PERFORMANCE DATA
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110kW MOTOR
SPEED: 2974 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 109.75 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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132kW MOTOR
SPEED: 2983 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 132.72 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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MODEL

125x80-315

7575

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-315
CENTRIFUGAL PUMP PERFORMANCE DATA

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

0 10 20 30 40 50 60 70 80
0 25 50 75 100 125 150 175 200 225 250

0 100 200 300 400 500 600 700 800 900
0 100 200 300 400 500 600 700 800 900 1000 1100

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

40

50

60

70

80

90

100

110

120

130

140

150

160

160

200

240

280

320

360

400

440

480

520
110kW MOTOR
SPEED: 2974 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 109.75 kW
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PUMP MODEL

125x80-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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132kW MOTOR
SPEED: 2983 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 132.72 kW
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PUMP MODEL

125x80-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7676

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-315
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38075kW MOTOR
SPEED: 2974 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 75.07 kW
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PUMP MODEL

125x80-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 17-12-03 ISSUE  1 
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SPEED: 2970 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 89.71 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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MODEL

125x80-315

7676

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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38075kW MOTOR
SPEED: 2974 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 75.07 kW
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PUMP MODEL

125x80-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 17-12-03 ISSUE  1 
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44090kW MOTOR
SPEED: 2970 R.P.M.
INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 89.71 kW
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PUMP MODEL

125x80-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7777

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-400
CENTRIFUGAL PUMP PERFORMANCE DATA
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20022kW MOTOR
SPEED: 1470 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 22.03 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 26-04-05 ISSUE 2
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30kW MOTOR
SPEED: 1475 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 29.9 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 26-04-05 ISSUE 2
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MODEL

125x80-400

7777

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 80-400
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1470 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 22.03 kW
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PUMP MODEL
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1475 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 29.9 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 26-04-05 ISSUE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7878

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1460 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 15.06 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1470 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 80 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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MODEL

125x80-400

7878

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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16015kW MOTOR
SPEED: 1460 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 80 mm

MAXIMUM POWER 15.06 kW
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PUMP MODEL

125x80-400

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

7979

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA
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565.5kW MOTOR
SPEED: 1450 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 100 mm

MAXIMUM POWER 5.53 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1450 R.P.M.
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DISCH DIA.: 100 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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7979

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 100-200
CENTRIFUGAL PUMP PERFORMANCE DATA

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

0 5 10 15 20 25 30 35 40 45 50 55 60

0 20 40 60 80 100 120 140 160 180 200

0 100 200 300 400 500 600 700
0 100 200 300 400 500 600 700 800 900

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

12

16

20

24

28

32

36

40

44

48

52

565.5kW MOTOR
SPEED: 1450 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 100 mm

MAXIMUM POWER 5.53 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1450 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 100 mm

MAXIMUM POWER 7.47 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

8080

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 1440 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 100 mm

MAXIMUM POWER 4.01 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

8181

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 100-200
CENTRIFUGAL PUMP PERFORMANCE DATA
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55kW MOTOR
SPEED: 2970 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 100 mm

MAXIMUM POWER 54.91 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 2975 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 100 mm

MAXIMUM POWER 59.54 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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MODEL

125x100-200

8181

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 100-200
CENTRIFUGAL PUMP PERFORMANCE DATA
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

8383

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA
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MOTORPUMPS

50Hz PERFORMANCE

8585

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA
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50Hz PERFORMANCE
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.
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STARLINE
MOTORPUMPS

50Hz PERFORMANCE

8787

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

9191

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 100-315
CENTRIFUGAL PUMP PERFORMANCE DATA
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MAXIMUM POWER 131.84 kW

2
4
6
8NPSHR

metres

PUMP MODEL

125x100-315

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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9191

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 100-315
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 2976 R.P.M.

INLET DIA.: 125 mm
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

9292

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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SPEED: 2975 R.P.M.
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DISCH DIA.: 100 mm

MAXIMUM POWER 89.77 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

9393

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 100-400
CENTRIFUGAL PUMP PERFORMANCE DATA
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22037kW MOTOR
SPEED: 1480 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 100 mm

MAXIMUM POWER 36.95 kW
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PUMP MODEL

125x100-400

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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DATE 27-04-05 ISSUE 2
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SPEED: 1480 R.P.M.

INLET DIA.: 125 mm

DISCH DIA.: 100 mm

MAXIMUM POWER 44.08 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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9393

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

125 x 100-400
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1480 R.P.M.
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MAXIMUM POWER 36.95 kW
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1480 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

9494

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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SPEED: 1475 R.P.M.
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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9494

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

150 x 125-250
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1470 R.P.M.

INLET DIA.: 150 mm

DISCH DIA.: 125 mm

MAXIMUM POWER 20.25 kW

2
4
6
8NPSHR

metres

PUMP MODEL

150x125-250

DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2

CURVE No.

DATE 19-04-05 ISSUE 2

SGG554

278

264

250

236

222

IMPELLER DIA. - mm

16 kW

12 kW

8 kW

50% 60%

60%

70%

70%

74%

74%

80%

80%

82%

82%

84%

84%

85%
85%

65%

65%

77%

77%

278mm
NPSHR

222mm

T
O
T
A
L

H
E
A
D

~

M
E
T
R
E
S

T
O
T
A
L

H
E
A
D

~

F
E
E
T

TO
TA

L 
H

EA
D

 - 
FE

ET
TO

TA
L 

H
EA

D
 - 

FE
ET

TO
TA

L 
H

EA
D

 - 
M

ET
R

ES



CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

9696

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

150 x 125-250
TO

TA
L 

H
E

A
D

 —
 M

E
T

R
E

S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

TO
TA

L 
H

E
A

D
 —

 M
E

T
R

E
S

TO
TA

L 
H

E
A

D
 —

 F
E

E
T

0 10 20 30 40 50 60 70 80 90 100

0 40 80 120 160 200 240 280 320

0 100 200 300 400 500 600 700 800 900 1000 1100 1200
0 200 400 600 800 1000 1200 1400

VOLUMETRIC FLOWRATE

l/sec
m³/hr

igpm
usgpm

2.5

5

7.5

10

12.5

15

17.5

20

22.5

10

20

30

40

50

60

7011kW MOTOR
SPEED: 1465 R.P.M.

INLET DIA.: 150 mm

DISCH DIA.: 125 mm

MAXIMUM POWER 10.95 kW
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Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

9797

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

150 x 125-315
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1480 R.P.M.
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

150 x 125-315
CENTRIFUGAL PUMP PERFORMANCE DATA
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SPEED: 1480 R.P.M.

INLET DIA.: 150 mm
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SPEED: 1480 R.P.M.
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

9898

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

9999

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

101101

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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CENTRIFUGAL PUMP PERFORMANCE DATA
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

102102

CENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. May 2005

Performance to AS2417 Grade 2  for clean, cold water only. May 2005
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DATA FOR CLEAN COLD WATER ONLY PUMP PERFORMANCE TO AS2417 GRADE 2
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. July 2007

Performance to AS2417 Grade 2  for clean, cold water only. July 2007
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MODEL

150x125-500

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. July 2007

Performance to AS2417 Grade 2  for clean, cold water only. July 2007
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Performance to AS2417 Grade 2 for clean, cold water only.

CENTRIFUGAL PUMP PERFORMANCE DATA

STARLINE
MOTORPUMPS

50Hz PERFORMANCECENTRIFUGAL PUMP PERFORMANCE DATA

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. July 2007

Performance to AS2417 Grade 2  for clean, cold water only. July 2007
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CENTRIFUGAL PUMP PERFORMANCE DATA

Performance to AS2417 Grade 2 for clean, cold water only.

Performance to AS2417 Grade 2 for clean, cold water only.

STARLINE
MOTORPUMPS

50Hz PERFORMANCE

A division of               Flow Control Pacific Pty Ltd  A.B.N. 83 000 922 690

Performance to AS2417 Grade 2  for clean, cold water only. July 2007

Performance to AS2417 Grade 2  for clean, cold water only. July 2007
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Performance to AS2417 Grade 2 for clean, cold water only.
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45kW MOTOR
SPEED: 1480 R.P.M.
INLET DIA.: 250 mm

DISCH DIA.: 200 mm

MAXIMUM POWER 44.86 kW
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37kW MOTOR
SPEED: 1480 R.P.M.
INLET DIA.: 250 mm

DISCH DIA.: 200 mm

MAXIMUM POWER 37.07 kW
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