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GALIO INSERT MANUAL GALIO INSERT AUTOMATIC
(NG) max. 13.6 kW | 46 405 BTU/h

(LPG) max. 11.8 kW | 40 263 BTU/h

(NG) max. 9.4 kW | 32 074 BTU/h

(LPG) max. 11.8 kW | 40 263 BTU/h

 (NG) max. 1.22 m³/h | 43.1 ft³/h

(LPG) max. 0.93 kg/h | 2.05 lbs/h

 (NG) max. 1.0 m³/h | 35.3 ft³/h

(LPG) max. 0.93 kg/h | 2.05 lbs/h

(NG) 20 mbar | 8.0"wc

(LPG) 37 mbar  | 14.9"wc

(NG) 20 mbar | 8.0"wc

(LPG) 37 mbar  | 14.9"wc

13.0 kg / 28.7 lbs 21.0 kg / 46.3 lbs

230  mm (9.1”)

1027  mm (40.4”)

230  mm (9.1”)

1160  mm (45.7”)

Custom shape Smooth flame height regulation Thermocouple Easy to install

DECORATION
Black diamond stones

CONTROL OPTIONS

OPTIONAL
Galio Automatic

OPTIONAL
Galio Automatic

COMPATIBLE
Galio Automatic

GAS OUTDOOR FIRES
GALIO INSERT

GALIO INSERT AUTOMATICGALIO INSERT MANUAL

AUTOMATIC 
CONTROL

MANUAL 
CONTROL


