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The Vamoose HONDO represents the 
pinnacle of electric cycle capability. With a 
choice from either a full-suspension AWD 
or full-suspension mid-drive, this cycle is in 
a league of its own!

Model: HONDO
      AWD OR MID-DRIVE
	 											VM-HD	52-750-0-750-200	OR	VM-HD	52-0-1000-0-200

TEKTRO DORADO
QUAD PISTON

Battery
Battery	 	 52V	20Ah	Samsung™	lithium-ion	battery	-	two-battery	capable
Battery	Watt	Hours	 1040	Wh
Distance	per	charge	 Approx.	52	miles	or	84	kilometres
Wiring	 	 High	quality,	weather-resistent	connectors	and	wiring	harness.

Display
Display	 	 APT	860C	Display
USB	plugin	 	 Yes

Braking System
Brake	components	 Front	and	rear	Tektro™	Tektro	HD-E730	Dorado	4	PISTON
Brake	Roter	 	 Front	and	rear	Tektro™	203mm
Brake	pad	 	 Metallic

Frameset
Frame	 	 6061	Aluminum	Alloy	full	suspension	with	trailer	eylets
Front	fork*	 	 HONDO	AWD	-	RST	"AIR"	aluminum	alloy	suspension	lock	out fork	
	 	 	 HONDO	MID	-	INV	GTMRK	air	aluminum	alloy	suspension	lock	out fork
   *Both come with the all-new Vamoose travel stop in head tube
Rear	shock	 	 Rockshox	Rear	shock	DELUXE	SELECT	190*45

Wheels
Rims	 	 	 Custom	built	aluminum	alloy
Front	tire	 	 26”	x	4.8”	MAXXIS™	Moutain	tire	
Rear	tire	 	 26”	x	4.8”	MAXXIS™	Moutain	tire
Max	tire	size	 	 26”	x	4.8”

Drivetrain
Shifters	and	derailleur	 SRAM™	X5	9	speed
Crank		 	 AWD	-	48T	aluminum	alloy	black/MID	-	BAFANG	Crank
Chain		 	 Anti-rust	with	148	links
Pedals	 	 GYBEARING	aluminum

Other Equipment
Saddle	 	 Nebula™ Gel
Handle	Bar	 	 PROMAX™	Swept	back	aluminum	alloy
Seat	post	 	 PROMAX™	aluminum	alloy	and	with	a	quick	release	clamp	
Kickstand	 	 Custom	built	side	kick
Headlight	 	 Bright	LED
Tail	light	 	 Rear	LED	tail	light
Charger	 	 52V	4Amp	Smart	Quick	Charger

Dimensions
Suitable	rider	height	 5’4”	-	6’3”+
Max.	load	 	 300	lbs.

HONDO (BOTH MODELS)

HONDO AWD HONDO MID-DRIVE

Motor(s)
Front	&	Rear	Motor
Controller
Torque

BAFANG™	52V	750W	X	2
52V	high-efficiency	controller
100 Nm Max torque x 2

BAFANG™	620	1000W	MID
52V	high-efficiency	controller
150 Nm Max torque

SPECIFICATIONS: CLASS 2 EBIKE

SRAM
DERAILLEUR

ROCKSHOX
REAR SHOCK

AWD OR MID-MOTOR

APEX EBIKEHONDO




