
4. (Apply to a surface)
Put the expansion plug into the wall hole so both 
the wall holes and the hanging bar holes match. 
Securly screw hanging bar to wall.

1. Please choose portrait or landscape installation 
method first

2. Level the hanging bar. 
Mark with a pen in the hanging bar hole

3. Use the drill to make the holes

5. Please cut off all the power before connection 6. Connect as per above photo

7. Hang up the mirror. 
Shake left and right to see if it is stable 8. Turn on the power

6. Connect as per above photo5. Please cut off all the power before connection

3. Use the drill to make the holes

8. Turn on the power
7. Hang up the mirror. 
Shake left and right to see if it is stable

2. Using a level. Mark the distance between two 
holes on the wall with a pen

1. Please choose portrait or landscape installation 
method first. Use a measuring tape to measure the 
distance between the two holes.

4. (Apply to a soild wall)
Put the expansion plug into the wall hole so both 
the wall holes and mounting holes match. Securly 
screw hanging bar to wall.



Notes:

1.   Please do not use, if the product is broken.
2.   During operation, never put hard and sharp materials directly against the mirror   
surface. Otherwise, it may result in current leakage and even personal injury accident.
3.   This product must be installed by a registered electrician.
4.   The light source contained in this luminaire shall only be replaced by the 
manufacturer or service agent. 

Product model:

Rated voltage:

Rated frequency:

Anti-fog power:

Rated current:

Lamp power:

Power factor:

LED Colour: 

BM9060, BM6060 & BM4214

220 - 240V

50/60HZ

10W

0.07A

9W

0.9

4000K


