
Lantern - Wall Light
Model: LWL632

Installation Instructions

All installations must be carried out by a qualified electrician following local regulations. Make sure that the power is switched off before 
installation. Please read and follow the ‘Installation instructions’ and ‘Safety instructions’ sections carefully before commencing installation. 

Installation of this model can change from time to time please read instructions every time before installation. For detailed specification, please go to our website eurotechlighting.co.nz

Code: Colour:
Dimensions 

(mm):
Fixing area 

(mm):
IP Rating: Lamp type: Voltage: Material:

LWL632 Black
402H x 222W x 

261D
 118W x 188H IP54

E27 60W max

(Not Included) 
230V Polycarbonate

For detailed specification, please go to our website eurotechlighting.co.nz

Installation Instructions

1. Fix backplate to the wall ensuring the arrow is pointing up. Run power cable through the rubber seal.

2. Connect the mains supply to the terminal block, using the following instructions for the wiring:  

Connect the Live wire to the corresponding terminal on the terminal block marked L.  

Connect the Neutral wire to the corresponding terminal on the terminal block marked N.

3. Choose if you want the fitting to be up or down. Fix the arm to the backplate with provided locking nuts.

4. Fit the lantern head to base through the bottom of the lantern for up installation or through the top cap if down.

5. Slide the glasses into place inside the lantern.

6. Fit the bulb as per the below instructions.

7. Fit the second part of the lantern. The cage for down and the cap up for up.

8. Fit the finial to open part. Top cap for up and the bottom of the cage for down.

Changing the Bulb

1. Turn off the power.

2. Remove lantern head by turning and unlocking. Remove cage part if facing down. Remove cap if facing up.

3. After the bulb has cooled, turn it anti-clockwise to unscrew it from the lamp holder.

4. When installing the new bulb, turn it clockwise into the socket until it stops. Do not overtighten.

5. Refit removed part and turn to lock into place.

Product Information

Product Visual Convertible from DOWN to UP

Saftey Instructions
Read these instructions carefully before commencing installation.

1. The light source contained in this luminaire shall only be replaced by the manufacturer or this service 
agent or a similar qualified person.

2. This LED luminaire must be installed by a licensed electrician ONLY following all local regulations.

3. Ensure that the cables will not be squeezed or damaged by sharp edges.

4. Clean the light with a soft cloth and a standard PH-neutral detergent.

5. Misuse of/or changes to the appliance shall void all warranties.

6. Do not install on a surface that is not suitable or deformed.

7. Do not install on or above a surface with a high temperature.

8. There should not be any materials that are corrosive, explosive.


