
Flood Luminaire Photometric Data
Description Information

 Luminary Name: BSP07 Lum. Catelog: Test ID: 

Lamp Name:  3500K Lamp Catelog: COB Test Date:  2020/09/14

Manufacture:  Eurotech Lighting Limited Shld.Ang(°): Test Machine:GON-2000

Test Lab:  Test Frequency(Hz): Lamp CCT(K):  Ra: 

Lum.Size(W*L*H):0.200m*-0.200m*0.000m Lum.Area(m2):0.031 Lum.W(kg):  0.010

Test System:  C,γ Test Step:  C=30.0 γ=1.0 Temp.(℃):  25 Humidity(%): 50.0

Character Parameter

Lamp Speciality Parameter Luminaire Speciality Parameter

Rated Flux(lm):  1263.000

Rated Power(W): 

Rated Voltage(V): 

Tested Power(W):  3.000

Lamps' Inside:  1

Tested Electrics(V,A,pf):0.0,0.000,0.000

Lamp Size(W*L*H):0.200m*-0.200m*0.000m

Luminary Flux(lm):  166.296

Luminary Efficiency:  13.17%

Luminary EER(lm/W):  55.432

Max.Candela(cd):  453.938

Max Cand@Ang.(°):  B=-1.5 β=-2.5

Beam Angle(50%)(V,H):  28.6(°),28.6(°)

Field Angle(10%)(V,H): 56.2(°),56.4(°)

Beam Lumens(lm):  63.97

Beam Efficiency(%):  38.47

Field Lumens(lm):  122.68

Field Efficiency(%):  73.77

ErP φuse(90°):  146.530lm

IRF(%):  713.118

B Plane Distribution Diagram
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2D Plane Light Intensity Distribution Curve

 Lum.Name: BSP07 Lum. Catelog: Test ID: 

Lamp Name:  3500K Lamp Catelog: COB Test Lab:  Test

Manufacture: Eurotech Lighting Limited Test Machine:GON-2000 Test Date: 2020/09/14

B Plane Distribution Diagram

Unit:cdB Plane [50%MaxAng.] [10%MaxAng.]
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Plane ISO-Illuminance Diagram

 Lum.Name: BSP07 Lum. Catelog: Test ID: 

Lamp Name:  3500K Lamp Catelog: COB Test Lab:  Test

Manufacture: Eurotech Lighting Limited Test Machine:GON-2000 Test Date: 2020/09/14

Plane ISO-Illuminance Curve

Curves:

unit:lx

[EMax]    =50.251

Working Plane Luminaire Mounting Height(m): 3.00

Working Plane Maximum Illuminance(lx): 50.25

   Working Plane Maximum Illuminance Position(d/h):H-0.0 V-0.0
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[EMax*90%]=45.226

[EMax*80%]=40.200

[EMax*70%]=35.175

[EMax*60%]=30.150

[EMax*50%]=25.125

[EMax*40%]=20.100

[EMax*30%]=15.075

[EMax*20%]=10.050

[EMax*10%]=5.025
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Illuminance-Distance Diagram

 Lum.Name: BSP07 Lum. Catelog: Test ID: 

Lamp Name:  3500K Lamp Catelog: COB Test Lab:  Test

Manufacture: Eurotech Lighting Limited Test Machine:GON-2000 Test Date: 2020/09/14

Illuminance-Distance Curve

Height Center E Average E Diameter

1.0m
3.281ft

438.83lx
40.768fc

0.510m
1.673ft

313.232lx
29.100fc

2.0m
6.562ft

109.71lx
10.192fc

1.020m
3.346ft

78.308lx
7.275fc

3.0m
9.843ft

48.758lx
4.530fc

1.530m
5.019ft

34.804lx
3.233fc

4.0m
13.123ft

27.427lx
2.548fc

2.040m
6.692ft

19.577lx
1.819fc

5.0m
16.404ft

17.553lx
1.631fc

2.550m
8.365ft

12.529lx
1.164fc

Beam Angle:28.6

IES Flood Report
Photometric Filename:BSP07.IES

MIBANG


