
CAUTIONS

IMPORTANT SAFEGUARDS
When using electrical equipment, basic safety 

precautions should always be followed including the 
following:

READ AND FOLLOW ALL SAFETY 
INSTRUCTIONS

1. DANGER- Risk of shock- Disconnect power before 
installation.

2. SUITABLE FOR WET LOCATIONS. 

SAVE THESE INSTRUCTIONS FOR
FUTURE REFERENCE

DIRECT MOUNTING

FIGURE 1

FIGURE 2- Direct Mounting Components

FIGURE 3- Photo-control Installation

1.
2.

mounting surface.
3. Install two lower lag bolts into mounting surface, allowing 

the head of each bolt to remain 1/4” (6.4 mm) from 
mounting surface.

4.

incoming ground lead. 
5.

6. Secure cover plate with (2) machine screws, washers and 
nuts.

7. Install the photo-control by aligning the arrow on the top 
of the photo-control with the arrow on the photo-control 

control clockwise until the arrow on the photocontrol is 
pointing north. (Photocontrol must be rotated at least 1/8 
turn to properly lock in place).
NOTE: Improper installation of the photo-control may result 
in damage to the photo-control.

INSTALLATION INSTRUCTIONS
DB Series



FIGURE 5: Arm Mounting Components

1. Loosely install (2) carriage bolts with lock washers and nuts 
into wall mount bracket.

2. Install wall mounting bracket to mounting surface with (4) 
Lag bolts a provided.

3. Insert short end of arm into mounting bracket. Adjust to 
desired direction and tighten carriage bolts.

4. Feed (Customer Supplied) Ground wire up through arm.
5.
6. Using (2) Hex bolts and arm bracket, secure housing to 

arm.
NOTE: When installing the housing on to the arm, allow 
1/4” (6.4 mm) spacing between end of arm and the housing 
to prevent ground wire from being pinched.

7. Install (1) green ground screw onto arm bracket at location 
marked “GND” and tighten ground screw to ground wire.

8.

neutral (Common) or Hot 2 lead. Attach bare copper or 

FIGURE 6- Photo-control Installation

FIGURE 4 9. Install the photo-control by aligning the arrow on the top 
of the photo-control with the arrow on the photo-control 
socket and inserting pins into the socket. Twist photo-
control clockwise until the arrow on the photocontrol is 
pointing north. (Photocontrol must be rotated at least 1/8 
turn to properly lock in place). See Figure 6.
NOTE: Improper installation of the photo-control may result 
in damage to the photo-control.

INSTALLATION INSTRUCTIONS
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ARM MOUNTING


