
 

1-component hard wax oil 

HARDWAXOIL 
 

Description:  

Solvent-based 1-component wood flooring lacquer based on 
oil/synthetic resin, rapid drying, for heavy-duty wood flooring. 

Especially suitable for the surface treatment of: 

 Sanded parquet and wood flooring in heavy wear 
areas, especially suitable for boards, on-edge parquet 
and woodblocks 

 Structural interior decorative wood 

 Suitable for use on underfloor heating systems 

Product Properties: 

1-component wood flooring lacquer based on oil/synthetic resin, 

drying by oxidisation. Has a good resistance to strong chemical 

attack and mechanical wear. 

 Ready to use 

 Easy to apply 

 Does not clog 

 Rapid drying 

 Roller or trowel application 

 No edge-bonding 

 Highly flexible 

Note:  

PALLMANN HARDWAXOIL contains approx. 50 % solvent. The 
use of solvent-based products for sealing parquet surfaces is 
becoming more and more restricted, if faced with the 
requirement for a safer system, we would recommend the use 
of water-based products from the PALLMANN MAGIC OIL 2K 
or PALLMANN SOYABASE PLUS. 

Technical Data:  

Packaging: metal can 

Packsize: 3 litre 

Shelf life: approx. 12 months 

Lustre value: semi-gloss 

Color: brownish-transparent 

Consumption: approx. 60 ml/m² 

Working temperature: 18 - 25 °C 

Ready for sanding: after approx. 8-12 hours* 

Further coats: after approx. 8-12 hours* 

Final strength: after approx. 8 days* 

*Under normal climatic conditions. 

Solvent-based 1-component hard wax oil for wood flooring in areas of heavy wear 
 

 



 

 

HARDWAXOIL 
 
Surface Preparation:  

Sand the surface using a PALLMANN COBRA belt sander fitted with 
PALLMANN ABRASIVE BELT 36 to 60 grit. Then fill the joints with 
PALL-X KITT or PALLMANN UNI-KITT. Sand with PALLMANN 
ABRASIVE BELT 100 grit. It is recommended that you use the 
PALLMANN ABRASIVE GRIT or PALLMANN MULTIHOLE-PAD 
120 grit, for the final sanding operation, under a PALLMANN UNO 
150 rpm rotary sanding machine. After the final sanding, the floor 
must be clean, dry and free from sanding dust, filler residue and 
contamination.  

Application:  

1. Before use, allow both containers to come to the 
recommended room temperature and shake well. Then 
decant PALLMANN HARDWAXOIL into a clean bucket, 

2. Apply a full and even coat of PALLMANN HARDWAXOIL 
onto the surface using the PALLMANN HARDWAXOIL 
ROLLER (5 mm microfibre). Apply a minimum of 2 coats. 
Start by cutting in at edges, then roll alternately across and 
with the grain. In very heavy wear areas, a third coat is 
required. 

3. Drying time until ready for sanding: approx. 8 - 12 hours. 

4. Before every coat, an intermediate sanding with the 
PALLMANN ABRASIVE GRIT or PALLMANN 
MULTIHOLE-PAD grit 120 is required.  

5. After use, clean tools with water. 

Protection of the Workplace and the Environment: 

High solvent content. Flammable liquid and vapour. Solvents in this product may 
form explosive air-vapor-mixture. Repeated exposure may cause skin dryness or 
cracking. May cause drowsiness or dizziness. Vapors may be harmful to health, 
therefore provide good ventilation during and after use. Do not smoke and avoid 
open lights and flames. Prevent sparks and, therefore, disconnect all electrical 
equipment, switches, etc. Avoid contact with skin or contact with eyes. After 
contact with skin, wash immediately with plenty of water and soap. In case of 
contact with eyes, rinse immediately with plenty of water and seek medical advice. 
During application, use barrier cream and protective gloves and safetygoggles.  

Contains butanone oxime and benzotriazole derivative. May produce an allergic 
reaction. Observe safety information on product label as well as safety data sheet. 

Disposal: 

Where possible, collect product residues and re-use. Do not allow into drains, 
watercourses or landfill. 

Empty, drip-free metal containers are recyclable. Containers with liquid residues 
and liquid waste product are considered as Special Waste. Containers with 
hardened residues are considered as Construction Waste. 

The above information is based on our experience and careful investigations. The 
variety of associated materials and different construction and working conditions 
cannot be individually checked or influenced by us. The quality of your work 
depends, therefore, on your own professional judgement and product usage. If in 
doubt, conduct a small test or obtain technical advice. Observe the installation 
recommendations of the covering manufacturer. 

The publication of this Product Data Sheet invalidates all previous product 
information. The respective updated version of this datasheet can be found on our 

homepage under www.pallmann.net. 
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Consumption:  

Recommended quantity per coat  

with roller:  approx. 60 ml/m²  

Coverage per litre per coat:    approx. 15 m² 

Important Notes:  

 Shelf life minimum 12 months in original packaging when 
stored in relatively cool conditions. Protect from frost and 
do not expose to temperatures above 40 °C. Tightly reseal 
opened containers and use the contents as quickly as 
possible.  

 Optimum conditions are 18 to 25 °C and relative humidity > 
35 % and < 65 %. Low temperatures with high humidity 
lengthen and high temperatures with low humidity shorten 
the drying time. 

 Many exotic woods such as Teak, Ipe Lapacho, Muhuhu, 
smoked Oak or Wenge as well as softwoods contain 
ingredients (e.g. so-called inhibitors, resins or mineral 
storages) which can lead to significant drying delays, 
wetting disturbances or colour changes. On account of the 
variety and different qualities of these woods, the species 
should be established and testing carried out before 
coating. 

 After application of the final coat, in moderate wear areas, 
the surface can be walked on after being left to dry 
overnight. 

 Do not use a spark forming stirring equipment, e.g. 
electrical drill etc.  

 Freshly oiled surfaces should only be covered with carpets 
or other floor coverings, or heavy objects placed on them, 
after 14 days. 

Important Note: 

Abrasive dust of oxygen-drying systems are inflammatory. Fire risk! After 
conclusion of sanding works the resulted abrasive dust must be damped 
with water and be disposed into closely locked metal containers! 

Contact of this product with pads or textile materials leads to the risk of 
spontaneous combustion! Therefore, soak any contaminated cloths, pads, 

etc. with water and store or dispose in tightly sealed metal containers. 

Important Notes:  

 Leave freshly sealed surfaces at least 14 days 
before maintaining with PALLMANN FINISH 
CARE. 

 Regular maintenance with PALLMANN FINISH 
CARE improves the appearance and increases 
the wear life of the sealed surface. Only 
dampwipe thesurface (not wet!) and avoid 
standing water. 

 The following standards and notices are 
applicable and especially recommended: DIN 
18356 ”Working with parquet and wood-
blocks”. 

 Not for smoked floors.  
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