
DISCLAIMER
Please handle wallpaper with care and inspect all panels before installation. Do not fold or crease the panels during installation. 
Creased or folded panels will cause separation and damage the material. Any problems that occur during the preparation or 
installation process are not the responsibility of the manufacturer.

APPLYING WALLCOVERING TO WALL SURFACE REPARATION
1.

2.

3.

4.

Avoid burnishing the face of the material. Use a wallcovering brush or a plastic scraper to smooth the wallcovering onto  
the wall. Mylar products should be installed only with fabric smoothing tools.

Do not rub. Do not allow vinyl adhesive to dry on surface as it may leave a white residue. Wash off excess paste from 
the face of the wallcovering as you hang it with a cellulose sponge. The cellulose sponge must be rinsed in clean water 
after every use. Blot dry with a clean cloth.

Overlap the second strip over the edge of the first strip.  Tape seams underneath with a low adhesive tape before 
overlapping and double cutting to avoid getting adhesive on the wallcovering. TO LESSEN SEAM ISSUES, DOUBLE 
CUT THE WALLCOVERING WITHOUT CUTTING INTO THE WALL OR SHEETROCK BY USING A SPECIAL SEAM 
CUTTING KNIFE (FOR EXAMPLE, USE ADVANCE QUALITY PRODUCTS “SEAM BUSTER WALLPAPER KNIFE”). 
Use a soft bristle brush to wash the ceiling and the baseboard to remove any paste residue.  Do not leave any overlap 
on the seams since vinyl will not adhere to itself. *Seams should be vertical, have a tight fit, and be free from air and 
paste bubbles.  Seams should not be located closer than 6” to corners.

After installation, the walls and wallcovering should be monitored for potential moisture or vapor infiltration or 
accumulation.  Any such infiltration/accumulation after installation must be promptly eliminated in order to 
reduce the risk of mold/mildew growth.

SPECIAL INSTALLATION INSTRUCTION This wallcovering contains metallic particles and can conduct electricity.To avoid 
possible fire hazards or electric shock, wallcovering should not come in contact with or extend into electrical-outlet boxes or 
light-switch boxes. Turn off all electricity to the room prior to starting installation.

ADHESIVE APPLICATION
Hang wallcovering with a premium quality heavy-duty clay pre-mixed adhesive. Use of a mildew inhibitor in the 
adhesive is recommended as above instructions.  Roman Adhesives Eco Brand Primer and Adhesives are 
recommended to comply with NSF-342 Sustainability Do not dilute adhesive. Brush an even coat of paste over entire 
back of wallcovering. Pay particular attention to run over edges so they are sure to be pasted. Book material for 
ten minutes.

SURFACE PREPARATION
A.

B.

C.

D.

E.

F.

For best hanging results, the drywall surface should be finished to a level 5 prior to installation.

All hanging surfaces must be clean, smooth, dry, undamaged, free of mold, mildew, grease or stains, and structurally 
intact. All loose paint and other wallcoverings should be removed. If moisture is present, immediately identify and 
eliminate the source(s) of the moisture and verify that all wall surfaces are completely dry before proceeding.

Any mold or mildew MUST be removed from walls and hanging surfaces prior to installation.  Walls should not contain 
in excess of 4% residual moisture content.  A moisture meter should be used to determine moisture content.  Moisture 
infiltration and accumulation can lead to mold or mildew growth and must be corrected PRIOR to the installation of the 
wallcovering.  If you are unsure if moisture problems are present, consult a qualified professional before proceeding.  
This product is intended for use in buildings that are properly designed and maintained to avoid moisture infiltration, 
condensation and or accumulation at wall cavities and wall surfaces, particularly in warm, humid climates.  Walls should 
also be treated with bleach, Lysol and/or other approved, mildew–inhibiting products in order to inhibit further 
mildew growth.

Proper surface preparation is key to getting great results. To prepare the surface properly, we recommend that you prime 
all surfaces with a universal, white-pigmented, mold inhibiting wallcovering primer.

Use only a lead pencil for marking walls and back of wallcovering. Do not use ballpoint or marking pen, they will bleed 
through the surface.

Do not install wallcovering unless a temperature above 65º degrees F is maintained in both areas of installation and 
storage for at least 48 hours prior to installation.

IMPORTANT GUIDELINES- STOP & READ BEFORE INSTALLING
Use of a mold inhibiting primer product and the use of an adhesive containing a mildew inhibitor is recommended.

SPECIAL NOTE Please be aware this wallcovering may interfere with broadcast signals, such as Wi-Fi and radio 
reception, because of the polyester/metal layer. Tests have shown 5% or less impact on signals when the receptor is totally 
encased in wallcovering but the interference may vary depending upon the specific installation conditions. 


