
The warranty covers the draw knife blade for 90
days and the handles are guaranteed for life.

DK1000

Safety

WEAR GLOVES, SAFETY GLASSES, DUST MASK,
AND OTHER PERSONAL PROTECTION ITEMS AS
NEEDED

NEVER OPERATE THIS TOOL UNDER THE
INFLUENCE OF DRUGS, ALCOHOL OR ANY
MEDICATIONS

THE LOG MUST BE SECURED IN A VISE OR
CLAMP PRIOR TO PEELING. FAILURE TO DO SO
MAY RESULT IN INJURY

WHEN EXCESSIVE FORCE IS REQUIRED TO CUT, 
RE-SHARPEN THE DRAW KNIFE. A SHARP TOOL IS 
A SAFE TOOL!

HANDLE THE DRAW KNIFE WITH EXTREME CARE.
FAILURE TO DO SO MAY RESULT IN SERIOUS
INJURY

THIS IS NOT A HATCHET! DO NOT SWING OR
POUND THE KNIFE, DOING SO MAY RUIN THE
BLADE OR HANDLES AND MAY RESULT IN SERIOUS
INJURY

LUMBERJACK TOOLS ASSUMES NO
RESPONSIBILITY FOR BODILY HARM CAUSED WITH
THE USE OR MISUSE OF THIS TOOL

1

Take the time to properly dress the blade with either a file or
stone.

About Your Product
Thank you for purchasing our Draw Knife!
Lumberjack engineers, along with our craftsmen,
have designed one of the most ergonomic and easy
to use draw knives on the market. By combining
old-world skills with modern design and
manufacturing techniques, we have made log
peeling faster, easier and safer.

Warranty

What Voids Warranty
● Alteration or misuse/abuse of the tool
● Impacting the blade on a nail or other foreign

object

Before You Get Started
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There are two important factors to always keep in mind while using a draw knife.

Standard Operation

A1. First is the pitch of the blade relative to the  log
A) The sweet spot is holding the knife so that it is

removing the bark but not cutting into the actual wood
B) It takes practice to get the proper technique down
C) Angle A = 10 - 15 degrees

B

2. Second is the angle of the draw knife
relative to the log
A) Holding the draw knife at an angle

distributes force across the blade
making it easier to peel the log

B) Angle F = 10 - 15 degrees

Maintenance
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The DK1000 comes out of the box pre-sharpened and
ready to cut. However it is important to maintain the
cutting edge of the blade using a file and slip stone.
● Use a bastard file and swipe down the length of

the blade, holding  flush with the blade angle. Do
this 10 - 20 times.

● After filing use a slip stone to finely hone the
blade, holding flush with the blade angle.

● Apply a thin film of oil on the tool before storing.

Correct Filing Incorrect Filing Incorrect Filing

It is critical to hold the file and stone flush
with the blade angle
● Failure to hold this angle will dull the blade of the

draw knife over time
● The image to the left displays correct and incorrect

filing positions

*file *blade

TIP
If you desire a less aggressive “bite” while peeling turn your drawknife over and peel upside down




