
MADE IN CHINA

Manufacturer: 

Chengdu Chendian Intelligent Technology Co., Ltd

Warranty: One-year free replacement or repair

After sale E-mail: steven@cycplus.com
Push the batte� cover's protrusion to the 
center position and then open the batte� cover.
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Remove the batte� 
isolation sheet and 
then reinstall the 
batte� cover.
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Install the batte� cover onto the body. When installing 
the batte� cover, make sure to align 
the protrusion to the center position.
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Cadence

Speed

Quick Sta� Fix to Bicycle

Speed

Fix the   onto cu�ed rubber pad
the bottom of the sencor

Cadence

Press the batte� cover tightly, and 
then push the batte� cover's protrusion
to the left or right to set the sensor to 
speed or cadence mode.
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After installation, 
the indictor light
will �ashes for 
10 seconds.
Blue Speed：
Green：Cadence
Red Low batte�：
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Speci�cations

Dimension: 9.5mm×29.5mm×38.0mm
Weight: 9.2g
Batte�: 220mAh CR2032
Usage time: 600 hours（Cadence）/ 400 hours（Speed）
Standby time: 300 days
Protection rating: IP67
Compatible with: Garmin, Wahoo, Zwift, Tacx, BLjton, XOSS, Blackbird, 
                             and other devices
Protocol standards: The sensor can connect to any APPs or devices that 
                                 suppo� Bluetooth or Ant+.

Instructions for Use Summa�

Speed mode Open the 
batte� cover

Cadence mode

Switch the work modes

When switching modes by turning the battery 

cover, please hold the cover with your hand 

to prevent it from popping up when passing 

through the gap in the middle.

Indicator Light

Blue light �ash Green light �ash Red light �ash

Facto� Info

Speed/Cadence Sensor C3

User Guide

Before using, please open the batte� cover, and remove the transparent 
insulation spacer.
One sensor cannot measure both speed and cadence simultaneously. 
If you need to measure both, please purchase two sensors.
For speed measurement, the hub width must be more than 38mm.
The product defaults to cadence measurement. 
The Bluetooth name is CYCPLUS S3 when used for speed measurement.
When using Bluetooth protocol, it can only be connected to one device or 
app at a time. To change the device or app, please disconnect the previous 
one �rst.
When using the ANT+ protocol, it can be connected to multiple devices 
simultaneously.
When using a sma�phone app, search for the sensor in the app. 
Searching via phone Bluetooth is invalid.

1.

2.

3.
4.

5.

6.

7.

Fix the   on  �at rubber pad to
sencorthe bottom of the 

Fix the sensor onto the hub using 
a rubber band.  to Turn the wheel
activate the sensor and establish a 
connection with your device or app.

Fix the sensor onto the crank using 
a rubber band.  to Turn the crank
activate the sensor and establish a 
connection with your device or app.

Speed 
measurement

Cadence 
measurement

Batte� power is 
less than 20%



速度踏频两⽤传感器 C3

⽤户指南
MADE IN CHINA

制 造 商 :

保修政策 :

售后邮箱 :

成都晨电智能科技有限公司

⼀年内免费保修或换新

steven@cycplus.com
拨动电池盖凸点对准中间位置,

然后打开电池盖。
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移除电池隔离⽚

后装回电池盖。
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将电池盖装回机身，安装电池盖时，

请注意把凸点对准中间位置。
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踏频模式

速度模式

快速使⽤指南 安装到⾃⾏⻋

速度模式

将 固定在传感器底⾯曲⾯橡胶贴

⽤橡⽪筋将传感器固定在前轮花⿎上

安装完成后 唤醒传感器，转动⻋轮

然后⽤设备或App进⾏连接。

踏频模式

将 固定在传感器底⾯平⾯橡胶贴

⽤橡⽪筋将传感器固定在曲柄内侧

安装完成后 唤醒传感器，转动曲柄

然后⽤设备或App进⾏连接。

按紧电池盖，然后向左或右

拨动电池盖凸点，将传感器

设置为速度模式或踏频模式。
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安装完成后，

机身正⾯LED

灯闪烁10秒。

蓝灯：速度模式

绿灯：踏频模式

红灯：电量低
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产品参数

尺⼨：9.5mm×29.5mm×38.0mm

重量：9.2克

电池：220mAh CR2032

续航： 600⼩时（踏频）/ 400⼩时（速度）

待机时⻓：300天

防护等级：IP67

适⽤对象：Garmin\Wahoo\Zwift\Tacx\Bryton\⾏者\⿊⻦等

协议标准：本产品⽀持ANT+和蓝⽛双协议，可⽤于各种⽀持ANT+

               或蓝⽛协议的设备和APP

使⽤须知

1. 使⽤前，请先取下电池后盖，取出透明的电池隔离⽚。

2. 1台传感器⽆法同时测量速度和踏频，如需同时测量两个数据，

    请购买2台传感器。

3. ⽤于速度测量时，花⿎内侧空间宽度必须⼤于38mm，⽅可正常安装。

4. 出⼚默认功能为踏频测量，⽤作踏频传感器时蓝⽛名称为CYCPLUS 

    C3，⽤作速度传感器时蓝⽛名称为CYCPLUS S3。

5. 使⽤蓝⽛协议时只能同时⽀持被⼀个设备或者APP连接，要更换设备

    或者APP时请先断开连接。

6. 使⽤ANT+协议时可同时被多个设备连接。

7. 使⽤⼿机APP时需要在APP内搜索传感器，通过⼿机系统蓝⽛功能

    搜索⽆效。

功能图示

速度模式 开电池盖 踏频模式

⼯作模式切换

拨动电池盖切换模式时，请⽤⼿按住电

池盖，以免电池盖经过缺⼝中间时弹起。

指示灯颜⾊

蓝灯闪烁 绿灯闪烁 红灯闪烁
速度模式⼯作 踏频模式⼯作 电池电量低于20%

制造商信息
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