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3M 94 PRIMER INSTALLATION GUIDE

    NO SMOKING! Use at your own risk. Extremely Flammable!

WARNING
NO FLAMES · USE AT YOUR OWN RISK · NO SMOKING

Before installing LED strips follow these instructions
1. Be sure you know where you are going to place the strip before you start this process. Once strip is 

applied you cannot relocate it.

2. Clean location with a household degreaser product. Dry location.

3. Rub location with alcohol pad. Dry location.

4. Brush location with a fine film of 3m 94 primer. Let dry for 3 to 5 minutes.

5. Peel 2-inches off backing of flexible strip, place on location. Do not apply too much pressure.

6. Continue peeling more backing of flexible strip and place on location until strip is secured in place. 
Let set for 5 minutes.

7. It will not be easy to remove strip once set. Can remove with patience little by little and not damage 
painted surface. Strip will be useless once removed.

8. This is for underside areas of finished metal or plastic. Do not let drip on painted or chrome surface.

9. USE AT YOUR OWN RISK. EXTREMELY FLAMMABLE LIQUID AND VAPOR. Vapors may travel long 
distances along the ground or floor to an ignition source and flash back. 

10. DO NOT TOUCH OR SMELL LIQUID May cause allergic skin reaction. Contains a chemical or 
chemicals which can cause serious harm to your health. USE AT YOUR OWN RISK Moderate skin 
irritation: signs/symptoms may include localized redness, swelling, itching, and dryness. Moderate 
eye irritation: signs/symptoms may include redness, swelling, pain, tearing, and blurred or hazy 
vision. If come in contact with, flush with water & soap.

11. DO NOT BREATHE VAPOR Respiratory tract irritation: signs/symptoms may include cough, 
sneezing, nasal discharge, headache, hoarseness, and nose and throat pain. And other issues.


