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AVAILABLE SIZES

INSTALLATION: GLUE, FLOAT OR NAIL
INSTALLATION GRADE: ON, ABOVE, AND BELOW GRADE
SPECIES: WHITE OAK
SIZE: 7.5” X RANDOM LENGTHS UP TO 75”
GLOSS LEVEL: N/A
TEXTURE: WIRE BRUSHED W/ ZEROSLIP
TYPE: WOOD
ORIGIN: CAMBODIA

EDGE: MICRO BEVEL 
THICKNESS: 5/8”, 4MM TOP LAYER
SHADE VARIATION: HIGH
TRAFFIC RATING: COMMERCIAL, RESIDENTIAL
EXTRA THICK MULTI-PLY CORE CONSTRUCTION WITH 
CRYSTALUX ULTRA PROTECTION WITH SATIN FINISH 
PROTECTION FOR SUPERB DURABILITY
ENVIRONMENT: GREENGUARD GOLD CERTIFIED, 
FLOORSCORE

Elevate your interior with our CARNEGIE engineered wood flooring, a versatile complement to a range of 
decor styles, from shabby chic to upscale contemporary. Crafted from European White Oak, these planks 
exude sophistication and refinement, transforming any space into a stylish haven.

CARNEGIE may be installed using standard wood installation methods and materials, as recommended 
by the Tile Council of North America (TCNA). An Architessa sales representative will advise you on general 
installation questions. 
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CONTACT INFORMATION:
www.architessa.com

1.800.287.1742

For general sales inquiries:   sales@architessa.com

For commercial & hospitality sample requests:  samples@architessa.com

Headquarters:   1803 Research Blvd. Suite 402 Rockville, MD 20850 V11.23


