
 

 

Self-Adhesive Felt VP 

 

Product Specification 

Material 

Non woven of synthetic fibres, 

layer with vapor transmitting PE 

sheet impermeable to liquids with 

slip resistant coating. Acrylate 

coating, pressure sensitive. 

Colour White 

Thickness >1.8mm 

Tensile Strength MD/CD >3 kN/m/4 kN/m 

Elongation MD/CD 80%/100% (+/-10%) 

Water Resistance Yes 

Anti-Slip Yes 

Temperature +10c-25c 

 
 

Range 

Available sizes and product codes: 

Size Code 

1m x 50m TBC 

 
 

Installation Instructions/Guidelines 

◆ Test the product in a small area prior to full install to check suitability.  

◆ Ensure the surface being protected is clean, dry, free of oils and 

solvents,  

◆ The adhesive force develops depending on the contact area between 

the adhesive side and the surface; the smoother the surface, the 

higher the adhesive strength. 

◆ A uniform pressure applied to the entire surface during application 

helps to increase the adhesion.  

◆ Lay with an overlap of 10cm 

◆ Higher temperature can cause adhesive transfer. We recommend the 

floor surface is checked every 2-4 weeks during long term 

applications. 

 

Handling & Storage 

Store in original packaging, in a dry and frost free environment. Avoid 

direct sunlight during storage. We recommend acclimatization to room 

temperature before use.  

 

Please note the performance of adhesive products can vary in extreme 

temperatures, subzero temperatures may cause lack of adhesion and high 

temperatures may cause adhesive residue to be left on the surface once 

the product is removed. 

 

 

 

Impact resistant, self-adhesive felt which 

allows floor surfaces to breathe whilst 

protecting from damage. 

 
Features & Benefits 

◆ Anti-Slip. 

◆ Fleece layer creates impact protection. 

◆ Breathable, allows solvents and moisture in the 

flooring to evaporate. 

◆ Impermeable to liquid spills. 

 

Applications 

◆ Ideal for smooth floors. 

◆ Not suitable for use on surfaces with under floor 

heating in use.  

 



Product Disclaimer 

The information provided in all product, safety and technical data sheets is to the best of our knowledge correct but not all-inclusive and without warranty and is to be used 

solely as a guide. Similarly, all technical advice, whether verbal, in writing, or as a result of sample trials, is for guidance and is given in good faith but without warranty, since 

site conditions, care and skill of application are beyond our control. Protec International Ltd can accept no liability for the performance of our products, or any damage 

resulting from handling or contact beyond the value of the material supplied. This does not affect your statutory rights. 

Every effort to ensure the accuracy of the images of our products has been made, however the accuracy of the colours may differ and vary according to your computer 

monitor. 

Please contact our Customer Services Department on 0800 834 704 for further information. 
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