
Warning:

Please read this manual carefully before use and 
keep it for future reference.

Installation manual
BABY HIGH CHAIR
ITEM NO.:HC-423

We reserve the right to change and interpret 
all content of this product.

Instructions for use：
1. The plate can be adjusted 
    in two steps

2. The pedal can be adjusted in 
    two steps

1. Please read this manual carefully before use and keep it for 
    future reference.
2. Failure to follow these instructions may affect the safety of children
3. When a child uses a dining chair, the caregiver may not leave.
4. Do not use any part of the dining chair if it is damaged or missing.
5. Before using the dining chair, please check carefully that all parts 
    are installed correctly.
6. When the child is riding, a seat belt must be used to prevent the 
    baby from falling or slipping out of the dining chair and causing 
    serious injury.
7. Please do not use this product when your baby can't start it alone.
8. Do not disassemble or adjust any part of the dining chair while your 
    baby is in the dining chair.
9. Do not use this product on roads, poolsides, stairs, etc. where it is 
    dangerous.
10. Keep the accessories out of reach of children. Plastic bags and 
    small parts pose a choking hazard to children.
11. The maximum carrying capacity of this dining chair is 15 kg.

1. Please wipe the plastic part of the dining chair with a rag with mild 
    soapy water. Do not soak the plastic parts of the product.Wash in 
    water or in a washing machine.
2. Do not expose the dining chair to the sun for a long time.
3. Please place this dining chair in a clean and ventilated place.
4. Please check the joints of all parts of the dining chair for looseness 
    or damage. If there is any damage to the parts, please stop using them. 

Maintenance tips:
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2 Place the seat on the clean platform or the ground, and install two upper seat
legs with 2 foot mounting holes.In the front hole �xing hole of the seat, one of 
the feet has a recessed card slot (as shown in Figure c).Within this vacant position, 
the left front hole of the seat.

3. Install the remaining two rear legs in the rear foot �xing holes (the rear legs
are not divided, you can install them at will), then 8Bolts (M6) use a hex wrench
to tighten the front and rear seat legs, and then support the seat.

4. Attach the foot pedal to the front foot with the screw (M5) according to the
required height, and then put on the plate. At this point, the whole dining 
chair is installed!

The pedal can 
be adjusted in 
two steps.
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1. Seat (1)
2. Dinner plate (1)
3. Upper seat legs (4)
4. Lower seat legs (4 pieces)
5. Foot touch parts (4)
6. Foot pedals (1)
7.M6*25 bolts (8 pieces)
8. Hex wrench (1)
9.M5*25 self-tapping screws (2)

Guard plug
Plug card

The accessories 10 and 11 with 
the    mark are stored in the guard 
when they are shipped from the 
factory. When the guard is not used, 
the plug is removed and blocked in 
the retaining hole.

Spare parts list:

Installation steps

a                                 b

1. Connect the top and bottom of each of the four seat legs according to the 
corresponding number (as shown in Figure a), then in each lower seatScrew 
the foot to the ground (Figure b).


