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SILICONE SEALANTTAPE MEASURE  PHILLIPS SCREWDRIVER

BATHROOM VANITY
INSTALLATION GUIDE

PLEASE NOTE:

• LICENSED PROFESSIONAL INSTALLATION RECOMMENDED
• PRIOR TO INSTALLATION PLEASE CHECK ITEMS RECEIVED & REPORT

ANY MISSING ITEMS TO YOUR RETAILER IMMEDIATELY.

• PROTECT ALL SURFACES FROM SHARP OBJECTS, HIGH HEAT SOURCES,
DIRECT PROLONGED SUNLIGHT & CHEMICAL HAZARDS.

• CABINET CAN TIP OVER IF NOT PROPERLY SECURED TO THE WALL 
POSSIBLY CAUSING INJURY OR DEATH.

DISCLAIMER:

DRAWER INSTALLATION REMOVAL OF THE DRAWER
CONTINUED NEXT PAGE
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HOW TO HANDLE YOUR COUNTER TOP

HOW TO REMOVE / ADJUST DRAWER

DANGER: POSSIBILITY OF TIP OVER

Eisen Home reserves the right to implement product changes without prior notice.

Phone:  (213) 425-3095  |  Email:  cs@eisenhome.com
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ADJUST HEIGHT ADJUST LATERALLY ADJUST DEPTH REMOVE INSTALL

HOW TO ADJUST HINGES

HOW TO INSTALL A WALL MOUNTED CABINET

SIDE ADJUSTMENT

DEPTH ADJUSTMENT 

HEIGHT ADJUSTMENT

CONTINUED PREVIOUS PAGE

THE RECOMMENDED HEIGHT OF A WALL MOUNTED VANITY IS 32” TO 34” INCHES ABOVE THE GROUND. MEASURE A COMFORTABLE HEIGHT 
ACCORDING TO YOUR NEED AND MARK IT ON THE WALL.1

2

MEASURE THE SCREW HOLES BEHIND THE VANITY CABINET.3

AS PER YOUR CHOSEN HEIGHT, DRILL FOUR HOLES INSIDE THE STUDS ON THE WALL.4

PLACE THE CABINET AGAINST THE WALL, INSERT SCREWS AND TIGHTEN THEM TO SECURE THE CABINET. IT IS RECOMMENDED THAT BEFORE 
POSITIONING YOUR CABINET WITH THE WALL, PLACE A SUPPORT BENEATH THE CABINET SO THAT IT BECOMES EASIER TO HANDLE THE WEIGHT.5

AFTER INSTALLATION, CONFIRM THAT THE CABINET IS FIRMLY FITTED SO THAT IT DOES NOT ROCK OR MOVE. 
REMOVE THE SUPPORT PLACED BENEATH UNDER INSTALLATION.6

PLEASE NOTE:
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Please note: If your counter top arrived with pre-assembled sink please skip to Step 7.
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PLEASE NOTE:


